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THE APPLICATION OF HIGH TEMPERATURE SUPERCONDUCTING
MATERIALS TO POWER SWITCHES
by Stephen A. March
Superconducting switches may nd application in superconducting magnet systems that
require energy extraction. Such superconducting switches could be bypass-switches that
are operated in conjunction with a parallel resistor or dump-switches where all of the
energy is dissipated in the switch itself. Bypass-switches are more suited to higher energy
circuits as a portion of the energy can be dissipated in the external dump resistor. Dump-
switches require less material and triggering energy as a lower switch resistance is needed
to achieve the required total dump resistance.
Both superconducting bypass-switches and superconducting dump-switches can be ther-
mally activated. Switching times that are comparable to those obtained with mechanical
bypass-switch systems can be achieved using a co-wound heater that is powered by a ca-
pacitor discharge. Switches that have fast thermal diusion times through the insulation
can be modelled as a lumped system whereas those with slow thermal diusion times were
modelled with the full heat diusion equation.
Superconducting switches can be formed of either high temperature superconductors
(HTS) or low temperature superconductors (LTS). Switches based on HTS materials allow
operation at higher temperatures where the cost of cooling is less. Extracting the magnet
energy and depositing the heater energy at higher temperatures will also reduce the load on
the overall cryogenic system during switching and energy extraction. For magnet circuits
that are based on high temperature superconductors the switch must also be formed of
HTS material. Due to the approximately T3 dependence of specic heat capacity, switches
that operate at higher temperatures have slower heat diusion times and require higher
triggering energies than those operating at low temperature. HTS based dump-switches
and HTS based bypass-switches were tested in liquid nitrogen to show that the required
switching time could be achieved at these high temperatures.
The design and optimisation of superconducting switches that were formed of various
superconducting materials were performed for example magnet circuits to provide reference
designs of switches. These example circuits were based on selected Large Hadron Collider
600 A circuits that had a stored energy of 5.5 kJ. Superconducting switches may also nd
application in magnet circuits with higher transport currents and higher energies. The
scaling and suitability of the reference designs to higher energy circuits was also described.Contents
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1Chapter 1 Introduction 2
Switches formed of superconducting material may nd application in superconducting
magnet systems that require energy extraction. Conventional energy extraction schemes
often use a mechanical switch and a dump resistor that are situated at room temperature.
Superconducting switches may allow a direct replacement of the mechanical switch or
they may allow novel energy extraction schemes to be utilised. Superconducting magnet
systems are a key part of particle accelerators such as those found at CERN.
CERN- The European Organization for Nuclear Research was founded in 1954,
and derives its name from the `Conseil Europ een pour la Recherch Nucl eaire' which was
setup in 1951 to allow physicists to explore the fundamental questions of nature. CERN
is the world's largest particle physics laboratory and whilst it is a European organization,
the collaboration occurs on an international scale with twenty European member states,
twenty eight non-member states, as well as eight observer states and organizations1. In
addition to the fundamental physics research performed at CERN, there are a whole host of
spin-o technologies including the World Wide Web [1]. This ground breaking research and
development is only possible through the cooperation of thousands of people throughout








Figure 1.1: CERN, bringing together people, science, and technology.
The Large Hadron Collider (LHC) is a synchrotron particle accelerator with a cir-
cumference of 27 km. This makes it the world's largest and most powerful particle acceler-
ator and also one of the world's largest machines. Figure 1.2 shows a view down the LHC
1At present, CERN's Member States are Austria, Belgium, Bulgaria, the Czech Republic, Denmark,
Finland, France, Germany, Greece, Hungary, Italy, Netherlands, Norway, Poland, Portugal, Slovakia, Spain,
Sweden, Switzerland, and the United Kingdom. India, Israel, Japan, the Russian Federation, the United
States of America, Turkey, the European Commission, and the United Nations Educational, Scientic, and
Cultural Organization (UNESCO) have Observer status.Chapter 1 Introduction 3
tunnel. The LHC consists of two counter rotating particle beams that are housed within
the same cryostat. The beams, of either protons or lead ions, are accelerated to close to
the speed of light and are bent around the ring by superconducting dipoles. There are
four beam crossing points where the main experiments take place. These installations are
ALICE, CMS, ATLAS, and LHCb. In normal operating conditions the collisions have an
energy of 14 TeV for proton-proton collisions and 1150 TeV for lead ion collisions. One of
the purposes of the LHC and its associated experiments is to search for the Higgs boson.
The Higgs boson is a hypothetical particle that is believed to give fundamental particles
their mass [2].
Figure 1.2: A view down the LHC tunnel showing the feed box that contains the current
leads on the right, and the cryostats for the superconducting magnets stretching o down
the tunnel.
The LHC consists of a variety of both superconducting and resistive magnets that are
used to guide, correct, and focus/defocus the beams. The superconducting magnets and
superconducting bus-bars, which utilise Nb-Ti as the superconductor, are cooled to as
low as 1.9 K with superuid helium and are housed with a variety of other accelerator
components in a common cryostat. The LHC is divided into eight sectors thereby allowing
a more manageable powering scheme when compared to a continuous ring, as well as
modular construction and testing. Each sector contains superconducting magnets that
have transports currents from 60 A to 13 kA. The individual magnet groups are connected
in series and are connected to the same cooling circuits as the other magnet groups. In the
event of a quench or other machine malfunction, the energy stored in the magnets must
be rapidly extracted to prevent damage to the LHC.Chapter 1 Introduction 4
1.1 Energy Extraction in the LHC
The energy stored in the superconducting circuits of the LHC amounts to about
11 GJ in total. This energy requires controlled extraction if there is a problem related to the
superconducting magnets. The sectorization and separation of the various superconducting
circuits mean that the energy extracted by a single circuit is a lower, but still signicant
amount. A maximum of 1.3 GJ of energy is stored within the main dipoles chains due to
their high inductance (15.4 H) and maximum current of 13 kA (nominal current is 11.8 kA)
[3]. The problem is further compounded by the fact that the magnets are connected in
series, and so if a resistive transition (quench) occurs, the magnet chain will try to dump
all of its energy into the quenching magnet leading to almost certain burnout. In order to
avoid this happening, various ways of protecting the magnets are in place. These include,
room temperature switches and energy extraction resistors, cold diodes, cold resistors,
and also quench heaters [3]. Table 1.1 shows the stored energy in LHC circuits where the
energy extraction system utilises mechanical switches and an external dump resistor [4];
superconducting switches may nd application in these circuits.
Magnet Inductance Current No. of Energy RD
Type (mH) (A) Circuits (kJ) (m
)
Diploes 15 400 11 810 8 1.1 x106 150
Quadrupoles
263 11 810 8 18 x103 6.6
286 11 810 8 20 x103 7.7
Correctors
12 & 20 550 16 & 16 1.8 & 3.0 200
31 to 600 550 8 to 32 4.7 to 91 700
Table 1.1: Stored energy in LHC circuits that have energy extraction with a mechanical
switch and a dump resistor (RD).
Energy extraction schemes are required so that the energy can be extracted from the
magnet faster than in a normal ramp-down. If the energy is not extracted fast enough then
the magnet will rapidly warm up potentially damaging the magnet and other accelerator
components. In the LHC the maximum allowable temperature of the Nb-Ti is 300 K to
375 K [3]. In order to prevent this happening, the majority of the 13 kA and 600 A circuits
require external dump resistors in which the energy is dissipated. These resistors, which
for the dipoles weigh several tonnes, are connected in series with the magnet chain and are
switched into the circuit using custom built circuit breakers. These switches are described
in more detail in Section 1.3. The main magnets also have quench heaters that are used
to warm up the entire magnet thereby minimising local hot spots.
Figure 1.3(a) shows a conventional energy extraction scheme for a long magnet chain
that has mechanical switches and dump resistors at both ends of the chain. The LHC
main dipole circuits have an energy extraction scheme similar to this; they also include
cold diodes over each magnet and the grounding of the resistor midpoint to reduce the
















(a) Energy extraction from a long magnet chain using two mechanical switches,
















(b) Energy extraction from a long magnet chain where one mechanical switch
has been replaced with a superconducting bypass-switch thereby allowing two
full rated current leads to be replaced with lower heat leak safety leads.
Figure 1.3: Energy extraction from long magnet chains using conventional mechanical
switches and also with superconducting bypass-switches.
of the magnets has to be extracted from the cryostat, pass through the switch at ambient
temperature, and then return to the magnet chain. This leads to cryogenic losses along
the current leads and ohmic losses in the resistive part of the current leads and in the
switch. One possible application of a superconducting switch would be as a replacement
for the room temperature DC breakers, as shown in Figure 1.3(b). The advantages of
using a superconducting switch is a reduction in cryogenic losses due to the use of lower
heat leak safety leads and a reduction in resistive losses as the leads do not normally carry
















(a) Energy extraction from a short magnet chain

















(b) Energy extraction from a short
magnet chain with superconducting
dump-switch.
Figure 1.4: Energy extraction from short magnet chains using conventional mechanical
switches and also with superconducting dump-switches.
Figure 1.4(a) show a conventional energy extraction scheme for a magnet chain where
there is single mechanical switch and dump resistor. Superconducting bypass-switches
may provide advantages in such circuits as they do not suer from arcing and erosion that
is a problem for mechanical switches. However, the cryogenic losses would increase slightly
as an extra safety lead would be required to bypass the switch when it is resistive. A novel
application for superconductors would be as a dump-switch as shown in Figure 1.4(b).Chapter 1 Introduction 6
Such a system eliminates the need for an extra safety lead and the dump resistor as all
of the magnet energy is deposited in the switch itself. More details on superconducting
bypass-switches and superconducting dump-switches are in Section 3.1.
1.2 Switches for Superconducting Electrical Systems
In section Section 1.1, the potential for using superconducting switches in energy extrac-
tion systems was discussed. Due to the large range of operating conditions of dierent
superconducting magnet systems there is the potential for a range of dierent switches
that are suitable for dierent circuits, similar to the dierent rated conventional mechani-
cal switches. In the LHC, for example, the range of operating currents is 600 A to 13 kA,
the energy that is to be dissipated is in the range of 5.5 kJ to 1.3 GJ, and the required
dump resistances range from 6.6 m
 to 700 m
 (Table 1.1).
It is clear that a superconductor can be returned to its resistive state by exceeding any
one of the critical values for temperature, magnetic eld, or current density. In addition
to this a superconducting switch could be operated mechanically, in a similar way to con-
ventional switches. An examination of the literature shows that superconducting switches
have been made utilising each of these triggering mechanisms, as described in Section 1.4
to Section 1.7. These power switches tend to be either slower acting persistent current
switches or fault current limiters, both of which have limited applicability to energy ex-
traction switches. The use of HTS power switches has been proposed since shortly after
the discovery of this class of materials with their use for space launcher applications being
investigated in the late 1980s [5]. Conventional mechanical switches that are currently
used for energy extraction, can also provide an insight into the issues surrounding energy
extraction switches.
1.3 Energy Extraction Switches in the LHC
This section details the mechanical switches [6] that are used commutate the current and
allow energy extraction from the LHC circuits described in Section 1.1. Both the 13 kA and
600 A circuits require a switch to shunt the stored energy into a parallel dump resistor with
the overriding design parameter for these switches being reliable operation as non-opening
would lead to the energy being released into the magnets and bus-bars, which could result
in damage to the collider. This in turn would lead to long and costly repairs. Other design
parameters were longevity, radiation tolerance, and low ohmic losses. The choice for both
of these switches were electromechanical breakers that had a similar principle of operation,
but that was implemented dierently due to the dierence in current. Semiconductor
devices would have been a possibility as the absence of moving parts provides advantages,
but they were rejected as they rely on a single active system, have higher ohmic lossesChapter 1 Introduction 7
during operation, and are less tolerant to radiation making them less suited for use near
a particle accelerator.
(a) Mechanical switch for the LHC 13 kA circuits. (b) Housing for the switch.
Figure 1.5: The mechanical switch is formed of four smaller breakers that are linked
together to meet the 13 kA current rating. The overall length of the switch is about 2.5 m.
Due to the high noise levels and arcing during commutation the switches are housed in a
dedicated room within the tunnel.
The 13 kA switch comprised of four parallel connected DC breakers that were individually
rated to 4.5 kA (Figure 1.5). At the time there was no existing breaker that could meet
these demands and so a bespoke device to meet the LHC requirements was developed [7].
This device utilized components from existing breakers that had a reliable track record of
being used in a variety of industries world wide. The breaker was tted with arc chutes and
muers in order to increase the lifetime of the switch. The breaker had two independent
release mechanisms, one passive and one active. The active system was triggered by a
pulsed release via a capacitor discharge, the passive system by de-energizing the holding
coil. The active system resulted in opening times of 5 ms  1 ms, the passive 20 ms 
2 ms, but both systems being triggered simultaneously [8]. One problem with mechanical
breakers is that frequent maintenance is needed to replace the contacts. Conventional
copper contacts would have worn out after 20-100 commutations, which would have led to
unacceptable LHC downtime, and so specially developed tungsten-silver contacts having
a lifetime of 300 commutations were used instead [6]. The voltage drop across a breaker
was 60 mV at 4 kA. Further disadvantages of these large electromechanical breakers were
the noise (100 dBA), shock waves (129 dBA at 3 m), high contact temperatures (160 C)
during operation and hot (350C) ionized air release during opening [9]. These problems
necessitated the installation of the switches in a dedicated protection room (Figure 1.5(b))
within the tunnel. The 600 A breakers were based on standard 3-pole AC breakers that
were then mechanically linked together. The breakers were tted with arc chutes and
capacitive snubber circuits and have similar release principles to the 13 kA breakers [8].
The active system resulted in opening times of 11 ms to 17 ms, the passive 20 ms to 22 ms.Chapter 1 Introduction 8
1.4 Magnetically and Thermally Triggered Superconduct-
ing Switches for LTS Coils
The use of superconducting switches is not a new concept with their use following the devel-
opment of other superconducting systems. In 1964 thermally and magnetically triggered
switches were investigated for use in superconducting magnetic energy storage (SMES)
systems at the Ion Physics Corporation by Ameen and Wiederhold [10]. The switches
were formed of Nb-Zr wire that was wound in a non-inductive manner. The thermally ac-
tivated switch had a critical current of 17 A and used 700 m to achieve a room temperature
resistance of 21 k
. The magnetically triggered switch had a critical current of 26 A and
used 1000 m of wire with a room temperature resistance of 31 k
. These switches met the
zero resistance and zero inductance requirements of SMES, and also had fast rates of rise
of resistance. The magnetically triggered switch was three times faster than the thermally
triggered switch and had a rate of resistance increase of 105 
/s. When integrated into
the SMES circuit this corresponded to a rise time of 26 ms for the magnetically triggered
switch and 70 ms for the thermally triggered switch. These switches were dependent upon
the operating current and had a size comparable to that of the coils which they were used
in conjunction with.
Figure 1.6: Schematic of a _ B triggered LTS switch with the winding conguration
enlarged. The switch was produced by Hagedorn in 1974 for the protection of LTS coils.
Thermally activated switches were investigated in 1971 at Oxford Instruments by Biltclie
and Hanley [11] for safely discharging persistent LTS magnets when the helium level drops
too low. In this case the magnet was shorted with a length of superconducting wire that
was in thermal contact with a heater. A diode was connected in parallel to the switch
so that the extracted energy did not destroy the switch but was instead dissipated in the
diode. The forward voltage bias of the diode meant that there was some current through
the switch that served to keep the switch latched open during de-excitation of the magnet.
The transition time of this switch was around 2 s which meant that it was suitable for theChapter 1 Introduction 9
slow discharge of a magnet but not for the protection of a quenching magnet that requires
energy extraction.
A superconducting switch for the protection of LTS magnets was developed in 1974 by
Hagedorn and Dullenkopf [12]; shown in Figure 1.6. This switch was formed of 480 m of
Nb-Ti in a cupronickel matrix which gave it maximum operating current of 90 A and also
a high o state resistance. The resistance of the switch in the normal state was 195 
,
which allowed energy extraction to occur in an 18 
 room temperature resistor that was
connected in parallel to the switch. The switch wire was co-wound with a control wire
that was used to magnetically trigger the switch. The control wire was co-wound with
the switch-wire in such a way that a magnetic eld was applied to the superconductor
but the overall switch had a low inductance (41 H). The magnetic eld was created
by discharging a capacitor through the control wire leading to a high rate of change of
magnetic ux density that exceeded the critical _ B of the material. The switch was tested
with transport currents from 20 A to 90 A with switching times from 3.5 ms to 1 ms.
1.5 Thermally Triggered LTS Switches for the Very Large
Hadron Collider
The use of superconducting protection switches for energy extraction from large accelerator
magnets was proposed for the Very Large Hadron Collider (VLHC) [13]. This was a design
study into a particle accelerator that had a circumference of 233 km and was situated 120 m
under Fermilab, Illinois. The large circumference of the VLHC allowed it to achieve beam
energies of up to 40 TeV at Stage 1 and over 175 TeV after Stage 2. In this machine the
protection of the 100 kA, 20 km long, 60 mH magnet strings was to be via parallel dump
resistors, at either warm or cold, that were switched into the circuit with superconducting
switches as shown in Figure 1.7.
0.06 Ohm
0.06 H












Figure 1.7: Quench protection cell of the VLHC transmission line magnets.
These switches were based upon a 65 m length of Nb-Ti in a Cu-Ni matrix giving a warm
resistance of 1 
 that allowed energy extraction via a 60 m
 parallel dump resistor. The
discharge time constant of this energy extraction circuit was about 1 s [14]. The switch
was to be thermally activated using a capacitor discharge powered heater. Whilst theChapter 1 Introduction 10
design called for commercially available LTS conductor, HTS material was also proposed
as a possibility.
This switch did not evolve beyond a preliminary design stage due to termination of the
VLHC project. However, the design of this superconducting dump switch was resurrected
by a team at Fermilab in 2007 [15] for use in fast cycling accelerators. The new switch
had the same design parameters as for the VLHC switch and was to be used as a back
up to a power supply failure. The switch is not the primary protection system due to the
long cool down time after energy extraction.
1.6 Fault Current Limiters that Utilise Superconductors
Whilst superconductors exhibit properties that make them inherently suitable for use in
a fault current limiter (FCL) they were not developed for this application until the late
1980s and early 1990s [16] after the advent of LTS conductors with low AC losses and
the discovery of HTS materials. The promise of FCL is such that their development has
continued with a variety of designs now being researched [17]. HTS based FCLs emerged
as a better choice than LTS due to the cryogenic savings and simplicity of working at liquid
nitrogen temperatures despite their less sharp transition to the normal state and higher
conductor cost. At present there is signicant research into dierent designs of FCLs that
utilize various HTS materials with whole sections of conferences being dedicated to them
(e.g. ASC 2008 in Chicago and EUCAS 2007 in Brussels). FCLs can be inductive, resistive,
or a combination of the two. For FCLs based on tape material, YBCO tape is favoured
due to its higher normal state resistance when compared to silver matrix BSCCO tapes.
If bulk material is to be used then BSCCO is generally favoured, although YBCO bulk
based FCLs are also under development [18] [19]. FCLs based on thin lms of YBCO are
also possible [20]. The recent discovery of MgB2 and its subsequent rapid development
has shown that it too can be used for FCL applications [21] with commercial versions of
the high resistance matrix MgB2 wire suitable for FCLs under development [22]. Whilst
FCLs are passive devices and protection switches are generally active devices their similar
requirements in terms of high transport current, resistance, and reliability warrants their
further description. Described below are two FCLs nearing grid usability, one formed of
bulk BSCCO, the other YBCO tape.
FCLs formed of bulk HTS materials are suited to switching applications due to their
high current carrying ability and high normal state resistance. However, they are limited
by poor mechanical properties and susceptibility to hot spots due to inhomogeneities,
leading most practical devices to be made from tape materials. Despite this, successful
FCLs have been formed of bulk BSCCO [23] and earlier demonstrators formed of bulk
YBCO as well as BSCCO have also been investigated. A resistive FCL was formed of
melt cast processed Bi-2212 with a rating of 10 MVA and 10 kV with an Ic of 850 A atChapter 1 Introduction 11
(a) Bulk BSCCO cylinders that have
a cupronickel shunt, the height is
0.3 m.
(b) FCL formed of bulk BSCCO.
Figure 1.8: A resistive FCL based on Bi-2212 cylinders that are surrounded by a cupron-
ickel shunt that also provides mechanical support. The FCL is rated at 10 MVA and 10 kV,
the Ic is 850 A at 66 K.
66 K. The base component is a BSCCO tube 30 cm long and 50 mm in diameter that
was cut into a spiral bilar resulting in a length of 540 cm. A continuous cupronickel
shunt was connected to the superconductor to provide mechanical and electrical stability.
Figure 1.8(a) shows the Bi-2212 cylinders with attached shunt, each phase required 30 of
these components (Figure 1.8(b)). This device was eld tested in a commercial grid and
was suitable for medium voltage levels. Further development of a Bi-2212 FCL suitable
for use at 130 kV is ongoing [24].
(a) Schematic of a non-inductively wound
tape FCL. Red is the superconductor and
green is the insulation.
(b) Assembled coils of a fault current limiter
based on YBCO tape.
Figure 1.9: An HTS FCL that utilises 750 m of stainless steel clad YBCO tape. The
FCL is rated at 300 A and 7.5 kV, the Ic is 440 A at 77 K. The FCL is operated in liquid
nitrogen and there are cooling channels between layers of the coils to allow fast recovery.Chapter 1 Introduction 12
FCLs formed of tape HTS can have many design similarities to power switches that
are also formed of YBCO tapes. Due to the large international interest in FCLs there has
been considerable research and development with devices nearing commercial level. One
such device has been developed by Siemens and American Superconductor [25] and has
been successfully tested [26]. The FCL is made from a total of 750 m of stainless steel
clad YBCO that was manufactured using the RABiTS-MOD process (Section 2.2.1). This
fault current limiter was measured to have an Ic of 440 A at 77 K with a nominal operating
rating of 300 Arms and 7.5 kV. A length of 50 m of tape was wound into a low-inductance
coil (Figure 1.9(a)) with ve coils being connected in parallel to achieve the required Ic and
three modules being connected in series to develop the required resistance (Figure 1.9(b)).
In order to ensure rapid recovery to the superconducting state the windings of the bilar
coil were separated and exposed to liquid nitrogen.
1.7 Switches for Maglev and SMES
Maglev required a persistent current switch with a current carrying capacity of 600 A and
an o state resistance of 52 
 [27]. The switch had to be small and light with good
stability against spurious quenches, which are particularly a problem on vibrating trains.
A 1.7 kg Nb-Ti in cupronickel matrix switch was developed that had a switching time of
<10 s. However, the Ic was only about a fth of the Ic of a short sample and the switch
was sensitive to disturbances. Changing the material to Nb3Sn in 70%Cu30%Ni matrix
increased the critical temperature and critical-current density which led to a more stable
switch. The Nb3Sn switch weighed 30% less than the Nb-Ti switch but it had a longer
switching time, 37 s, for the same 13 W heater.
In order to allow operation at higher temperatures and an open circuit in the o state,
mechanical HTS switches were investigated for Maglev and SMES applications [28]. To
overcome the problems of the brittle bulk YBCO fracturing it was impregnated with epoxy.
Cubes with a side area of 64 mm2 were clamped together with a force of 500 N, allowing
a current of 13.5 A to be passed. A mechanical switch using Nb-Ti was also developed
for SMES applications [29]. Each switch could carry 1 kA, with several connected in
parallel to achieve the required Ic. The transition time for the switch was 0.7 ms.
1.8 Summary of Switch Usage and Triggering Mechanisms
Whilst there are a range of superconducting switches in existence, none of them are suitable
for use in magnetic energy extraction schemes that operate above 4.2 K. In order to allow
energy extraction systems to operate at higher temperatures where the cryogenic cost is
less a new switch is required. However, technologies used in existing superconductingChapter 1 Introduction 13
switches could be used in the design and manufacture of such a device. The advantages
and limitations of the four dierent triggering mechanisms are discussed below.
A thermally triggered switch is one where the superconductor is taken out of the
superconducting state by warming with a separate heating element. Fast acting heaters can
be made by utilising a capacitor discharge powering system. This system has been used in
practice to control both HTS and LTS switches and has similarities to quench heaters that
are used to protect superconducting magnets. The disadvantage of a thermally triggered
switch is the time taken for the heat to diuse through the insulation that separates the
heater and superconductor, this problem is compounded at high temperatures due to the
T3 increase in specic heat capacity.
Magnetically triggered switches can provide benets as the thermal diusion time is
not an issue and so fast switches can be formed even with thick insulation. In such a switch
a magnet system is used to raise the applied eld above the critical magnetic eld. For
HTS materials this can be a considerable eld at low temperatures. A further complexity
is the need of integrating a separate inductor into the switch and achieving a fast magnet
ramping up time.
Switches triggered by over-current can provide fast switching times, as demonstrated
by its successful use in FCLs. The disadvantage of such a system is the complexity in
combining the discharging magnet circuit and the triggering circuit without one adversely
aecting the other.
Mechanical switches formed of superconductors are suited to bypass-switches as
they have an innite resistance when they are opened. As for conventional mechanical
switches they can have fast switching times (< 20 ms), but also suer from arcing and
degradation of the contacts. This is a particular problem for brittle HTS materials.
Thermal triggering is the most suitable for switches based on HTS materials as the
triggering circuit is simpler than that for an over-current switch or a magnetic eld trig-
gered switch and does not interfere with the magnet circuit. The slow diusion time
at HTS temperatures can be overcome by optimising the heater and insulation. HTS
switches were tested in liquid nitrogen to investigate switching in the high temperature
regime where the thermal diusion time may be an issue (Chapter 4). Quench heaters
that are used to warm up quenching superconducting magnets [30] are widely used and
have similarities to the heaters used to thermally trigger a superconducting switch.Chapter 2
Materials for use in Switches that
Utilize Superconductors
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In order to analyse and manufacture switches based upon superconducting materials both
the thermophysical and electromechanical properties as well as the superconducting prop-
erties must be known. The thermophysical properties are the thermal conductivity, re-
sistivity, specic heat capacity, and density. The electromechanical properties relate to
the degradation of critical current with applied strain. For switches that operate with
no applied eld the relevant superconducting properties are the temperature dependent
critical current density and the n-value of the transition. Where the required data was
not available, experiments were conducted at the University of Southampton and also
at CERN. Measurements of the thermophysical properties were performed on YBCO pro-
duced by American Superconductor and MgB2 with copper stabilisation that was produced
by Columbus. YBCO tapes with both copper cladding and with stainless steel cladding
were measured. The critical currents of the YBCO tapes were measured at 77 K. Critical
current measurements at 4.2 K were performed on YBCO, MgB2 with copper stabilisation,
and MgB2 in a cupronickel matrix that was also produced by Columbus. The electrome-
chanical properties and soldered joint resistances of YBCO tapes were also measured.













































Figure 2.1: The critical surface of bulk YBCO.
A superconductor is a material that is both a perfect conductor and a perfect diamag-
net. Superconductivity was discovered in Holland in 1911 by Heike Onnes whilst testing
mercury at 4.2 K [31]. Superconductivity depends upon temperature, the applied mag-
netic eld, and the current density; these variables are interdependent and place limits
on the superconducting region of the material. Figure 2.1 shows the critical surface ofChapter 2 Materials for use in Switches that Utilize Superconductors 16
bulk YBCO estimated from measurements in [32]. Perfect conductivity is the ow of a
non-time variant current without resistance. Under alternating current conditions super-
conductors have small, but not negligible, resistive losses due to movement of the ux
vortices, hysteresis, and eddy currents [33].
Figure 2.2: Eect of an applied magnetic eld on a superconductor. The Meissner Eect
occurs below the lower critical eld (Hc1) and is the expulsion of an applied magnetic
eld upon transition from the normal to superconducting state. Between the lower critical
eld and the upper critical eld (Hc2) the ux can enter the superconductor as regularly
spaced quantised ux vortices.
Perfect diamagnetism is also known as the Meissner Eect following experiments by Meiss-
ner and Ochenseld in 1933 where they showed that magnetic elds were expelled from
the interior of a material when it became superconducting [34]. Figure 2.2 [35] shows the
Meissner Eect in a superconductor below the lower critical eld, as well as ux pinning
when the applied eld is between the lower critical eld and the upper critical eld.
Figure 2.3: Applications of superconducivity. Left to right, top to bottom, levitating
train, transformer, power cable, MRI image, motor, particle accelerator, and a levitating
magnet.Chapter 2 Materials for use in Switches that Utilize Superconductors 17
Perfect conductivity and perfect diamagnetism are linked together, as without the ability
to carry superconducting shielding currents a material can not be a perfect diamagnet.
These properties have been exploited in various applications (Figure 2.3), including power
transmission cables [36], magnets [37], medical imaging devices [38], generators [39], and
levitating trains [40].
Figure 2.4: Typical resistivity proles of a low temperature superconductor (LTS) and
a high temperature superconductor (HTS).
Superconductivity was originally thought to be a low temperature phenomenon; BCS the-
ory [41] predicted that it was impossible for a material to exhibit superconductivity above
30 K. However, in 1986 Bednorz and M uller discovered superconductivity in ceramic mate-
rials at 35 K [42]. This then led to the rapid development of superconductors with higher
critical temperatures; cuprates with a critical temperature of 138 K was measured in 1995
[43]. Superconductors with a critical temperature of less than 30 K are known as low
temperature superconductors (LTS), whilst those above are known as high temperature
superconductors (HTS). Figure 2.4 [44] shows the typical resistivity proles of both HTS
and LTS materials. The higher operating temperatures that are possible with HTS mate-
rials allow cryogenic savings over systems that utilise LTS materials which usually operate
in liquid helium at 4.2 K.
2.2 HTS Materials that have the Potential to be Used in
Switches
HTS materials that are formed into composite tapes with metallic matrices have the poten-
tial to be used in switches due to their high critical temperature, high thermal conductivity,
and good electromechanical properties. Suitable HTS materials include YBCO with either
copper or stainless steel stabilisation, and MgB2 with copper or a copper alloy stabilisa-
tion. BSCCO in a silver alloy matrix is less suitable due to its low resistivity and heat
capacity, and its potentially higher cost due to the large amount of silver that is used inChapter 2 Materials for use in Switches that Utilize Superconductors 18
the matrix. Bulk materials less suitable for use in switches due to their poor mechanical
properties and low thermal diusion, which may lead to slow switching when thermally
activated. LTS materials such as Nb-Ti may be suitable for operating temperatures at
4.2 K but are not suitable for operation at higher temperatures due to their low critical
temperatures.








Increasing temperature causes a decrease in the critical current until it is zero at Tc. An
 of one represents a linear relationship that would lead to a sharp voltage-temperature
(V  T) characteristic at Tc. Typical values of  are in the range 1 to 3 and depend upon
the superconductor with higher values leading to smoother V   T characteristics.









where n(0) is an assumed n-value at 0 K and n(Tc) is the n-value at the critical tempera-
ture. Like the critical current the n-value should fall to zero at Tc. However, for practical
purposes a suciently low, typically less than ve, value is used. The n-value is a measure
of the sharpness of the superconducting to normal transition and is typically lower for
HTS materials than for LTS materials.
2.2.1 YBCO Produced by American Superconductor
Figure 2.5: Cross section of American Superconductor produced YBCO tape with cop-
per cladding (4.3 mm  0.2 mm).
American Superconductor [44] produces coated conductor YBCO tapes that have either
copper cladding (YBCO Cu) [45] or stainless steel cladding (YBCO SS) [46]. The cross
section of the copper clad YBCO tape is shown in Figure 2.5. The dimensions of these
tapes are given in Table 2.1
These tapes are manufactured by depositing a layer of YBCO on a Hastelloy1 substrate by
the metal organic deposition (MOD) process [47]. The Hastelloy substrate is 75 m thick
and is deformation textured by the rolling assisted biaxially textured substrate (RABiTS)
process. Texturing the substrate in this way assists in aligning the YBCO grains correctly.
1Hastelloy is a nickel alloy that contains 5% tungsten.Chapter 2 Materials for use in Switches that Utilize Superconductors 19
Cladding W    Tc
(mm) (mm) (kg/m3) (%) (K)
Stainless steel 4.33 0.15 8518 0.87 89
Copper 4.35 0.2 8635 0.67 89
Table 2.1: Properties YBCO tape produced by American Superconductor. W is the
width,  the thickness,  the density,  the superconductor lling factor, and Tc the
critical temperature.
The YBCO lm is about 1 m thick and there are a series of other buer layers that
have a total thickness of less than 1 m. The YBCO has a silver cap layer that is about
3 m thick. The tape is produced with a wide (up to 10 cm) width which is then slit into
smaller tapes that have a width of about 4.3 mm. The cladding is attached with solder
with a melting point of 179 C during the manufacturing process and so the tape must
subsequently not be exposed to temperatures exceeding 175 C [48]. The copper cladding
has a total thickness of 100 m and the stainless steel cladding has a total thickness of
70 m [25]. Soldered joints were made with 99.99 % pure indium at 160 C. The resistances
of the joints were measured at 77 K to be 213 n
/cm2 for the stainless steel clad tape and
54.2 n
/cm2 for the copper clad tape.
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Figure 2.6: Electrical properties of YBCO tape produced by American Superconductor.
Shown are the engineering critical current density (Jce), the n-value, and the normal state
resistivity ().
The critical current of the YBCO tapes was measured at 4.2 K and at 77 K with the Jce(T)
curve shown in Figure 2.6; n(T) and (T) are shown in the same gure. The n-value was
assumed to be 25 at 77 K [49] [50] and was assumed to fall to 5 at Tc. The resistivity
of both the copper stabilised tape and the stainless steel stabilised tape were measured
between Tc and 300 K. The resistivity beneath Tc was based upon the resistivity of the
substrate [51], the silver cap layer [52] and cladding. The resistivity of the stainless steel
cladding and the copper cladding was based upon standard data [53] [54]. The copperChapter 2 Materials for use in Switches that Utilize Superconductors 20
cladding had a low RRR that was probably due to large amounts of cold working that was
used when rolling the cladding.
The thermal conductivity and specic heat capacity are shown in Figure 2.7. These
properties were measured in the range 4.2 K to 300 K using a Quantum Design physical
property measurement system [55]. The integrated values from 4.2 K are also shown for
use in estimating the heat conduction along a thermal gradient and also the enthalpy
change of the material.




































































































































































































































































Figure 2.7: Thermal properties of YBCO tape produced by American Superconductor.
The degradation of critical current with applied strain was measured at 77 K. The strain
that causes a 5 % degradation in the Ic was 0.4 % for YBCO Cu in compression and 0.7 %
in bending, for the YBCO SS it was 0.4 % in compression and 0.5 % in bending. These
YBCO based tapes are more strain tolerant than BSCCO based tapes that have a silver
alloy matrix.
2.2.2 YBCO Produced by SuperPower
Figure 2.8: Cross section of the corner of a SuperPower produced YBCO tape with
copper stabilisation.
SuperPower [56] produces coated conductor YBCO tapes that have an electro-deposited
copper stabiliser layer [57]. The cross section of the copper clad YBCO tape is shown in
Figure 2.8 and the dimensions of these tapes are given in Table 2.2. The total copperChapter 2 Materials for use in Switches that Utilize Superconductors 21
thickness is in the range 1 m to 40 m [58] and has a residual resistivity ratio (RRR) to
4.2 K of 50 [59].
Total thickness of W    Tc
Cu stabilisation (mm) (m) (kg/m3) (%) (K)
5 m 4.00 58 8774 1.7 89
10 m 4.01 63 8789 1.6 89
40 m 4.04 93 8845 1.07 89
Table 2.2: Properties of copper stabilised YBCO tape produced by SuperPower. In
addition to the copper stabilisation the tapes have a 50 m thick Hastelloy substrate, a
2 m thick silver layer, and about 1.2 m of other buer layers.
These tapes are manufactured by depositing a layer of YBCO on a Hastelloy substrate by
the metal organic chemical vapor deposition (MOCVD) process [60]. The YBCO layer is
about 1 m thick and has a silver cap layer that is about 2 m thick [61]. The substrate
is textured by adding biaxially-textured buer layers using ion beam assisted deposition
(IBAD) of MgO; the buer layers have a total thickness of less than 0.2 m. The Hastelloy
C276 substrate can be either 50 m thick or 100 m thick [62]. Soldering to the tape can
be performed at temperatures up to 250 C [63].
The Jce(T), n(T), and (T) relationships are shown in Figure 2.9. The critical current
of the YBCO tapes was 60 A at 77 K and 650 A at 4.2 K [64] [65]. Due to the rapid
development of YBCO based tapes the critical current for a 4 mm width increased to over
100 A by 2009 [57] [66]. The n-value was assumed to be 25 at 77 K [67] and was assumed
to fall to 5 at Tc. The resistivity of the tape between 4.2 K and 300 K was calculated from
the resistivities of the substrate [51], the silver cap layer [52] and the copper stabilisation
[54].
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Figure 2.9: Electrical properties of YBCO tape with dierent thicknesses of copper
stabilisation that is produced by SuperPower. Shown are the engineering critical current
density (Jce), the n-value, and the normal state resistivity ().Chapter 2 Materials for use in Switches that Utilize Superconductors 22
The thermal conductivity and specic heat capacity are shown in Figure 2.10. These
properties were estimated in the range 4.2 K to 300 K from the thermophysical properties
of the tape components. The thermal conductivity of the silver cap layer is from [54] and
the specic heat is from [68]. The thermal conductivity and specic heat capacity of the
Hastelloy substrate is from [51]. The thermal conductivity and specic heat capacity of
the copper stabilisation (RRR 50) is from [54]. The integrated values from 4.2 K are also
shown for use in estimating the heat conduction along a thermal gradient and also the
enthalpy change of the material.










































































































































































































































































Figure 2.10: Thermal properties of YBCO tape with dierent thicknesses of copper
stabilisation that is produced by SuperPower.
2.2.3 MgB2 Produced by Columbus
(a) MgB2 with copper stabilisation. (b) MgB2 in a
cupronickel matrix.
Figure 2.11: Cross sections of MgB2 tapes with dierent matrices as produced by
Columbus.
Magnesium diboride (MgB2) is produced by Columbus [69] via an ex situ powder in tube
(PIT) process [21]. The MgB2 can have either copper stabilisation Figure 2.11(a) or a
cupronickel matrix Figure 2.11(b). The copper stabilised tape also contains nickel that
makes up 66 % of the volume. An iron barrier, 8 % by volume, surrounds the copper.
The MgB2 in the cupronickel matrix tape is surronded by a niobium barrier that makes
up 11 % of the volume. Commonly 70Cu-30Ni is used but this could be changed for a less
resistive alloy depending upon the requirements of the application. The dimensions of theChapter 2 Materials for use in Switches that Utilize Superconductors 23
Columbus produced MgB2 tapes are given in Table 2.3. MgB2 is also produced by Hyper
Tech Research [70] and can have copper or copper alloy stabilisation [71].
Matrix W    Tc
(mm) (mm) (kg/m3) (%) (K)
15% Cu, 66% Ni, 8% Fe 3.6 0.65 8092 9 39
70% 90Cu-10Ni, 11% Nb 1.4 1.4 7685 19 39
70% 70Cu-30Ni, 11% Nb 1.4 1.4 7685 19 39
Table 2.3: Properties MgB2 tape produced by Columbus. W is the width,  the thick-
ness,  the density,  the superconductor lling factor, and Tc the critical temperature.
The electrical properties of these tapes are shown in Figure 2.12 and the thermal properties
are shown in Figure 2.13. The critical current of the tapes were measured by Columbus
and also at CERN at 4.2 K. The n-value was 100 at 4.2 K [21], 55 at 30 K, falling to
5 at Tc; the same n-value was used for both the Cu stabilised and Cu-Ni stabilised tape.
The specic heat capacity, resistivity, and thermal conductivity of the copper stabilised
tape was measured at the University of Southampton [72]. The thermal conductivity and
resistivity of the MgB2 tapes with 70Cu-30Ni stabilisation was measured by Columbus
[73]. The resistivity beneath Tc and the specic heat capacity was estimated from the
tape components.
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Figure 2.12: Electrical properties of MgB2 tape produced by Columbus. Shown are the
engineering critical current density (Jce), the n-value, and the normal state resistivity ().
The properties of the 90Cu-10Ni matrix tape were based on the 70Cu-30Ni matrix tape
and the properties of the dierent cupronickel alloys. The specic heat capacity, resistivity,
and thermal conductivity of copper is given in [54]. The specic heat capacity of nickel is
given in [74]. The thermal conductivity of nickel, copper, and cupronickel alloys is given
in [75]. The resistivity of nickel, copper, and cupronickel alloys is given in [76]. The
resistivity of niobium is given in [77] and the thermal conductivity in [78]. The specic
heat capacity of iron is given in [79]. The thermal conductivity and electrical resistivityChapter 2 Materials for use in Switches that Utilize Superconductors 24
of iron and nickel are given in [80]. Due to the large dierences in resistivity that can
occur within the same material, for example due to impurities or defects, the resistivity of
a composite superconducting tape should be measured before it is used in a switch.
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Figure 2.13: Thermal properties of MgB2 tape produced by Columbus.Chapter 3
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3.1 Switch Concepts: Bypass-Switch and Dump-Switch
Conventional energy extraction schemes that utilise mechanical breakers have the
circuit layout shown in Figure 3.1. In such circuits the mechanical switch is normally
closed and the magnet is powered via a current source at room temperature. In the event
of a problem in a magnet the mechanical switch is opened and the dump resistor is switched
into the circuit. The magnet current then decays exponentially with a time constant of
L
R and the magnet energy is dissipated at warm in the dump resistor. Such schemes are
used to extract energy from certain LHC magnet circuits [4]. The LHC circuits also utilise
hybrid current leads that have resistive and HTS sections to transfer the current from
















Figure 3.1: Conventional energy extraction scheme using a mechanical switch and a
dump resistor.
Superconducting switch based energy extraction schemes could also be used to
discharge quenching superconducting magnets and may provide benets over conventional
energy extraction schemes. Superconducting switches have a more gradual transition than
mechanical switches and so they have the potential to reduce the peak voltage during
discharge, whilst still meeting the energy extraction requirements, provided that the time
to the start of magnet current decay is less than the opening time of the mechanical
switch. Superconducting switches can be made with either HTS or LTS materials. HTS
based switches can operate at either HTS temperatures or at LTS temperatures, but
LTS based switches must necessarily operate at LTS temperatures. Switches formed of
superconducting material can be of two types, either a bypass-switch or a dump-switch.
In the case of a superconducting bypass-switch, the switch is connected in parallel with a
dump resistor in which the magnet energy is dissipated. Dump-switches have no parallel
resistor and so do not need to develop as high a resistance and so shorter switch lengths
can be used. In dump-switches all of the magnet energy is dissipated in the switch itself.
As the magnet energy is dissipated in the dump-switch, it forms a signicant part of the
heat energy input into the switch and so lower heater energies may be needed, this is in
addition to the lower energy required by the shorter length. Figure 3.2 shows the circuit





































































































































Figure 3.2: Possible energy extraction schemes that use superconducting switches that
operate at HTS temperature. (a) shows the concept for when the energy dissipation is in
a warm dump resistor, (b) shows the concept for when there is energy dissipation in the
switch.
On long magnet chains where the energy extraction for the chain is divided into smaller
units, some of the full rated current leads are required to bring the magnet current from
cold to hot, through a mechanical switch and back to cold again. This has associated resis-
tive and cryogenic losses that could be reduced with the use of superconducting switches.
Distribution of energy extraction systems is used in the LHC in the 13 kA magnet circuits
[3], as well as in other particle accelerators such as HERA [82] and the Tevatron [83]. If
the mechanical bypass-switch is replaced with a superconducting switch then the extra
full rated current leads can be replaced with leads that can be designed to have a lower
heat leak as they do not normally carry the magnet current. These thinner leads are
referred to as safety leads [84] and only carry current during energy extraction. Addition-
ally, superconducting switches do not produce the arcing and high noise levels that require
the mechanical switches to be specially isolated from the tunnel environment. Supercon-
ducting switches can be operated in series with the existing energy extraction schemes to
increase the redundancy in the protection circuit.
Superconducting bypass-switches operate in a similar way to mechanical bypass-
switches as they shunt the majority of the magnet current into a parallel dump resistor.
Unlike a mechanical switch a superconducting bypass-switch has a nite \open" state re-
sistance. This \open" switch resistance must be high with respect to the resistance of
the parallel connected dump resistor in order to dissipate the magnet energy in the dump
resistor. Long lengths of superconductor may be needed in order to achieve this high resis-
tance. Switching whilst still in the current sharing regime may require less heater energy
as the switch does not need to be warmed up as much; however, even longer lengths of
switch are needed in order to develop the required voltage. In the case of a bypass-switch
the required resistance of the switch (RST) increases with the fraction of energy (f) thatChapter 3 Description of Models for Superconducting Switches 28





The long lengths required result in high heater energies also being needed. The problem
is compounded by the fact that only a small fraction of the magnet energy can be used
to assist the transition of the switch as the majority of the energy is dissipated in the
external dump. This results in the thermal switching dynamics being dominated by the
heater with the magnet energy only having a small aect. The experimental HTS switches
described in the Chapter 4 were of this sort of bypass-switch and a similar concept is
investigated for the MCD magnet circuits. Circuits that have a single energy extraction
facility require the addition of an extra safety lead so that the current can bypass the switch
when it is in the \open" (resistive) state. This third lead would increase the cryogenic
losses during operation compared to the existing two lead set-up. For switch operation
at HTS temperature the safety lead only operates between room temperature and HTS
temperature and so there is lower heat leak than in the case of a switch operating at LTS
temperatures.
Superconducting dump-switches require less resistance than equivalent superconduct-
ing bypass-switches, as the resistance must just be sucient to achieve the correct magnet
discharge characteristics and not to cause the current to be shunted into a parallel dump
resistor. Due to this lower resistance requirement dump-switches require a correspondingly
shorter length and therefore less heater energy than bypass-switches. However, as all of
the magnet energy is dissipated in the switch itself, the thermal mass of the switch must be
high enough to prevent an excessive temperature rise occurring during energy extraction
from the magnet. As there is no external dump resistor the full magnet energy can be used
to assist the transition. The magnet energy may therefore make up a signicant propor-
tion of the heat energy deposited in the switch and so the thermal dynamics of the switch
rely on both the magnet and heater characteristics. Dump-switches that can dissipate the
magnet energy whilst they are in the current sharing regime may be more desirable as
there could be reduced thermal gradients within the switch as the fast temperature rise
to the critical temperature (Tc) required by bypass-switches is not needed. If the magnet
energy is dumped in the switch itself then the existing powering scheme can be simplied
as the safety leads and parallel resistor are not required.
The switching characteristics of switches formed of superconductors are based around
the superconducting to normal transition and so it is essential to be able to fully model
this change in state. Superconducting switches must be considered in conjunction with
the electrical circuit into which they are integrated in as this can have a large eect
on the transition. Irrespective of whether the superconducting switch acts as a bypass-
switch or as a dump-switch the current passing through it must be known as it aects the
superconducting to normal transition.Chapter 3 Description of Models for Superconducting Switches 29
The superconducting to normal transition can be caused by over-current, an ap-
plied magnetic eld, by raising the temperature, or by a combination of these factors.
Transitions caused by over-current, which are inherently suited to fault current limiters,
are less suitable for magnet energy extraction switches due to the complexity and practi-
cality of combining the magnet circuit and the triggering circuit in such a way that neither
adversely eects the other. Any switch formed of superconducting materials that is used
in a real circuit must have sucient current margin to provide a safety factor. Field in-
duced transitions are also possible but they require fast acting magnet circuits that can
be dicult to implement in a real system. Thermally activated switches can transition to
the fully normal state in times of the order of milliseconds. This can be achieved using
capacitor discharge powered heaters; similar capacitor discharges are used to power the
quench heaters in the LHC superconducting dipoles [30]. The thermal characteristics of
any superconductor based switch must be known and so the heat diusion equation must
be solved in conjunction with the electrical circuit characteristics.
In order to eectively model a superconducting switch the superconducting to normal
transition must necessarily be modeled. This transition is highly non-linear and is critical
in the operation of a switch, especially in the case of an HTS switch operating at LTS
temperatures where there may be a large current sharing temperature range. It is possible
to implement a superconducting switch where the magnet is discharged whilst the switch
is in the current sharing regime if a suciently long length of superconductor is used. The
heat generation in the current sharing regime is explained in Section 3.5.
3.2 Physical Layout of a Superconducting Switch
A thermally triggered superconducting switch consists of a superconducting tape, an in-
sulation layer, and a heater layer. This layout, shown in Figure 3.3, is the same for both
dump-switches and bypass-switches. For long switches the cooling from the yz faces is
much larger than from the xz or xy faces and so the switch has uniform temperatures in
the y and z directions (@T
@y = @T
@z = 0). The heater is distributed along the length of the
superconducting tape in order to raise the temperature of the whole superconductor at the
same time. Switching via a propagating quench is possible but is slower than a distributed
heater and is not suitable for HTS switches as they have low quench propagation velocities.
High temperature superconductors have quench propagation velocities two to three orders
of magnitude less than LTS materials; for copper clad YBCO it is in the range of 1 mm/s
to 40 mm/s when tested at temperatures from 40 K to 77 K [85]. A distributed heater
system can cause the whole switch to go normal at the same time, thereby preventing ex-
cessive local temperature rise of the superconductor during quench. A further advantage
of a distributed heater is that it can act as a heat sink to limit the overall temperature
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Figure 3.3: Physical layout of a superconducting switch. The thermal prole relates to
a switch where the heater and superconductor layers have high thermal diusivity.
sections with high aspect ratios lend themselves well to switches as the transfer area and
thus heat transfer between the heater and the superconductor are maximized.
Insulation considerations of thermally triggered switches between the heater and
the superconductor ideally require the insulation to have low thermal resistance and low
heat capacity whilst at the same time being able to withstand the large voltages experi-
enced during a magnet quench. This is dicult to achieve in practice as most practical
electrical insulators, such as polyimide, have low thermal conductivity and relatively high
specic heat capacity at low temperatures. A contact-less triggering system would remove
the requirement for good heat transfer, thus the insulation would only have to satisfy the
high voltage electrical insulation requirements. Preliminary experiments on stainless steel
clad YBCO switches showed that contact-less triggering could be achieved by inducing an
AC voltage across the superconductor layer and causing heating via the induced current
[86].Chapter 3 Description of Models for Superconducting Switches 31
3.3 Heat Diusion in the Switch
3.3.1 Heat Diusion Equation
The thermal characteristics of switches having the layout described in the previous section
(Figure 3.3) only have thermal gradients in the x direction with @T
@y = 0 and @T
@z = 0.















to which cooling to the surrounds is a boundary condition. The heat generation due to





GH(t;x); 0 < x  H
0; H < x  T
(3.2b)






GST(t;x); (T   ST) < x  T
0; 0 < x  (T   ST)
(3.2c)
and is coupled to the magnet discharge circuit.
For an arbitrary system that carries a time variant current, non-magneto material proper-
ties that are dependent upon temperature, and cooling to constant surroundings, the one
dimensional heat balance equation can be written in rectangular cartesian coordinates as
shown in Equation 3.2a, adapted from [87]. The heat generation in the superconducting
tape (GST(t;x)) in the current sharing regime depends upon the non-linear electric eld-
current density (E-J) characteristics as well as the time variant current and temperature.
As the heat generation in heater and superconductor layers depend upon the current that
they carry the associated electrical circuits must also be solved. As the switch operates
over temperature ranges where there are large changes in material properties; tempera-
ture dependent resistivities, thermal conductivities, and heat capacities must be used. For
switches that have fast diusion times a lumped approximation can be used to reduce the
PDE to the system of ODEs. The lumped approximation is explained in Section 3.7.Chapter 3 Description of Models for Superconducting Switches 32
3.3.2 Initial and Boundary Conditions of the Heat Diusion Equation
The initial conditions to the heat diusion equation (Equation 3.2a) when the switch
is initially at the temperature of the surrounds are a homogeneous temperature
T(t = 0;x) = T1; (3.3a)
an initial heat generation in the heater that is




GHo(x); 0 < x  H
0; 0 < x  H;
(3.3b)
which depends upon the heater's electrical circuit that is described in Section 3.4. As the
superconducting tape is initially fully superconducting there is no heat generation,




0; (T   ST) < x  T
0; 0 < x  (T   ST):
(3.3c)
The boundary conditions are that the outer (yz) faces of both the heater and the
superconductor are cooled with heat transfer coecients h1 and h2 respectively. This












(T(t;x)   T1) for x = T:
(3.4a)
For well insulated fast acting switches the switching process is adiabatic (h1 = h2 = 0)
and the boundary conditions are
@T(t;x)
@x
= 0 for x = 0
@T(t;x)
@x
= 0 for x = T:
(3.4b)
3.4 Electrical Circuits
When solving the switching problem the heat diusion equation must be solved in con-
junction with the associated electrical circuits. This is because the heat generation in both
the superconductor and heater layers is due to ohmic heating which in turn is due to time
dependent currents, temperature dependent resistivity, and in the case of the supercon-
ductor the non-linear electric eld-current density (E-J) characteristic is also temperature
dependent.Chapter 3 Description of Models for Superconducting Switches 33
3.4.1 Heater Circuit
In general the heat generation that triggers the switch is the result of a capacitor discharge






































(b) Functional heater circuit.
Figure 3.4: Circuit diagrams for powering a heater with capacitor discharge. (a) shows
the simplied layout for analysis, (b) shows the functional diagram including power sup-
plies to charge the capacitor bank.
It is possible to change the heater energy input by modifying the capacitor discharge with
the use of e.g. an insulated gate bipolar transistors or multiple thyristors and a separate
heater capacitor energy dump. Capacitor discharge powered heaters have demonstrated
their eectiveness and reliability and are currently used in the LHC to power the magnet





The standard LHC quench heater power supply consists of a bank of capacitors operating
at 450 V with a stored energy of 2.86 kJ [88]. In the superconducting switch application
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As the capacitor is initially charged to a voltage VHo there is an initial electric eld EHvo
and initial heat generation in the heater of






The heat generation in the superconducting tape (GST(t)) results from the dissipation of
the energy stored in the magnet. Therefore the time variant magnet current must neces-
sarily be modeled. This is of particular importance to dump-switches where the magnet
energy not only makes up a signicant part of the total energy deposited in the switch but
it may also be dumped in the current sharing regime where the E-J characteristics of the
superconductor are highly non-linear. During discharge of the magnet the power supply
is shorted out and if the line inductances and resistances are negligible then the circuit
for the discharge is that shown in Figure 3.5. For bypass-switches there is a real dump








Figure 3.5: Magnet circuit diagram during discharge when the power supply is shorted
out. Line inductance and resistances are assumed to be zero.





The magnet current will start to decay when a voltage is introduced to the circuit. If there
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where the voltage across the switch (VST), which is the same as both the magnet and





The heat generation in the superconducting tape (GST) is thus
GST = JST(t)EST(T); (3.13)
which in the current sharing regime also takes into account the non-linear E-J character-
istics of the superconductor. A more detailed description of the non-linear heat generation
in the current sharing regime is given in Section 3.5. As for GH(t), GST(t) is linked back
into the heat diusion equation (Equation 3.2a).
3.5 Heat Generation in the Current Sharing Regime
3.5.1 Conguration of Superconducting Composite Conductors
A composite conductor is one which contains both normal conducting and superconducting
components in close electrical contact. The normal conducting component is referred
to as the matrix and may be a matrix, sheath materials, substrates, or cladding. In
such a tape (or wire etc.) there exists current sharing between the components above
the current sharing temperature (Tcs) and below the critical temperature (Tc). Most
useful superconducting materials come in the form of composite tapes and contain both
superconducting and normal components. The main role of the matrix is to act as a
bypass when the superconductor is no longer fully superconducting and thus limit the heat
generation and temperature rise of the conductor. The matrix can also provide mechanical
support, facilitate manufacturing, and has an impact on AC losses. In a superconducting
tape that is to be used in a switch the matrix would ideally be optimized to allow a short
switch without the risk of excessive temperature rise.
(a) Nb-Ti (b) Nb3Sn
Figure 3.6: Cross sections of composite LTS tapes. (a) is Nb-Ti in a Cu matrix (0.8 mm
diameter) and (b) is Nb3Sn in a Cu matrix (0.8 mm diameter).
Figure 3.6 and Figure 3.7 show the cross sections of LTS and HTS tapes that have metal
matrices. The Nb-Ti LTS tape in Figure 3.6(a) has about 3000 laments of superconductorChapter 3 Description of Models for Superconducting Switches 36
3
geometry (may be customized)
cross section of a multifilamentary Bi-2223-tape (approx. 4 mm x 0.22 mm):
width:  approx. 4 mm
thickness: approx. 0.22 mm
number of filaments:  121
filling factor: approx. 30 %
material of matrix: Ag
material of sheath: AgMg
(a) BSCCO
(b) YBCO
Figure 3.7: Cross sections of composite HTS tapes. (a) is multilamentary Bi-2223 in
an Ag matrix tape (4 mm  0.22 mm) and (b) is YBCO on a nickel-tungsten substrate
with copper cladding (4.3 mm  0.2 mm).
in a copper matrix [89]. The Nb3Sn LTS tape in Figure 3.6(b) has 504 laments of Nb3Sn in
a copper matrix and was produced by the PIT method [90]. The HTS tape in Figure 3.7(a)
is a composite tape with 121 laments of Bi-2223 in a silver matrix produced by the OPIT
method [91]. An alternative architecture for HTS tapes is shown in Figure 3.7(b). This
has a layered construction of Y-123 lm deposited on a Ni-W substrate with Cu cladding.
In this case the \matrix" refers to the cladding, substrate, and relevant buer layers.
3.5.2 Heat Generation in LTS Composite Conductors
Most superconducting devices are formed of LTS materials and so operate at a temperature
(Top) that is close to their critical temperature. Typically Nb-Ti devices operate at 4.2 K
but their critical temperature is only 9.8 K. The small temperature dierence between Top
and Tc means that the current sharing temperature range must also be small. Moreover,
LTS materials have a sharp superconducting to normal transition. The E-J relationship






0 J < Jc(T)
J(T) J > Jc(T):
(3.14)
At the critical current density at a given temperature (Jc(T)), E is not dened and can
take any intermediate value. This allows current sharing with the superconducting portion
carrying Jc(T). This would equate to an n-value approaching innity if the E-J charac-
teristic was t with a power law (see Section 3.5.3 for further details). The approach to
heat generation in the current sharing range for LTS materials, as described by Wilson in
\Superconducting Magnets" [33], is explained in this section. For superconducting tape
that has a total area A, a matrix resistivity m(T), a superconductor lling factor ,
carries a current Iop, and is operating at a temperature Top, the current density in the
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and ohmic heat generation will begin when the temperature reaches Tc(Jop). This temper-
ature is known as the current sharing temperature (Tcs). For LTS materials the typically








and so the expression for the current sharing temperature is






The heat generation, which is averaged over the total cross section, in terms of E and J
is
G = JopE; (3.18)
which within the current sharing regime is generated in both the matrix and the supercon-
ductor. In the current sharing regime between Tcs and Tc the current divides between the
matrix and the superconductor with the superconductor developing a resistance known
as the ux ow resistance that is due to the motion of ux ow vortices. This ux ow
resistance is much greater than the resistance of the matrix and so the superconductor






The electric eld across the tape can then be determined from Ohm's law,
E(T) = m(T)Jm(T): (3.20)




















(3.23)Chapter 3 Description of Models for Superconducting Switches 38









and is constant if m and Jop are also constant. The heat generation as a function of
temperature for an LTS material is
GST(T) =
8
> > > <
> > > :






; Tcs  T < Tc
Gc(T); T  Tc
(3.25)






















Figure 3.8: Heat generation as a function of temperature for LTS materials where there
is a narrow current sharing region. Jc(T) decreases linearly with temperature. m and
Jop are constant.
has been used to aid the eective design of many LTS devices and is useful for modelling
situations where the material has a sharp E-J characteristic and (Tc Top) is low. However,
it is limited when applied to HTS materials that have a wider current sharing region, a
more smeared E-J characteristic, and where (Tc  Top) may be high, for example 105 K
in the case of a BSCCO magnet operating at 4.2 K. The more detailed approach required
for these situations is described in the next section.
3.5.3 Heat Generation in HTS Composite Conductors
The heat generation in HTS materials is dierent to that in LTS materials as not only are
their E-J characteristics more smeared, but they can be operated far below Tc leading to a
wide current sharing range. Furthermore, the critical current is not necessarily linear with
temperature. In order to calculate the non-linear heat generation in the current sharingChapter 3 Description of Models for Superconducting Switches 39
regime the E-J characteristic of the superconducting to normal transition must rst be
known. Where the superconductor has a critical current density (Jc) dened at an an









that was derived by M. N. Wilson and subsequently published by Walters [92]. The
exponent n(T;B) is referred to as the n-value or transition index. The n-value typically
decreases with increasing applied magnetic eld [93]. When measuring the Jc of HTS
materials the electrical eld criterion (Ec) is usually 1 V/cm [94]. Figure 3.9 shows
the power law tted to the superconducting to normal transition of a multilamentary
BSCCO in silver matrix tape operating in pool boiling nitrogen [95]. Using materials





































E(J) fitted with n=16 and the normal state resistivity of the tape
Figure 3.9: E-J characteristics of a multilamentary BSCCO in silver matrix tape
measured in liquid nitrogen.
with higher n-values means that superconducting switches can have a sharper transition
to the normal state. This is benecial as a high n-value switch can operate nearer to Tcs
with a lower electric eld than a low n-value switch. Further more, above Tcs the high
n-value switch develops a higher electric eld at a lower temperature meaning that the
magnet discharge begins sooner. Dierent superconductors have dierent n-values which
in turn can vary with the applied eld, current density, and temperature [96]. Strain can
also inuence both Jc and the n-value [97]. The n-value for Bi-2212 or Bi-2223 in silver
matrix is 40-60 at 4.2 K [98]. At 77 K the n-value of Bi-2223 in a silver matrix is 20
[99] and for YBCO on a hastelloy substrate 20 [100]. Typical n-values of Nb-Ti are in
the range 40-120 [101] [98], 20-80 for Nb3Sn [97] [102]. Further data on the n-value canChapter 3 Description of Models for Superconducting Switches 40
be found for Bi-2223 in [103] [104], YBCO [105] and MgB2 [106]. Composite structures
also have an associated n-value, e.g. a cable [107], or an HTS coil [108]. The deviation
in the n-value from the single crystal value can also be used as a measure of the quality
of a superconductor. A possible but non-standard way to describe the E-J curve is with
an exponential relationship e.g. [109] [110]. The critical current can also be dened by
a resistivity criterion (e.g. 10 8 
cm [111]), the ux ow extrapolation, or the point at
which take-o occurs. These criteria could give dierent values for the critical current but
Ec is the normal standard. If the physical dimensions of the tape are taken into account
then the E-J characteristic becomes the V -I characteristic.
In a composite tape the components are connected in parallel with the equivalent circuit












Figure 3.10: Current sharing between tape components.
the tape is identical to the electric eld across the superconductor (Es) and the matrix
(Em). The electric eld across the matrix can be calculated from the matrix resistivity
(m(T)) and the matrix current density (Jm), across the superconductor it is given by
the power law relationship Equation 3.26. Equating the two allows the current in each
component to be calculated. For superconducting tape that has a total area A, a matrix
resistivity m(T), a superconductor lling factor , carries a current Iop, and is operating





for when the tape is fully superconducting (see also Section 3.5.2). The operating current
is
Iop = Is + Im; (3.28)
where initially the tape is fully superconducting and so Im is zero. In the current sharing
regime the superconductor current is less than the operating current and the supercon-
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and as Ohm's law holds for the matrix that is in parallel with the superconductor, E can
also be calculated from
E = Jmm(T) (3.32)

























Above Tc the heat generation is determined from the normal state properties of the tape
and the electric eld giving
G = JopE; (3.35)
where
E = Jmm: (3.36)
As the superconductor is fully normal most of the current passes through the matrix
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1  T  Tc:
(3.39)
Figure 3.11 shows the heat generation as a function of temperature for a stainless steel clad
YBCO tape having dierent n-values. The tape carries a constant current that has Tcs of
50 K (Ec=1 V/cm). If the method that uses n = 1 that was described in Section 3.5.2
is used for HTS materials that have low n-values and a wide current sharing temperature
range then the heat generation in the current sharing regime will be overestimated. This
overestimation becomes more signicant with decreasing n-values.


































Figure 3.11: Heat generation per unit volume (G) of a stainless steel clad YBCO tape
that has Tcs of 50 K. The heat generation is normalised to the normal state value at Tc
(G89).
When a parallel resistance is present, for example an external dump resistor, the magnet
current (IL) is shared between the superconductor, the matrix, and the external resistor
with equivalent circuit diagram shown in Figure 3.12. As they are in parallel the voltages
across the resistor, matrix, and superconductor are identical.
The circuit voltage can be calculated from the dump resistor as
















Figure 3.12: Current sharing between tape components and a dump resistor.
and similarly for the matrix of the HTS tape giving
V = ImRm(T): (3.41)






The current in the superconductor can be determined from the sharing with the dump
and matrix to be















The total electrical power is given by ILV , this is averaged across the whole cross section











As for the case where there is no dump resistor the heat generation above Tc where Is = 0
the heat generation can be calculated from standard circuit analysis. The resulting heatChapter 3 Description of Models for Superconducting Switches 44
generation in the tape for all temperatures is
G(T) =
8
> > > > <














ALs(RD+Rm(T)) T  Tc:
(3.46)
The presence of a parallel dump resistor decreases the heat generation in the tape and
has a similar eect to reducing the matrix resistivity. The overall transition will be more
smeared if the parallel resistor has a small resistance compared to the resistance of the
tape's matrix.
3.6 System of Equations for a Superconducting Switch
3.6.1 Switch Equations
When an HTS switch that is used to discharge a magnet through a dump resistor there
exists a system of switch equations. These equations were described individually in the
previous sections but must be combined and solved in order to determine the thermal
and electrical switching dynamics and thus the magnet discharge characteristic. The heat
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WSTSTLs(RD+Rm(T)) T > Tc & (T   S) < x  T
0 0 < x  (T   S)
(3.47a)








0 < x  H
0 H < x  T:
(3.47b)






















T < Tc & (T   S) < x  T
Imagnet(t)RDRm(T)
(RD+Rm(T)) T > Tc & (T   S) < x  T:
(3.47d)Chapter 3 Description of Models for Superconducting Switches 45







3.6.2 Initial and Boundary Conditions for the Switch Equations
The switch equations described above have initial and boundary conditions for the heat
diusion equation that result from the layout of the switch, its operating conditions, and
the associated electrical circuits of the heater and magnet.
Initial conditions of the switch are as follows. The temperature is homogeneous at that
of the surrounds (T1)
T(x;t = 0) = T1: (3.48a)
The heater has an initial voltage of
VH(t = 0) = VHo (3.48b)
that results in an initial heater heat generation of





The superconducting magnet has an initial current
IL(t = 0) = ILo; (3.48d)
but as the superconducting tape is initially fully superconducting the heat generation
GST(t = 0) = 0: (3.48e)




and in the magnet is
QL = 1
2LmI2
Lo: (3.48g)Chapter 3 Description of Models for Superconducting Switches 46
Boundary conditions for a cooled switch with heat transfer coecients h1 and h2 on












(T(t;x)   T1) where t = 0;x = T;
(3.49)
where if the switch is fast acting and well insulated from the surroundings it can then be
modelled as adiabatic during the switching process with h1 = h2 = 0.
3.6.3 Possible Solution Methods
In order to obtain the full non-linear temperature distribution through the switch the full
partial dierential form of the system of switch equations must be solved (Section 3.8).
However, if the superconductor and heater layers have high thermal diusivity (Sec-
tion 3.7.1), and the diusion time of the insulation is fast (Section 3.7.1) then it is possible
to form a lumped approximation of the system. As for a standard lumped approximation
the temperature of the superconductor and heater layers are assumed to be homogenous
at TS(t) and TH(t) respectively. The insulation layer has a thermal gradient TH(t) TS(t)
and so is not lumped. However, if it has a fast diusion time then it can be assumed
to instantly relax into the steady-state prole so TI(x) only with kI(T(x)) and CI(T(x)).
The enthalpy change of the insulation layer is considered in conjunction with the hotter
of the other two layers. The lumped approximation of the system of switch equations is
described in Section 3.7.
3.7 Approximate Solution of the Switch Equations using a
Lumped Model
3.7.1 Diusion Times in the Switch
The approximation of the system of switch equations to a lumped system assumes that
the thermal prole in the insulation layer instantly relaxes to its steady state value. This
is valid assumption for insulation layers with fast thermal diusion. In these cases the





If the insulation is to be modelled as steady state then the time step in the analysis must
be greater than the diusion time. Figure 3.13 shows the diusion time against dierent






































































Cu RRR 100 at 4.2 K
Cu RRR 100 at 50 K
Cu RRR 100 at 300 K
Polyimide at 4.2 K
Polyimide at 50 K
Polyimide at 300 K
344S at 4.2 K
344S at 50 K
344S at 300 K
MgB
2 in CuNi at 50 K
MgB
2 in CuNi at 300 K
Figure 3.13: Diusion time as a function of thickness for materials used in typical
switches.
acting they are slow with respect to the diusion time. Dump-switches undergo large
thermal changes during the extraction of the magnet's energy and so whilst the thermal
transients are spread over the whole magnet discharge time. For the fastest discharging
LHC circuit, the MCD circuit, the discharge time is 81 ms. Discharge times can be of the
order of hundreds of seconds for large circuits such as the main dipoles. The horizontal
lines on Figure 3.13 show the MCD discharge time and the required temporal resolution
for use with the lumped model. The lumped approximation is more valid the smaller
the diusion time is with respect to the required time step. The vertical line shows the
minimum thickness of polyimide for a 2 kV breakdown voltage. The breakdown voltage
was based on data for 50 m Kapton HN tape in air at 23 oC [112].
3.7.2 Description of the Lumped Approximation
In its normal form a thermally triggered superconducting switch consists of a heater layer,
an insulation layer, and a superconductor layer as described in Section 3.2 and shown in
Figure 3.3. The heater and superconductor matrix are metals having high thermal diusiv-
ity. This means that the temperature across these layers can be modeled as a homogeneous
value for each layer. Both the heater temperature (TH(t)) and the superconductor tem-
perature (TS(t)) are time variant. The high thermal diusivity of the superconductor and
heater layers mean that dT
dx = 0 in these regions and the partial dierential form of the heat
diusion equation can be reduced to two time dependent ordinary dierential equations.
This simplication can not be applied to the insulation layer as its boundary conditions
are TH(t) and TS(t), which are not always the same and so a thermal gradient will exist.
However, if the insulation layer is thin and has a high thermal diusivity, heat will diuse
quickly across it and so @2T
@x = 0 allowing the insulation to be modelled as steady state.Chapter 3 Description of Models for Superconducting Switches 48
These simplications lead to a situation where the thermal proles in the superconductor
















Heater  Insulation  Superconductor 
T(t1) 
T(t2) 
Figure 3.14: Sketch of typical switch and thermal proles within it.
As the change in heat stored in the insulation is signicant with respect to the supercon-
ductor and heater layers it can not be neglected, but as the layer is treated as steady state
the energy required to change its enthalpy must be considered with either the heater or
superconductor layer. As heat ows from hot to cold, the heat change in the insulation
layer is lumped with the hotter of the two layers. When TH(t) > TS(t) the heat that
causes the enthalpy increase in the insulation ows from the heater, when TS(t) > TH(t)
it ows from the superconductor (Figure 3.15). A Heaviside step function ((TS(t);TH(t))
is used to introduce the rate of change of insulation enthalpy to the relevant layer.
In the lumped approximation the enthalpy change rate equation for the whole switch can
be split into two components relating to the two uniform temperature layers that are
linked by conduction through the insulation Qc;I. HH is the heater enthalpy, HS the
superconducting tape enthalpy, GH the heat generation in the heater, and GS the heat
generation in the superconductor. The heat generation in the heater and superconductor
layers depends upon the decay of the respective electrical circuits. Qh;H and Qh;S are
cooling from the heater and superconductor layers to the surrounds. Thus the enthalpy
change equation for the heater layer is
dHH
dt
= GH(t)   (TH   TS)
dHI
dt
  Qc;I   Qh;H (3.51a)
and for the superconductor layer the enthalpy change equation is
dHS
dt
= GS(t)   (TS   TH)
dHI
dt



































Figure 3.15: Heat ow resulting in enthalpy increase of the insulation layer.
3.7.2.1 Heat Conduction through the Insulation
The heat conduction through the insulation (Qc;I) links the heater and superconductor lay-
ers. The lumped approximation assumes that the insulation layer instantaneously adopts
a linear temperature prole over which the temperature dependent thermal conductivity










Qc;I(t) is positive when the heater is hotter than the superconductor and the heat ows
from the heater through the insulation to the superconductor.Chapter 3 Description of Models for Superconducting Switches 50
3.7.2.2 Cooling to the Surrounds
In the lumped approximation the cooling from the external face of layer, which was a
boundary condition in the PDE form of the heat diusion equation, is averaged over the
whole cross section of the layer. The heat transfer coecient from the heater is h1 and
from superconductor layer is h2. This leads to the cooling of the heater layer being
Qh;H(t) = h1WHLs(TH(t)   T1) (3.53a)
and of the superconductor layer
Qh;S(t) = h2WSLs(TS(t)   T1): (3.53b)
For well insulated fast acting switches the switching process can be considered to be
adiabatic with h1 = h2 = 0.
3.7.2.3 Enthalpy Changes in the Switch





This can be dierentiated with respect to time giving the rate of change in enthalpy for







Enthalpy in the superconducting tape can be similarly calculated as it also has a





dierentiating with respect to time for the superconductor layer at a uniform temperature







Enthalpy in the Insulation is more complicated to solve, as unlike the heater and su-
perconductor layers the insulation has a thermal gradient due to the temperature dierenceChapter 3 Description of Models for Superconducting Switches 51
between TS and TH. The insulation layer is assumed to instantly adopt this thermal prole
(Section 3.7.1) but the heat required to change the enthalpy of the insulation must still be
taken into account in the energy balance. The insulation layer has an instantaneous tem-
perature distribution ((x;t)) and a heat capacity CI((x;t)) that is to be integrated with




























which is valid for any temperature distribution in the insulation layer. However, the
lumped model assumes that the insulation layer instantly adopts a linear temperature
distribution
















































3.7.2.4 Electrical Circuits and Heat Generation
The decay of the heater and magnet circuits are simplied with respect to the partial
dierential form of the switch equations as TS(t) and TH(t) are uniform so the resistivity




; (3.58a)Chapter 3 Description of Models for Superconducting Switches 52















The heat generation in the superconducting tape (GST(t)) is linked to the magnet discharge








Above Tc the voltage depends upon Ohm's law for the normal state circuit components,
below Tc it also depends upon the power law relationship of the superconductor resulting




















WSTSTLs(RD+Rm(TS(t))) TS  Tc:
(3.59b)
3.7.3 Switch Equations for the Lumped Approximation
The lumped approximation results in a set of four linked ODEs that describe switching
process. One ODE describes the decay of the heater voltage and another the decay of
the magnet current. There a further two ODEs to describe the rate of enthalpy change
of the superconductor and heater layers, with the enthalpy change rate being switch into
the hotter layer by means of a Heaviside step function ((TS(t);TH(t)). The dierentialChapter 3 Description of Models for Superconducting Switches 53























































































This set of equations has initial conditions described in the following section and approxi-
mate the partial dierential form of the switch equations to lumped system. This lumped
model is used in Chapter 5 to optimise the design of switches for specic LHC circuits.
3.7.4 Initial Conditions for the Lumped Approximation
Reducing the system of switch equations from the partial form to a lumped approximation
mean that the spatial boundary conditions disappear and additionally the initial conditions
are not a function of x. The uniform temperature of the heater layer
TH(t = 0) = T1; (3.61a)Chapter 3 Description of Models for Superconducting Switches 54
which is the same for the superconductor layer
TS(t = 0) = T1: (3.61b)
The heater has an initial voltage of
VH(t = 0) = VHo (3.61c)
that results in an initial heater heat generation of





The superconducting magnet has an initial current
IL(t = 0) = ILo; (3.61e)
but as the superconducting tape is initially fully superconducting the heat generation
GST(t = 0) = 0: (3.61f)








3.8 Solution of the Switch Equations Using Finite Element
and Finite Dierence Methods
In some situations where the thermal proles within the switch depend on both time
and distance it is more appropriate to solve the full partial dierential form of the heat
diusion equation (Section 3.6) rather than using the lumped approximation. This would
be the case in a switch where thick insulation is required in order to withstand high
voltages during a very large magnet discharge, for example in the LHC 13 kA circuits.
Another case would be if the superconductor or heat layers had low thermal diusivity,
for example when using a bulk BSCCO superconductor. The partial dierential form of
the heat diusion equation Equation 3.2a can be used in the thermal-electrical system
can be solved by nite element or nite dierence methods. The nite dierence methodChapter 3 Description of Models for Superconducting Switches 55
approximates the PDE to a set of ODEs at a specied points in space. In the nite element
method the problem is broken down into smaller elements and the solution to the PDE is
approximated at each element using a trial function. The solutions of all the elements are
combined to give the global solution [113].
3.8.1 Solution with a Finite Element Method
It is possible to solve transient coupled thermal-electrical systems by nite element analysis
with commercial FEA programs such as ANSYS
R . Modelling quenching superconductors
with thermal-electrical elements can be done in ANSYS
R  by modelling the superconduct-
ing to normal transition as a sharp change to the normal state at Tcs as the current sharing
regime is not fully described by standard ANSYS elements. This method has been used
to model the quenching of LTS superconducting coils [114]. The quench characteristics,
including the non-linear heat generation in the current sharing regime, of HTS materials
can be modelled in ANSYS over a wide range of temperatures using elements that only
have thermal properties. This method has been used to model the two dimensional quench
characteristics of BSCCO coils with operating temperatures in the range 30-77 K [115]. It
is possible to extend the thermal-electrical elements of ANSYS
R  to include a non-linear
resistivity by implementing additional element subroutines. This method has been used to
model HTS fault current limiters [116]. For HTS switches where operation in the current
share regime is signicant it is necessary to model both the thermal and electrical process.
For this reason the switch equations were solved by the nite dierence method where the
current sharing regime could be fully taken into account.
3.8.2 Solution with a Finite Dierence Method
This system of switch equations was solved numerically on MATLAB
R  using the nite
dierence method. The switch equations were one dimensional due to the layout of the
switch (Section 3.2) thus simplifying the nite dierence analysis. The switch equations
are system of one PDE and two ODEs which were solved with MATLAB
R 's PDE solver.
This solver converts PDEs to ODEs using a second-order accurate spatial discretization
method, the resulting ODEs were solved using numerical dierentiation formulas [117]. A
user dened x-mesh provides the spatial discretization with a minimum resolution being
required to obtain accurate results. The computational cost of the calculation increases
strongly with increasing resolution.
The system of thermal and electrical equations can either be solved as a coupled system or
sequentially and then iterated. Figure 3.16 shows the ow charts for each procedure. For
systems where it is not possible to couple the equations the system must be solved solved

















Figure 1: Flowchart of the Matlab based model.
1
(b) Sequential Analysis.
Figure 3.16: Flow charts for the solution of the partial dierential form of the system
of switch equations using either a coupled method (a) or a sequential method (b).
cost. The coupled analysis solves the problem with a lower computational cost and is used
to model the switch equations in Chapter 4.
3.9 Conclusions
Superconducting switches can be used in magnet discharge circuits as either dump-switches
or as bypass-switches (Section 3.1). In the case of a bypass-switch the magnet energy is
dissipated in a dump resistor in parallel to the switch and the switching dynamics are dom-
inated by the heater. In dump-switches there is no dump resistor and the magnet energy is
dumped in the switch itself. The layout of both types of switch is a superconducting tape
separated from a co-wound heater by an insulation layer (Section 3.2). The transition of
the switch is triggered by the distributed heater. In the case of the dump-switch the heater
layer also acts as a heat sink. Typically the heating power is provided by the discharge
of a capacitor through the heater. Analysis of a switching problem requires the solution
of the system of switch equations (Section 3.6) that comprises the heat diusion equation
as well as the heater and magnet electrical circuits. The magnet electrical circuit includes
the superconducting tape section of the switch where the non-linear E-J characteristics
and heat generation in an HTS material are considered in Section 3.5.
For switches with high thermal diusivities in the heater and superconductor layer, and fast
heat diusion in the insulation layer the system of switch equations can be approximated
as lumped system as described in Section 3.7. Where there is slow heat diusion throughChapter 3 Description of Models for Superconducting Switches 57
the insulation the system of switch equations can be solved with partial derivatives as
described in Section 3.8. The lumped model has a much lower computational cost than
the PDE model and so can be more readily used for ecient optimization of suitable
switches. Chapter 5 contains the optimization of switches for specic LHC circuits.Chapter 4
Experimental HTS Switches
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4.1 Aim of the Experiments
The aim of the experiments is to show that HTS switches can be thermally activated in
a short enough time to allow their use in energy extraction circuits. At low temperatures
(4.2 K) the specic heat capacity of a material is low so fast switching would be possible;
however, there is a high cryogenic cost to depositing the magnet and the heater energies at
this temperature. In order to avoid the problems associated with dissipating energy at low
temperatures it is expedient to operate energy extraction switches at higher temperatures.
The specic heat capacity of most materials increases proportionally to T3 and so at higher
temperatures the heat capacity of the switch will be larger and the diusion time of the
insulation will be longer. Both of these factors contribute to slowing down the transition of
the superconducting switch and so it is necessary to demonstrate that fast transitions can
be achieved at high temperatures. If fast transitions can be achieved, then HTS switches
have the potential to be used in energy extraction circuits.
Operation at 77 K is close to the useful upper operating temperature of HTS devices and
is where the high specic heat capacity could lead to slow switching times. For use in
particle accelerators, such as the LHC, operating temperatures lower than this but above
4.2 K may also be utilised (see also Section 5.1.1). Potential switch operating temperatures
are at 20 K utilising the cold helium gas that has been recovered from the magnet boil o,
or at 50 K that is the temperature of the heat exchanger between the HTS part and the
resistive part of the LHC current leads. If switches can be shown to operate fast enough
at 77 K then the lower heat capacity at 20 K and 50 K means that the switching time will
also be fast enough at these temperatures.
Thermal diusion is slower with thick insulation and at high temperatures. The thermal
diusivity ( = k
Cp) slows down as increasing the temperature from 4.2 K to 77 K
increases the specic heat of polyimide by 370 times but the thermal conductivity only
increases by 12 times. Low thermal diusivity increases the diusion time (di = 2
 )
as does increasing the insulation thickness. The diusion times of polyimide insulation
at 4.2 K and at 77 K is given in Table 4.1 for a thickness () of 20 m and of 200 m.
When modelling switches that have slow diusion times (Section 3.7.1 ), the non-linear
temperature gradient through the switch may be signicant, in which case the lumped
approximation may not be valid and so the full heat diusion equation should be used.
T Cp k   di
(K) (J/kg/K) (mW/m/k) (km2/s) (m) (ms)
4.2 0.92 11 8.3
20 0.05
200 4.8
77 340 125 0.26
20 1.5
200 153
Table 4.1: Thermal diusion times of dierent thickness polyimide insulation at 4.2 K
and 77 K.Chapter 4 Experimental HTS Switches 60
Operating superconducting switches at 77 K restricts the choice of superconductor to
either YBCO or BSCCO. YBCO tapes have more stabilization options than BSCCO tapes
which are only available in silver or silver alloy matrices. The resistivity of silver at room
temperature is 1.6 
cm. BSCCO tapes that have a higher resistivity silver-gold alloy
matrix are also available and have a room temperature resistivity of 5 
cm. This is
similar to the resistivity (4 
cm) of copper clad YBCO from American Superconductor.
The resistivity of these YBCO tapes can be increased to 23 
cm by replacing the copper
with stainless steel cladding. The YBCO based tapes have a nickel-tungsten alloy substrate
and the heat capacity of these tapes at room temperature 3.3 J/K/cm3. This is higher
than 1.6 J/K/cm3 of the Ag-Au matrix BSCCO tapes making it more important to test
if the YBCO tapes can be made to switch fast enough at high temperatures. As the YBCO
tapes use far less silver1 than the BSCCO tapes they have the potential to be formed into
cheaper switches.
Superconducting switches that have a low resistivity matrix are suited for use in dump-
switches as a greater length is needed in order to develop the required dump resistance.
This longer length means that the enthalpy change from the operating temperature to the
maximum allowable temperature is greater than for higher resistivity switches allowing
more energy to be dissipated in the switch. Copper clad YBCO was used to make a dump-
switch with an Ic of 45 A at 77 K [55]. For magnet circuits where the energy extraction
requirements are smaller, dump-switches that have more resistive matrices could be used.
These higher resistivity switches have the advantage that less conductor and lower heater
energies are needed. A stainless steel clad YBCO dump-switch with an Ic of 45 A was
also made and tested.
Superconducting switches that have a high resistivity matrix are suited to use in bypass-
switches as less length is needed in order to shunt the current into the parallel dump
resistor. Stainless steel clad YBCO was used to make a bypass-switch with an Ic of 57 A
[86]. Bypass-switches are suited to systems where it is preferred to dissipate the majority of
the magnet energy in a resistor at room temperature. In magnet circuits the stored energy
increases with current squared; EM = 0:5LI2. To show the scalability of superconducting
bypass-switches to higher currents, four stainless steel clad YBCO switch modules were
connected in parallel to form a bypass-switch with an Ic of 220 A.
1YBCO based tapes that are 4 mm wide generally have a silver cap layer that is 2-3 m thick
(0.01 mm
2 of Ag). BSCCO tapes are about 4 mm  0.2 mm, of which 70 % is silver alloy (0.56 mm
2
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4.2 Design and Manufacture of HTS Switches
4.2.1 Dump-Switches Based on YBCO Tape
Two dump-switches were formed of American Superconductor YBCO tapes, one with
copper cladding and one with stainless steel cladding. The switches had a critical current
of 45 A and used 1.75 m of superconductor. The superconductor was wound into a
low inductance bilar spiral that had a 50 mm soldered joint in the centre (Figure 4.1).
A resistance heater was wound between the two legs of the superconductor and polyimide
was used to provide insulation between the electrical components. As there was no switch
back in the heater it had a non-zero inductance. The switch was wound around a 100 mm
diameter stainless steel cylinder that acted as a mechanical support; several layers of
insulation isolated the support. The HTS section comprised of two lengths of tape that
had slightly dierent lengths (Table 4.2) in order to oset the attachment of the current
leads. The voltage taps, heater current leads, and transport current leads were attached
by means of terminals formed of 0.2 mm thick copper. Soldering to the HTS tape was
performed at 160 C with 99.99 % pure indium; this was to avoid damaging the tape as the
cladding was attached by solder. The resistance of the HTS to HTS joint was measured
at 77 K in self eld to be 213 n
/cm2 for YBCO-SS, and 54.2 n
/cm2 for YBCO-Cu.
Figure 4.1: Sketch of 1.5 turns of a switch (not to scale) showing the non-inductive
bilar HTS winding co-wound with a heater and insulation. The HTS tape is shown in
blue, the steel heater in red, and the insulation in grey. The indium solder between the
two legs of the superconductor is shown in green. The inner diameter of the switch is
about 100 mm.
The heater was a 1.4 m long steel strip of thickness 0.05 mm that was connected to a
thyristor triggered capacitor discharge circuit. The heater energy was controlled by setting
the capacitor charge voltage. Locating the heater between the two HTS legs meant that
a lower heater resistance could be achieved for the same heat capacity as using a longer
thinner switch that was wrapped around the outside of both HTS legs. Using a lower
resistance heater meant that the capacitor discharge time was also less and so more rapid
heating of the switch could be achieved. This shorter heater also avoided a sharp switchChapter 4 Experimental HTS Switches 62
back or soldered joint that would have damaged the thin heater. The heater resistance
was measured to be 351 m
/m at 77 K, and 752 m
/m at room temperature. The heater
coil had an extra turn around the outermost layer of superconductor to reduce cooling
from the superconductor to the surrounds. Electrical insulation was provided by 12.7 m
thick polyimide between the heater and superconductor, and between turns of the coil.
The switch layers were bonded together by epoxy that was a pre-existing 12.7 m thick
coating on each side of the polyimide. The epoxy was cured at 140 C for two hours.
Superconductor Length R (300 K) Ic(77 K)
(m) (m
) (A)
YBCO Cu - short leg 0.79 33 48
YBCO Cu - long leg 1.01 43 46
YBCO Cu - total 1.8 76 46
YBCO SS - short leg 0.74 262 77
YBCO SS - long leg 0.95 335 45
YBCO SS - total 1.69 597 45
Table 4.2: Metrics of YBCO based dump-switches with copper and stainless steel
cladding. The total resistance includes the resistance of the HTS-HTS joint.
4.2.2 Bypass-Switches Based on Stainless Steel Clad YBCO
Bypass-switches are required to have a high resistance in order to shunt the current into a
parallel dump resistor at room temperature. In order to minimise the amount of conductor
and heater energy that is needed, stainless steel clad YBCO was used to form the dump-
switches. To avoid the soldered joint in the centre of the switch that was used to switch
back the HTS in the dump switches, a centrally located \S" shape was used for the
bypass-switches Figure 4.2. This joint-less design was thus fully superconducting at 77 K.
Similar designs with an \S" shaped switch back have been used in YBCO based fault
current limiters [118]; the dierence is that in this bypass-switch there is heater co-wound
with the HTS. Electrical insulation was provided by a double layer of 12.7 m polyimide
insulation; a double layer was used reduce the eect of pin holes. The polyimide was
pre-coated with 12.7 m of epoxy on each side and the switch was cured in an oven at
140 C for two hours. At 1 kV the insulation resistance between the heater and HTS tapes
was measured to be greater than 1 G
. As in the case of the dump-switch, soldering to
the HTS tape was performed at 160 C with 99.99 % pure indium to avoid de-soldering
the cladding.
About 5 m of superconductor was used for the coil, this gave a room temperature resistance
of about 1.7 
 (Table 4.3). The heater was wound in the same manner as the HTS and so
had the same length and a room temperature resistance of 3.6 
. The thickness (0.05 mm)
of the heater was the same as for the dump-switch but due to the dierence in design the
heat capacity and resistance of the heater was increased per length of superconductor. The
increase in resistance leads to a longer capacitor discharge time. The heater was poweredChapter 4 Experimental HTS Switches 63







1 57 1.71 10.4 3.69 1.72 16.5
4 220 0.41 2.62 0.891 0.416 8.4
Table 4.3: Metrics of YBCO based bypass-switches with stainless steel cladding. The
length of each module is about 5 m. RS is the switch resistance, RL the total lead
resistance, RH the heater resistance, and RDR the resistance of the parallel dump resistor.
Figure 4.2: Sketch of 1.5 turns of a switch (not to scale) showing the non-inductive
winding of the HTS, heater, and insulation with the switch back located in the centre of
the switch. The HTS is shown in blue, the heater in red, and the insulation in grey. The
diameter of the switch is about 100 mm.
by a 1.6 mF capacitor discharge that was controlled by a thyristor. The charge voltage










Figure 4.3: A machine for assisting with winding the multilayer bypass-switches. I
indicates spools of insulation; H, spool of steel tape; Y, spool of YBCO tape; G, guides;
C the coil. Friction brakes were mounted on each axle.
To allow scaling of the switch to higher transport current the coil had a modular design.Chapter 4 Experimental HTS Switches 64
A single coil had an Ic of 55 A at 77 K, a length of 5 m, and a resistance of 1.7 
 at
room temperature. This single coil was tested as a bypass-switch with a 16.5 m
 resistor
connected in parallel at room temperature. Resistive current leads with a total resistance
of 10.4 m
 connected the HTS switch to the dump resistor. This switch was tested
with non-decaying currents of 30 A to 50 A. To test the suitability of HTS switches to
higher energy circuits four modules were connected in parallel giving the switch a critical
current of 220 A. The parallel connection reduced the switch resistance to 0.41 
 at room
temperature and reduced the total current lead resistance to 2.6 m
. The dump resistor
that was connected in parallel was reduced to 8.4 m
. The total heater resistance reduced
to 0.9 
 at room temperature and as the same capacitor circuit was used there was a
faster discharge time constant but the amount of energy per unit length was reduced by a
quarter.
Figure 4.4: Photograph of the bypass-switch and test station. The switch is shown
centre-bottom. Current leads, heater leads, and instrumentation wires lead up from the
switch. The superconductor power supply is on the left, the heater controls are on the
right. The cryostat is underneath the switch.
Due to the intricacy of winding all eight elements of the switch concurrently, a total length
of 40 m, a purpose-built winding machine was used to provide assistance. The winding
machine is shown in Figure 4.3 and also facilitated the manufacture of a number of modules.
When using the winding machine half of the material was wound onto a common bobbin.
The switch support was then placed between this bobbin and the spools of material; shaped
pieces of Teon supported the \S" shaped switch back. The switch was the rotated drawing
in material from both the bobbin and the spools. The minimum bending diameter was
limited to 50 mm so as not to damage the tape and friction brakes were mounted on
each axle in order to provide a light tension. Soldering to the HTS tape was performed
with indium solder and the current leads and heater leads had additional mechanical
support where they were attached to the switch. The critical current and resistance of
each module was measured individually but the voltage traces during switching were onlyChapter 4 Experimental HTS Switches 65
recorded across the dump resistor due to restrictions with the data acquisition system. A
photograph of the experimental set-up is shown in Figure 4.4. The switch is shown centre-
bottom with the current leads, heater leads and instrumentation wires leading upwards.
The cryostat into which the switch is lowered is underneath the switch, this was slowly
lled with liquid nitrogen once the switch was in place. The superconductor power supply
is to the left of the photograph; the heater controls and capacitor charging system are
shown on the right. The heater capacitor and the warm dump resistors are hidden behind
the switch and cryostat.
4.3 Experimental Results of Dump-Switches
Dump-switches utilizing YBCO Cu and YBCO SS were manufactured as described in
Section 4.2.1. These switches had a room temperature resistance of 75 m
 for the
copper clad YBCO and 0.6 
 for the stainless steel clad switch. Both switches had a
length of 1.75 m and a critical current of 45 A at 77 K. The switches were co-wound
with a 1 
 heater that was powered by the discharge of a 1.6 mF capacitor.
4.3.1 Heater Dynamics


























VH, RH 1  
VH, RH 0.49  
VH, YBCO Cu
VH, YBCO SS
Figure 4.5: Heater voltage decays for YBCO dump-switches. Voltage decays are shown
for the heater having a constant resistance equivalent to the 77 K resistance (0.49 
) and
the 300 K resistance (1 
). Data for the YBCO SS switches was recorded for 5 ms.
The switch was triggered without transport current in order to investigate the heater
dynamics. The heater voltage decay was not a normal exponential capacitor decay as
there was an increase in heater resistance with temperature. The switches were tested
with capacitor charge voltages in the range of 100 V to 1 kV. Figure 4.5 shows the heater
voltage decays for these switches. The capacitor decay proles for the heater at a constantChapter 4 Experimental HTS Switches 66
resistance of 0.49 
 and at 1 
 are also shown. These resistances are equivalent to a
constant heater temperature of 77 K and 300 K respectively. For low heater energies,
the resulting temperature rise is low and the discharge prole is similar to the constant
resistance case. For a 100 V capacitor charge voltage, equivalent to an energy of only
8 J, the heater voltage decay is the same as for a 0.49 
 resistance. This implies that
the switch temperature remains constant at 77 K. For a 550 V capacitor charge voltage,
equivalent to an energy of 242 J, there is an initially fast decay due to the lower resistance
at 77 K. The discharge slows down as the rise in temperature causes the resistance to also
rise. Once most of the energy has been discharged the voltage decay has a slope that is
steeper than the voltage decay with a 1 
 resistor implying that the temperature is less
than 300 K. The heaters with VHI of 1 kV also have an initially fast discharge due to the
initially low resistance at 77 K but due to the large stored energy (800 J) there is a larger
temperature rise causing a larger increase in resistance and a lower rate of voltage decay.
The experimental data for all of the test heater decays are shown along with a smoothed
spline t in Figure 4.6.

















































  Fitted data -YBCO Cu
Measured data -YBCO Cu
Fitted data -YBCO SS
Measured data -YBCO SS
Figure 4.6: Measured and tted heater voltage decays. The tting was performed with
a smoothed spline. The measured voltage of the YBCO SS switch that had a VHI of
250 V was limited to a maximum of 82 V by the data acquisition system.
The inductance of the heater circuit is low but causes a small modication to the
voltage characteristics of the heater. This small inductance is due to winding the heater
into a spiral without a switch-back; the superconductor with which it is co-wound has
switch-back and so has a much lower inductance. This inductance causes the heater
voltage to have a non-zero rise time (r) and a lower peak voltage than expected by
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The inductance of the heater circuit can be estimated by comparing the heater voltage
prole of the experiment with a VHI of 100 V to Equation 4.1. The VHI of 100 V results
are used for this estimation as due to the low input energy the temperature rise is not
signicant and so there is a constant heater resistance equivalent to the 77 K value. Fig-
ure 4.7 shows the experimental results and the ideal RLC circuit voltage for a constant
heater resistance of 0.5 
 and inductances of 1 H, 5 H, and 10 H . The heater circuit
has an inductance of about 5 H, which gives a rise time of 44 s.



























Ideal RLC, L 1 µH
Ideal RLC, L 5 µH
Ideal RLC, L 10 µH
Figure 4.7: Measured heater voltage decay compared to an ideal RLC circuit. Time of
zero corresponds to the initiation of the heater voltage rise.
Higher capacitor charge voltage situations, which have a higher energy, deviate from the
ideal RLC circuit that has a constant heater resistance due to the increase in heater
resistance with temperature.
The energy in the heater circuit is provided by the capacitor that has a capacitance
of 1.6 mF and a charge voltage from 100 V to 1 kV. The current in the the heater can be





The cumulative energy deposited in the heater (EH) can be estimated by integrating the
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The heater energy deposition as a function of time for dierent capacitor charge voltages
is shown in Figure 4.8. The energy stored in the capacitor (0:5CV 2
HI) is also shown. The
same heater circuit and same length of heater are used in both switches and so they have
similar energy deposition proles. The estimation of the total heater energy is generally
less than the energy stored in the capacitor. This is due to losses in the rest of the heater
circuit and errors in tting the data which lead to an underestimation of the derivative
and so lower estimated voltages. The heaters that have higher capacitor charge voltages
discharge slower as the heaters become hotter and more resistive thus increasing the time
constant of the capacitor discharge.





















Energy stored in capacitor
Energy estimated from voltage decay
Figure 4.8: Heater energy deposition for capacitor charge voltages of 100 V, 200 V,
300 V, 500 V, 750, and 1 kV. The estimated heater energy is calculated from the heater
voltage and its dierential.
Voltages induced into the superconductor are a result of inductively winding the
heater with the superconductor. In order to reduce the inductance of the switch the
superconductor has a switch-back. As the induced current is in the same direction as the
heater current one half of the superconductor has a positive voltage and the other has a
negative voltage. If the two legs had the same length the overall induced voltage would
be zero. However, the two legs of the switch have dierent lengths in order to oset the
attachment points of the current leads. This leads to there being a non-zero overall voltage
that is smaller than in each of the legs. The induced voltages are shown in Figure 4.9 for
both copper clad YBCO switches and stainless steel clad YBCO switches. The YBCO SS
switches were tested with a higher time resolution than the YBCO Cu switches in order
to allow the initial transients to be better observed. Flat spots on the voltage curves are
where the data was outside of the scope range.
The voltage induced in the superconductor is proportional to the rate of change of the
heater voltage. Due to the non-linear rise and fall of the heater voltage there is a positive
maximum voltage induced in the superconductor during ramp up and a negative maximumChapter 4 Experimental HTS Switches 69



















































(a) YBCO Cu switch.































































(b) YBCO SS switch.
Figure 4.9: Voltages induced in the switch by the heater capacitor discharge. Due to the
switch-back in the superconductor the short (75 cm) leg has a voltage in the opposite
sense to the heater and the long (100 cm) leg of the switch. Time zero is the onset of
capacitor voltage rise. Flat spots in the voltages are where the voltage is out of range of
the acquisition system.
voltage induced in the superconductor during ramp down. During the voltage rise of the
capacitor the derivative of the heater voltage is positive and so the voltage induced in
the superconductor is also positive. There is reversal in the d2VH
dt2 during ramp up and
so the superconductor voltage will have a maximum. At the peak heater voltage there is
zero slope and so the superconductor voltage is zero. During the capacitor discharge the
derivative of the heater voltage is negative and so the voltage induced in the superconductor
is also negative. As the inductive time constant of the heater circuit is much smaller than
the capacitive time constant, the rate of voltage increase is much faster than the rate
of voltage decay. The higher dVH
dt during ramp up causes there to be a larger voltage
induced in the superconductor at times less than the rise time than after the rise time
when the capacitor is discharging with a lower dVH
dt . As the rise and fall times of an
RLC circuit do not vary with the capacitor charge voltage, the magnitude of dVH
dt must
increase with increasing VHI. This causes the voltages induced in the superconductor to
be higher when the capacitor charge voltage is also higher. These maximum voltages are
shown in Figure 4.10. The increase in heater resistance with temperature slows down the
capacitor discharge resulting in a lower dVH
dt and induced voltage. The heater circuits with
the longest discharge times are in the switches that have high VHI due to the hotter and
more resistive heaters. After 0.5 ms the total induced voltages have decayed to zero. The
induced voltages occur on time scales of less than 1 ms and so do not aect the voltage
increase due to the warming of the current carrying superconductor.
4.3.2 Superconductor Dynamics
The recorded switch voltage is formed of two components, the voltage rise caused by the
quenching superconductor and the voltage induced by the heater. The induced voltages
were caused by co-winding the heater with the superconductor and occur even when thereChapter 4 Experimental HTS Switches 70
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Figure 4.10: Induced voltage in the superconductor as a function of the peak heater
voltage. The maximum V + occurs during the rise of the heater voltage, the maximum
V   occurs during the discharge of the capacitor.
is no transport current. The heater dynamics and the resulting induced voltages were
discussed in the previous section. The voltage rise and the resulting energy dissipation
that resulted from warming the superconductor above the fully superconducting state is
discussed below.
The voltage rise of the YBCO Cu based switch when it was triggered with a 1 kV
capacitor discharge is shown in Figure 4.11. The induced voltages decay to zero at around
the same time as the voltage begins to rise due to the quenching superconductor. In order
to remove the voltage rise that was induced by the heater, the switch was tested with no
transport current and the resulting voltages were subtracted from when the switch was
triggered with current. The switch was tested three times with current and the data was
t with a smoothed spline, which had the induced voltages removed.


































Total, with no current
Long leg, with no current
Short leg, with no current
Total, with current
Long leg, with current
Short leg, with current
Total, ﬁt to resistive voltages
Long leg, ﬁt to resistive voltages
Short leg, ﬁt to resistive voltages
Figure 4.11: Voltage traces for the YBCO Cu switch when triggered with a 1 kV
capacitor discharge. The applied current was 40 A. When no current was applied there
are still voltages induced in the superconductor by the heater. Three experiments were
performed and the t represents the average voltage with the induced voltages subtracted.
Time zero is when the heater voltage begins to rise.Chapter 4 Experimental HTS Switches 71
The voltage rise is higher on the longer leg as the increase in length means that it is more
resistive. The longer leg also has a marginally lower current sharing temperature, 78.9 K
compared to 78.5 K, and so it will develop a slightly higher electric eld when in the
current sharing region. The total voltage drop is higher than the sum of the two legs due
to the soldered joint between the legs that has a resistance of about 0.28 
.












































Figure 4.12: Voltage traces for the YBCO Cu switch when triggered with a capacitor
discharge. The applied current was 40 A. The t represents the average voltage with the
induced voltages subtracted. Time zero is when the heater voltage begins to rise.
The voltage traces for the copper clad switch carrying 40 A when it is triggered with
a range of capacitor charge voltages, are shown in Figure 4.12. With capacitor charge
voltages of 200 V or less no voltage rise was measured and the switch did not trigger in
< 20 ms. Increasing the capacitor charge voltage, and therefore the heater energy, causes
both an earlier onset of transition and a higher voltage. This is because the heater gets
hotter faster and so there is a greater rate of heat conduction through the insulation. The
higher energy means that the switch rises to a higher nal temperature where it has a
higher resistance.
Within the measured time, about 20 ms, the switch did not become fully normal even
when it was triggered with a capacitor charged to 1 kV. If the switch went fully normal
then there would have been a voltage drop of 0.56 V/m when carrying 40 A. Due to self
heating of the switch the voltage would continue to rise after 20 ms.
The voltage rise of the YBCO SS based switch when it was triggered with a 1 kV
capacitor discharge is shown in Figure 4.13. As for the copper clad switches described
above there is a smoothed spline t to the experimental data that has the induced voltages
removed. The induced voltages were measured by triggering the switch without transport
current. In the stainless steel clad switch the dierence in voltage between the long leg
and the short leg is greater than can be explained by length alone. The reason for the
large dierence is the much higher critical current of the short leg, 77 A compared to 45 A.
This results in the current sharing temperature of the short leg being 82.6 K whereas it isChapter 4 Experimental HTS Switches 72
only 78.3 K in the long leg. The higher current sharing temperature means that it takes
longer for the short leg to warm up to the current sharing regime and once in the current
sharing regime the voltage drop is lower than for the longer lower Ic leg. This results in
the voltage of the long leg starting to rise at 2.5 ms whereas it does not rise in the short
leg until 3.5 ms. After 3.75 ms the power supply tripped and the current reduced.


















Total, with no current
Long leg, with no current
Short leg, with no current
Total, with current
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Short leg, with current
Total, ﬁt to resistive voltages
Long leg, ﬁt to resistive voltages
Short leg, ﬁt to resistive voltages
















Figure 4.13: Voltage traces for the YBCO SS switch when triggered with a 1 kV
capacitor discharge. The applied current was 40 A. When no current was applied there
are still voltages induced in the superconductor by the heater. The t represents the
voltage with the induced voltages subtracted. Time zero is when the heater voltage
begins to rise. After about 3.75 ms the power supply tripped and the current reduced.
Figure 4.14 shows the voltage rise of the stainless steel clad YBCO based switch when it
was carrying a range of transport currents and it had a range of capacitor charge voltages.
Capacitor charge voltages of 100 V did not cause the switch to trigger even when the
transport current was 90% of Ic as not enough energy was input into the switch to
cause the superconductor to quench. The nal time of the YBCO SS based switches is
less than for the copper clad switches due to the higher resistance giving higher voltages
that caused the power supply to trip and also a smaller time step meaning that the nal
recorded time was less. If the whole switch had quenched the switch would have developed
a voltage of 4.5 V/m, but as this was not achieved the implication is that the switch did
not fully quench and the energy was only dissipated in the lower voltage current sharing
regime. Increasing the capacitor charge voltage leads to fast switching times as the heater
gets hotter faster leading to faster heat transfer through the insulation. Increasing the
transport current reduces the switching time as the temperature margin is also lowered so
less energy is needed to be input into the switch before self heating begins.
The energy dissipated in the superconductor can be calculated from the resistive
voltage increase and the known transport current that always ows through the supercon-
ducting tape as these switches are dump-switches. The cumulative energy dissipated in
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Iop 10 A, VHI 500 V
Iop 20 A, VHI 500 V
Iop 40 A, VHI 100 V
Iop 40 A, VHI 500 V
Iop 40 A, VHI 750 V
Iop 40 A, VHI 1000 V
Figure 4.14: Voltage evolution for the YBCO based dump-switches with a constant
operating current.
Figure 4.15 shows the cumulative energy dissipation in YBCO based switches that have
either copper or stainless steel cladding. The copper clad switch had an Iop of 40 A,
the stainless steel clad had Iop of 10 A, 20 A, or 40 A. The switches were triggered with
capacitors that had charge voltages from 100 V to 1 kV. For both switches increasing
the capacitor charge voltage means that in a given time more energy is dissipated in the
switch. This is because the switch gets hotter and thus more resistive yet the transport
current does not decay leading to high switch powers. The stainless steel clad switch
starts to dissipate energy before the copper clad switch due to its faster voltage rise that
results from its higher normal state resistivity. In total the copper clad YBCO switches
dissipate more energy than the stainless steel clad YBCO switches as the lower resistance
means that the voltage is also lower and so the power supply does not trip. In a dump-
switch where the limit is the nal temperature of the switch then these two switches could
dissipate about the same energy as they have the same enthalpy. However, if the same
dump resistance was required then the length of the copper clad switch would be greater
and so the enthalpy change to the nal temperature would also be greater and so the
switch could dissipate more energy. In the experiments, both switches had the about the
same nal voltage (1 V) and therefore resistance when they were transporting 40 A and
were triggered with a 1 kV capacitor discharge. The stainless steel clad switch reached
this voltage in 3.5 ms and the copper clad switch in 18.2 ms. In this time the copper clad
switch dissipated 400 mJ whereas the stainless steel clad switch only dissipated 25 mJ.
The superconductor temperature can be estimated from the V   I characteristics of
the tape. For these dump switches that have a constant current the voltage-temperature
relationships are shown in Figure 4.16 Above the critical temperature, the determination of
the superconductor temperature depends upon the normal state resistivity of the tape. Be-
neath the critical temperature, where the superconductor is in the current-sharing regime,
the voltage-temperature relationship depends on the non-linear V  I characteristics of the
superconductor. When the superconductor is fully superconducting, the voltage is zero forChapter 4 Experimental HTS Switches 74


















  YBCO Cu, VHI 200 V, Iop 40 A
YBCO Cu, VHI 300 V, Iop 40 A
YBCO Cu, VHI 400 V, Iop 40 A
YBCO Cu, VHI 450 V, Iop 40 A
YBCO Cu, VHI 500 V, Iop 40 A
YBCO Cu, VHI 550 V, Iop 40 A
YBCO Cu, VHI 1 kV, Iop 40 A
YBCO SS, VHI 500 V, Iop 10 A
YBCO SS, VHI 500 V, Iop 20 A
YBCO SS, VHI 100 V, Iop 40 A
YBCO SS, VHI 500 V, Iop 40 A
YBCO SS, VHI 750 V, Iop 40 A

















Figure 4.15: Energy dissipated in YBCO dump switches that were triggered by a ca-
pacitor that was charged to a voltage VHI. The switch length was about 1.75 m and the
transport current (Iop) was constant.
all temperatures and so the temperature can not be estimated from the measured voltage.
These switches were triggered by a 500 V capacitor discharge that provided 200 J. This
energy would be enough to heat up the YBCO Cu switch to 125 K and the YBCO SS
switch to 135 K. Due to heat loss to the surrounds, including the support, extra insulation,
and the coolant, the actual temperature rise is less than this.






































YBCO Cu, Ic 45 A, Iop 40 A
YBCO Cu, Ic 46 A, Iop 40 A
YBCO SS, Ic 45 A, Iop 10 A
YBCO SS, Ic 45 A, Iop 20 A
YBCO SS, Ic 45 A, Iop 40 A
YBCO SS, Ic 77 A, Iop 10 A
YBCO SS, Ic 77 A, Iop 20 A
YBCO SS, Ic 77 A, Iop 40 A
Figure 4.16: Voltage as a function of temperature of YBCO based tapes that have
dierent critical currents and carry dierent transport currents.
The current sharing temperature depends on both the critical current of the tape and the
transport current of the switch. The experimental switches had non-homogenous critical
currents and were tested at dierent transport currents resulting in a range of current
sharing temperatures (Table 4.4). When the switch had a temperature around or below
this temperature, the estimation of temperature from voltage is not valid. The estimated
temperature rise of YBCO based switches with either stainless steel cladding or copperChapter 4 Experimental HTS Switches 75
cladding are shown in Figure 4.17. The temperature is estimated for each leg due to the
dierences in critical current; variations in critical current along the leg itself cause an
uncertainty in the estimation. The long YBCO SS leg has the lowest temperature margin
due to its low critical current and so the temperature rise is recorded rst on this leg.
The critical current of the short YBCO SS leg is higher and so the temperature margin
is also higher. This means that the temperature rise is not recorded until the estimation
is greater than 83.5 K. Due to the high normal state resistivity of the stainless steel clad
YBCO it has a faster rate of temperature rise than the YBCO Cu as the high electrical
power is also higher. The temperature margin of the two YBCO Cu legs are about the
same and so the estimated temperature rises should also be similar. The dierence in the
estimated temperature could be due to a non-homogenous critical current along the leg
length causing part of the superconductor to be in the current sharing regime and part of
the tape to be fully superconducting, this would lead to an error in the estimation of the
temperature. Despite the distributed heater and low thermal resistivity between the legs,
due to the thin layer of insulation, small temperature gradients could exist in the switch
due to increased local heating in areas with a low critical current.














Table 4.4: Superconducting properties of the tested YBCO based dump-switches.














































YBCO Cu, 101 cm, Ic 46 A
YBCO Cu, 79 cm, Ic 48 A
YBCO SS, 74 cm, Ic 77 A
YBCO SS, 95 cm, Ic 45 A
Figure 4.17: Estimated temperatures of YBCO based switches that transport 40 A and
are triggered by a 500 V capacitor discharge. Temperature estimations around or below
Tcs are not valid due to the zero resistance of the superconductor.Chapter 4 Experimental HTS Switches 76
The switching time of these dump-switches is dened as the time taken from the initi-
ation of the rise in the heater voltage to when the switch has a dump resistance equivalent
to 10 m
. The voltage traces for the copper clad switch were shown in Figure 4.12 and
for the stainless steel clad switch in Figure 4.14. The switching times for both switches
when they carried 40 A and were triggered with capacitor charge voltages from 300 V
to 1 kV, are shown in Figure 4.18. The capacitor had an energy in the range 70-800 J.
The switch based on stainless steel clad YBCO switched faster than the copper clad ver-
sion as its higher normal state resistivity meant that a lower temperature rise was needed
in order to achieve the required dump resistance. The higher resistivity also made up
for the higher Tcs of the short leg. If both legs had a critical current of 45 A then the
switching time would be less as the voltage would be developed along the whole tape at
lower temperatures. The switching time is inversely proportional to the heater energy.
The minimum energy that causes the switch to transition is the energy that is required
to raise the temperature of the switch into the current sharing regime where self heating
occurs. Whilst only 5 J are required to raise this switch design to the current sharing
temperature, the experimental switch was cooled and about ten times the heater energy
was required to make up for that lost to the surrounds and to the support. The minimum
switching time depends on the rate of heat conduction through the insulation. This is
limited by the diusion time of the insulation; for 12 m of polyimide the diusion time
is about 1 ms. The experimental switch has a minimum switching time higher than this,
2.5 ms, due to extra thermal resistance caused by the epoxy that joins the layers together
and the non-zero temperature rise time of the heater.

























  YBCO Cu
YBCO SS
Figure 4.18: Switching time as a function of capacitor energy for YBCO Cu and YBCO
SS based dump-switches that transport 40 A.
Reducing the transport current causes an increase in the current sharing temperature and
thus an increase in the temperature rise that the switch must undergo for a voltage to be
developed. For the same input heater energy this will result in a slower switching time. The
eect of the transport current on the switching time on an YBCO SS based dump-switchChapter 4 Experimental HTS Switches 77
that is triggered with a 500 V (200 J) capacitor discharge is shown in Figure 4.19. As
the transport current tends to zero the current sharing temperature tends to the critical
temperature and the switching time tends to a maximum; in this case 4.75 ms. The
decrease in switching time with increasing current is dependent on the decrease in the
critical current with temperature. As the transport current is increased the switching
time decreases as the temperature margin is reduced. Increasing the transport current
also means that there will be greater self heating once the switch is resistive, further
decreasing the switching time.


























Figure 4.19: Switching time as a function of transport current for YBCO SS based
dump-switches that are triggered with a 500 V (200 J) capacitor discharge.
4.3.3 Conclusions from Experiments on Dump-Switches
Dump switches that were formed of both stainless steel clad YBCO and of copper clad
YBCO were tested in liquid nitrogen. The switches had a length of 1.75 m and a critical
current of 45 A. The switches were triggered with a capacitor discharge that was charged
in the range 100 V to 1 kV; an energy of 8 J to 800 J. Switching times of less than 5 ms were
observed for both switches when the heater energy was greater than 200 J. The switching
time was dened as the time taken from the rise in voltage of the heater until the switch
had a resistance of 10 m
. The fast switching time was achieved by using a thin (12.7 m)
layer of polyimide insulation between the heater and the superconductor; epoxy was used
to bond the superconductor to the polyimide to the insulation. The stainless steel clad
YBCO switch had a slightly faster switching time than the copper clad version as its higher
resistivity meant that it reached the required dump resistance at a lower temperature and
there was greater self heating in the superconductor. The lower resistivity of the copper
clad YBCO switch meant that it could dissipate more energy than the YBCO SS switch for
the same upper voltage limit or temperature rise. Large variations in the critical current
of the YBCO SS based switch meant that not all of the switch quenched at the sameChapter 4 Experimental HTS Switches 78
time and the dump resistance was lower than if the switch had a homogenous critical
current. Poor homogeneity in the critical current leads to poor switching characteristics
and the potential for local hotspots. For a given dump resistance, copper clad YBCO
shows the potential to be used where more energy must be dumped whereas stainless steel
clad YBCO switches show potential to be used as lower energy dumps, these would require
less conductor and a lower heater energy.
4.4 Experimental Results of Bypass-Switches
Bypass-switches formed of stainless steel clad YBCO were manufactured and tested as
described in Section 4.2.2. About 5 m of superconductor was used per coil, giving a room
temperature resistance of 1.7 
 with a critical current of 55 A. The HTS switches had
a modular design and four modules were connected in parallel to give a switch with a
critical current of 220 A and a room temperature resistance of 0.4 
. The switches were
tested in liquid nitrogen and had a warm dump resistor connected in parallel (16.5 m

for a single module, 8.4 m
 for four modules). The switch was triggered by a capacitor
discharge through a heater co-wound with the superconductor. The capacitor had a charge
voltage of up to 1 kV, equivalent to an energy of 800 J, and the heaters were also connected
in parallel.
4.4.1 Heater Dynamics

























  VHI 400 V, data
VHI 400 V, ﬁt
VHI 500 V, data
VHI 500 V, ﬁt
VHI 600 V, data
VHI 600 V, ﬁt
VHI 700 V, data
VHI 700 V, ﬁt
VHI 800 V, data
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VHI 900 V, data
VHI 900 V, ﬁt
VHI 1 kV, data
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Figure 4.20: Heater voltage decays for stainless steel clad YBCO based bypass-switches.
The t is a smoothed spline to the average of a number (2-5) of tests. Voltage decays are
also shown for the heater having a constant resistance equivalent to the 77 K resistance
(1.8 
) and the 300 K resistance (3.7 
). The recorded voltage for VHI of 500 V, 600 V,
and 700 V saturated at 480 V. The data and t are generally coincident.Chapter 4 Experimental HTS Switches 79
The bypass-switch was initially triggered without transport current in order to investigate
the heater dynamics. Figure 4.20 shows the heater voltage decay for a bypass-switch
formed of one coil of stainless steel clad YBCO. As for the dump-switch, the heater voltage
decay was not a normal exponential capacitor decay as there was an increase in heater
resistance with temperature. The increase in resistance was less than for the dump-switch
as the longer length and thicker insulation meant that the thermal mass was higher and
so the nal temperature was lower for the same input heater energy. The capacitor decay
proles for the heater at a constant resistance of 1.8 
 and at 3.7 
 are also shown. These
resistances are equivalent to the heater having a constant temperature of 77 K and 300 K
respectively. For low heater heater energies, the resulting temperature rise is low and the
discharge prole is similar to the constant resistance case. For a 400 V capacitor charge
voltage the heater voltage decay is the similar to that of the 1.8 
 resistance, implying
that the switch temperature did not rise much above 77 K. For a 1 kV capacitor charge
voltage the slope of the discharge is gentler than the 1.8 
 case but steeper than the 3.7 

case implying that the heater temperature has increased from 77 K but has not reached
300 K. The experimental data for a number of tests were tted with smoothed splines, the
average for each capacitor charge voltage is shown in Figure 4.20.



















VHI 400 V, energy estimated from voltage decay
VHI 400 V, energy stored in capacitor
VHI 500 V, energy estimated from voltage decay
VHI 500 V, energy stored in capacitor
VHI 600 V, energy estimated from voltage decay
VHI 600 V, energy stored in capacitor
VHI 700 V, energy estimated from voltage decay
VHI 700 V, energy stored in capacitor
VHI 800 V, energy estimated from voltage decay
VHI 800 V, energy stored in capacitor
VHI 900 V, energy estimated from voltage decay
VHI 900 V, energy stored in capacitor
VHI 1 kV, energy estimated from voltage decay
VHI 1 kV, energy stored in capacitor



















Figure 4.21: Heater energy deposition. The estimated heater energy is calculated from
the heater voltage decay, the energy stored in the capacitor is calculated from the charge
voltage of the capacitor.
Due to the switch-back in the center of the heater the inductance of the heater in the
bypass-switch is lower than that of the dump-switch. This leads to a faster heater voltage
rise time and as the length is better matched to the length of the superconductor there
are lower induced voltages. The energy deposited in the heater can be calculated as a
function of time from the voltage decay (1
2CV 2(t)). As the capacitor discharges its energy
is deposited in the heater causing the switch to heat up. The increasing energy deposition
in the heater is shown in Figure 4.21, where the energy stored in the capacitor is also
shown. The majority of the energy has been deposited within 5 ms to 10 ms with the
higher energy switches having a slower discharge time due to the increased heater resistance
at higher temperatures.Chapter 4 Experimental HTS Switches 80
4.4.2 Switching Dynamics with a Single Coil Bypass-Switch
The voltage of the system was measured across the dump resistor and is the voltage of
energy extraction. There is an initial voltage even when the switch is fully superconducting
due to the resistance of the current leads that are in series with the switch. The total
resistance of the current leads is 10.4 m
 and as they are in parallel with a 16.5 m
 dump
resistor the total resistance is 6.4 m
. The voltage traces for the system when there is a
constant operating current of 40 A and of 50 A are shown in Figure 4.22. A smoothed
spline was t to a number of test runs. At times less than 5 ms there were some voltages
induced in the switch due to the heater capacitor discharge.

























(a) Operating current of 40 A.

























(b) Operating current of 50 A.


























VHI 400 V, data
VHI 400 V, ﬁt
VHI 500 V, data
VHI 500 V, ﬁt
VHI 600 V, data
VHI 600 V, ﬁt
VHI 700 V, data
VHI 700 V, ﬁt
VHI 800 V, data
VHI 800 V, ﬁt
VHI 900 V, data
VHI 900 V, ﬁt
VHI 1 kV, data
VHI 1 kV, ﬁt
Figure 4.22: Voltages measured across the dump resistor for a one coil bypass-switch
formed of stainless steel clad YBCO. The data is from a number of experiments and the
t is a smoothed spline of the average.
Higher heater energies cause a faster voltage rise due to the more rapid heating of the
heater and thus higher heat conduction through the insulation. The lower current sharing
temperature of the higher operating current switch means that it has a faster initiation of
voltage rise. However, as the current bypass the switch once it starts to develop a voltage
the operating current has less of an eect on the switching characteristics than it does
for the dump-switch. At low capacitor charge voltages, below 600 V (288 J), there is not
enough heat energy input into the switch to cause a full transition. Self heating due to
the transport current is low as the current bypass the switch in the parallel resistor. As
the switch is cooled it will recover back to the superconducting state.
The current distribution between the switch and the dump resistor is shown in Fig-
ure 4.23. As the switch is initially superconducting most of the current ows through the
switch; however, some current ows through the dump resistor due to the resistive current
leads. The critical current decreases with increasing temperature and so above the current
sharing temperature more current will ow in the matrix and parallel dump resistor. As
the critical current approaches zero most of the current will ow in the dump resistor
with only a small amount owing in the much more resistive switch. The small amount of
current owing through the switch will cause self heating and help balance heat lost to theChapter 4 Experimental HTS Switches 81
coolant. A decrease in temperature would also cause a decrease in the switch resistance
but an increase in the self heating due to the increased current ow.


















(a) Operating current of 40 A.


















(b) Operating current of 50 A.




















ISW, VHI 400 V
ID, VHI 400 V
ISW, VHI 500 V
ID, VHI 500 V
ISW, VHI 600 V
ID, VHI 600 V
ISW, VHI 700 V
ID, VHI 700 V
ISW, VHI 800 V
ID, VHI 800 V
ISW, VHI 900 V
ID, VHI 900 V
ISW, VHI 1 kV
ID, VHI 1 kV
Figure 4.23: Current in a stainless steel clad YBCO bypass-switch. ISW is the current
in the switch, ID is the current in the parallel dump resistor. The operating current (Iop)
does not decay with time.
The evolution of the dump resistance is shown in Figure 4.24. As mentioned at the
start of this section the initial resistance of the system is 6.4 m
 due to the resistive
current leads (10 m
) connected in parallel to the dump resistor. As the switch warms
up the total dump resistance increases due to the non-linear V I characteristics of the
superconducting switch. Once the switch has warmed to the critical temperature the
dump resistance is dominated by the parallel resistor. Increasing the temperature above
the critical temperature has less of an aect on the dump resistance as the rate of change of
resistance with temperature is less steep. The increase in dump resistance due to heating
of the fully normal switch appears as a gradual resistance rise after the kink in the graph.

























(a) Operating current of 40 A.

























(b) Operating current of 50 A.



































95 % Required resistance



































95 % Required resistance
Figure 4.24: Dump resistance of an YBCO bypass-switch with a room temperature
resistance of 3.7 
 connected in parallel with a 16.5 m
 dump resistor.
In this particular case the required dump resistance was 16 m
 that can be achieved by
warming a 5 m long stainless steel clad YBCO switch to just above Tc with a parallel
connected dump resistor of 16.5 m
. Whilst the onset of voltage rise occurs as soon as the
switch is no longer fully superconducting, the switching time is dened as the time taken
for 95 % of the total dump resistance to be developed. At this point most of the energyChapter 4 Experimental HTS Switches 82
dissipation is occurring in the dump resistor as the switch is almost completely bypassed.
When there was insucient heater energy the switch resistance decreases as the switch
re-cools and the critical current increases with the falling switch temperature.
The switch temperature can be estimated from the non-linear V I characteristics of
the superconductor, the constant operating current, and the known resistances of the
matrix, dump resistor, and current leads. The estimation of switch temperature is shown
in Figure 4.25. When the switch is fully superconducting the switch temperature can not
be estimated as there is a zero switch voltage for a wide range of temperatures. Similarly
the temperature estimation is not valid around or below the current sharing temperature
as the low voltage (1 V/cm at Tcs) is below the resolution of the data recorder. Above
Tc when the switch is fully normal the total dump resistance is dominated by the lower
resistance of the parallel dump. This means that even large increases in temperature of the
switch will only cause a small increase in the voltage and so the temperature estimation
of the switch is less accurate above Tc. The higher heater energies, up to 800 J that is
provided by a capacitor that discharges within 20 ms, coupled to the thin insulation cause
the switch to rise from Tcs to Tc in about 10 ms. The self heating of the switch is less
signicant in the temperature rise as the current is shunted into the parallel resistor thus
reducing joule heating in the switch. The switches that have a low heater energy (128 J
and 200 J) warm up more when the transport current is higher due to the higher self
heating. The re-cooling of the low heater energy switches begins in less than 100 ms and
so these heater energies are not suitable for triggering bypass-switches.
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(a) Operating current of 40 A.
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(b) Operating current of 50 A.


























Figure 4.25: Estimated temperature rise of a bypass-switch based on stainless steel
clad YBCO. The temperature is estimated from the non-linear V   I characteristics
of the superconductor, the operating current, and the resistances of the matrix, dump
resistor, and current leads. Temperature estimation not valid below Tcs where there is a
zero voltage. Above Tc temperature estimation is less accurate as even large changes in
temperature will only have a small eect on the voltage across the dump resistor.
The recovery of the cooled switches over times longer than the initial transition is shown
in Figure 4.26. Voltage traces are shown for the switch when it is triggered with a 1 kV
(800 J) capacitor discharge when carrying 50 A, and for when the switch is triggered with
a 400 V (128 J) capacitor discharge when carrying 40 A. Three tests were performed on
the low current switch and nine tests were performed on the higher energy switch. MoreChapter 4 Experimental HTS Switches 83
tests were needed to provide good time resolution during switching and also to cover a
wide temperature range at a lower resolution.



























VHI 1 kV, Iop 50 A
VHI 400 V, Iop 40 A
Figure 4.26: Dump resistor voltages after switching. With an Iop of 50 A and a VHI of
1 kV (800 J) the switch remains resistive after triggering. With an Iop of 40 A and a VHI
of 400 V (128 J) the switch does not fully trigger and starts to recover in less than 1 s.
The low energy does not fully quench and starts to recover in less than 1 s; this heater
energy is not sucient to trigger the switch and allow eective energy dissipation. The
higher energy and current switch develops a higher system voltage sooner and faster due
to the higher heater power and transport current. The switch becomes fully normal within
20 ms and then remains fully normal for the next 20 s. During this time the voltage is
0.81 V, the current is 50 A, and so about 810 J is dissipated, primarily in the dedicated
dump resistor. The dump resistor was mounted on a large air cooled copper heat sink in
order to limit its temperature rise. Between 20 s and 70 s the system voltage decreases
to 0.7 V as the switch cools down. The system voltage remained stable until 1000 s at
which point the test was terminated and about 37 kJ had been dissipated. The system
voltage did not continue to decrease as the decrease in switch temperature and switch
resistance was limited by the increase in self heating of the switch due to more current
owing the now lower resistance switch.
The estimated temperature of the switch is shown in Figure 4.27. The switch has a fast
temperature rise to around 175 K in less than a second due to the 800 J capacitor being
discharged in the heater and diusing through the insulation. After the heating has ended
the switch cools down over the next ten to twenty seconds. Once the switch re-cooled to
around Tc the temperature stabilised as the self heating of the current owing balanced
the cooling. The thermal resistance (Rk = dx
kA) of the switch insulation can be estimated
from the energy balance. The system voltage is 0.75 V so 45 A is owing through the
16.5 m
 dump resistor and 5 A through the switch. The voltage drop across the 10 m

current leads is 50 mV so the voltage drop across the switch is 693 mV. The self heating
of the switch is about 3.5 W, as the switch is stable this must balance the cooling to theChapter 4 Experimental HTS Switches 84























  VHI 1 kV, Iop 50 A
VHI 400 V, Iop 40 A
Figure 4.27: Estimated temperature of the switch.
liquid nitrogen at 77 K, with a T of 12 K. The thermal resistance of the insulation is
approximately 3.4 K/W.
The switching time is dened as the time taken for the dump resistance to rise to 95 %
of the required value of 16 m
. Time zero is the start of the heater voltage rise. Figure 4.28
shows the switching time as a function of the heater energy for single coil bypass-switches
formed of stainless steel clad YBCO. Whilst the onset of voltage rise occurs sooner in the
higher current switch due to the lower current sharing temperature, the time taken for
95 % of the dump resistance to be developed is the same as the current is shunted into the
parallel resistor. At high capacitor charge voltages the self heating caused by the small
amount of current owing through the switch is not signicant compared to the higher
heater energy. However, for heater energies of less than 288 J the extra self heating when
the operating current is 50 A means that the switch will trigger, whereas it will not at
lower currents. The switching time is inversely proportional to the heater energy. The
minimum energy that will trigger the switch is higher than for a dump-switch as it is not
sucient to heat the switch to the current sharing temperature as the current will bypass
the switch in the parallel resistor. The heater energy must be high enough to heat the
switch to Tc where the required dump resistance is developed and the the heat generation
is not a function of the temperature dependent critical current. The switching time also
tends to a minimum with increasing heater energy as due to the time taken for the heat to
diuse through the insulation and for the switch to warm from the operating temperature
to the critical temperature. Whilst the switch will trigger with heater energies above
288 J using heater energies of 100 J/m or more will give switching times of less than 20 ms
making giving comparable switching times to mechanical dump switches. Reducing the
switching time to less than 10 ms would require over 160 J/m or a dierent switch design
with a faster acting heater.Chapter 4 Experimental HTS Switches 85



























  Iop 40 A
Iop 50 A
Figure 4.28: Switching time of a single coil YBCO based bypass-switch. The switching
time is dened as the time taken to reach 95 % of the required dump resistance (16 m
).
When carrying 40 A the switch did not switch when triggered with heater energies of
128 J or 200 J.
4.4.3 Switching Dynamics with a Multi-Module Bypass-Switch
Four bypass-switch modules were connected in parallel to give a bypass-switch with a
critical current of 217 A. The parallel connection meant that the switch resistance was
reduced to 410 m
 and the resistance of the current leads to 2.6 m
. The switch heaters
were also connected in parallel resulting in a decrease in the total heater resistance to
890 m
. This decreases the capacitor discharge time constant by a quarter but also
reduces the energy deposited in the switch by a quarter. With a charge voltage of 1 kV
the heater energy that is deposited in the switch is 40 J/m, equivalent to the single
module switch being triggered with a VHI of 500 V. At this energy level the single module
switch only just triggered when transporting 50 A and did not trigger when carrying 40 A,
for this reason the multi-module switch is expected to be on the threshold of triggering.
























(a) Operating current of 150 A.
























(b) Operating current of 200 A.



























  VHI 700 V, data
VHI 700 V, ﬁt
VHI 800 V, data
VHI 800 V, ﬁt
VHI 900 V, data
VHI 900 V, ﬁt
VHI 1 kV, data
VHI 1 kV, ﬁt
Figure 4.29: Voltages measured across the dump resistor for a four module bypass-
switch formed of stainless steel clad YBCO. The data is from a number of experiments
and the t is a smoothed spline of the average.Chapter 4 Experimental HTS Switches 86
The voltage evolution of the multi-module switch is shown in Figure 4.29 for operating
currents of 150 A and 200 A. The onset of voltage rise occurs at about the same time as
the single coil switch with the same heater energy per unit length. The voltage evolution
has a similar prole to the single module switch with the initial voltage drop is due to the
resistive current leads. When triggered with 40 J/m the switch does not go fully normal;
the voltage when the switch is just above is expected to be 1.2 V for Iop of 150 A and
1.6 V for Iop of 200 A. The single module switch fully triggered with a sub 20 ms switching
time when the heater energy was greater than 100 J/m so the multi-coil switch should
trigger with a heater energy of 2 kJ. This would require the capacitor charge voltage to
be increased to 1.6 kV, this would require a higher rated capacitor. The energy could also
be increased by increasing the capacitance. The discharge time would remain the same as
for the single module switch as the increase in capacitance is the same as the decrease in
resistance.
The current distribution between the four switch modules and the parallel dump re-
sistor is shown in Figure 4.30. The initial current owing through the dump is due to
the presence of the resistive current leads. As insucient heater energy was input into
the switch it did not fully quench and so some current still owed in the switch after
triggering. The self heating of the switch is low as the current is bypassed into the parallel
resistor and when the switch does not fully quench some current is still carried by the
superconductor. Less than 1 J/m was deposited in the superconductor during switching,
this is low compared to the 40 J/m for a VHI of 1 kV and the 20 J/m for a VHI of 700 V.

















(a) Operating current of 150 A.

















(b) Operating current of 200 A.




















ISW, VHI 700 V
ID, VHI 700 V
ISW, VHI 800 V
ID, VHI 800 V
ISW, VHI 900 V
ID, VHI 900 V
ISW, VHI 1 kV
ID, VHI 1 kV
Figure 4.30: Current in a stainless steel clad YBCO bypass-switch. ISW is the current
in the switch, ID is the current in the parallel dump resistor. The operating current (Iop)
does not decay with time.
The switch temperature is shown in Figure 4.31 and was estimated in the same way as
for the single coil switch. As before the temperature estimation below the current sharing
temperature or above the critical temperature is not valid. For the high energy switches
the temperature rises rapidly from 77 K to between 88 K and 89 K. The temperature rise
is more rapid than for the single module bypass switch with the same heater energy per
length due to the faster capacitor discharge with the lower total heater resistance. The
switches do not rise above 89 K as the heater energy was too low.Chapter 4 Experimental HTS Switches 87
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(a) Operating current of 150 A.
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(b) Operating current of 200 A.























Figure 4.31: Estimated temperature rise of a bypass-switch based on stainless steel clad
YBCO. The temperature is estimated from the non-linear V-I characteristics of the super-
conductor, the operating current, and the resistances of the matrix, dump resistor, and
current leads. Temperature estimation not valid below Tcs where there is a zero voltage.
Above Tc temperature estimation is less accurate as even large changes in temperature
will only have a small eect on the voltage across the dump resistor.
When triggered with a lower heater energy the switch has a initally fast temperature rise
due to heating by the heater. The temperature rise slows down once the heat has been
transferred form the heater and the heating of the switch is due to the much lower self
heating component. As the switch becomes hotter the critical current decreases and the
matrix resistance increases and so more current ows through the bypass causing the self
heating of the switch to decrease.
The evolution of the dump resistance is shown in Figure 4.32. The total dump re-
sistance when fully quenched is less than for the single module switch as a less resistive
parallel dump resistor that had a higher current rating was used. The full resistance was
not developed as the heater energy was less than the 100 J/m required to fully trigger
the switch in less than 20 ms. The resistance did not rise signicantly after the heater
capacitor discharge as the energy provided by the self heating was less than 1 J/m and
the switch was cooled.

























(a) Operating current of 150 A.

























(b) Operating current of 200 A.
































95 % Required resistance
































95 % Required resistance
Figure 4.32: Dump resistance of an YBCO bypass-switch with a room temperature
resistance of 410 m
 connected in parallel with a 8.4 m
 dump resistor. The initial
resistance is due to the current leads that had a resistance of 2.6 m
.Chapter 4 Experimental HTS Switches 88
The switching time is the time taken for the dump resistance to rise to 95 % of the
required value of 8 m
. With a heater energy of 40 J/m, a VHI of 1 kV, the switching
time was 88 ms, which is comparable to the 76 ms for the single module switch. At heater
energies was less than 40 J/m the multi-module switch did not switch. A total heater
energy of 2 kJ would be required to achieve switching times of less than 20 ms.
4.4.4 Conclusions from Experiments on Bypass-Switches
Bypass-switches formed of stainless steel clad YBCO were shown to be able to be used for
dissipating energy in an external dump resistor. The switches were tested in liquid nitrogen
and had resistive current leads connecting them to a dump resistor at room temperature.
The switches had a critical current of 55 A per module and the power supply current
was kept constant. The required length in relation to the parallel dump resistor of these
single module bypass-switches was 0.3 m/m
. The switches were thermally activated by
discharging a capacitor through a steel heater that was co-wound with the superconduc-
tor. To achieve switching times of less than 20 ms, which are comparable to mechanical
switches, heater energies of 100 J/m are required. Reducing the switching time to less
than 10 ms would require heater energies of over 160 J/m. The system was shown to
maintain the required dump resistance for long time periods (up to 1000 s) when sucient
hater energy was used to fully trigger the switch. The switch was latched into the resistive
state by self heating due to the portion of current that did not get shunted into the dump
resistor. These bypass-switches can be operated in parallel to allow operation with higher
current circuits. The single module, which has a length of 5 m, can be used as a reference
design to scale the design to dierent currents or for use with other parallel dump resistors










Similar switching times can be achieved if the same heater energy per length of switch is
used. A doubling of the transport current with the same dump resistor requires quadru-
pling of the switch length and also of the heater energy.
4.5 Modelling of HTS Switches Operating at 77 K
4.5.1 Heater Dynamics
The heater voltage decay for the dump-switch when there is no transport current in the
superconductor is shown in Figure 4.33. For a capacitor charge voltage of 100 V, equivalent
to an energy of 8 J, there is not a signicant temperature rise of the switch and the
heater decay is similar to both the constant temperature case and the experimental resultsChapter 4 Experimental HTS Switches 91
Above Tc variations in the voltage-temperature characteristics are dependent upon varia-
tions in the resistance in the switch and are much smaller than below Tc where the V  T
characteristics are highly non-linear. For this reason there is a large uncertainty associated
with predicting the voltage characteristic of a superconducting switch when it is in the
current sharing regime.
4.5.3 Comparison of Experimental YBCO Based Dump-Switches to the
Model
The modelled and experimental voltage increases of the copper clad YBCO dump-switch
is shown in Figure 4.36 and for the stainless steel clad dump-switch in Figure 4.37. In both
cases the model predicts the voltage rise of the switch to occur about 2 ms to 3 ms faster
than that observed in the experiments. In addition to this the predicted rate of voltage
rise is also faster.










































Experiment, VHI 600 V
Experiment, VHI 700 V
Experiment, VHI 800 V
Experiment, VHI 900 V
Experiment, VHI 1 kV
Model, VHI 700 V
Model, VHI 700 V, 2 I
Model, VHI 700 V, 2 I,   3
Figure 4.36: Measured and predicted voltage rises of a copper clad YBCO dump switch
that transports 40 A and operates in liquid nitrogen. Modelled results are shown for the
experimental switch conguration, with twice the thickness of insulation, and with a more
rapid decrease of Ic with temperature ( of 3).
There are two main reasons for dierence between the model and the experiment. The
rst is an underestimation of the thermal resistance between the heater and the super-
conductor and the second is the uncertainty in the voltage-temperature characteristics
(Section 4.5.2). The insulation in the experimental switches was a single layer of 12.7 m
polyimide that had the same thickness of epoxy on each face; the modelled switches had
the same arrangement using the standard material properties. In the experimental switch
likely that there is a higher thermal contact resistance between the layers that results in
a lower rate of heat conduction than predict by the model. This results in the supercon-
ductor warming up more slowly and thus a delay in the onset of the voltage rise. This
problem would be compounded by any voids between the layers.
The delay in onset of voltage rise also has a strong dependance on V   T characteristics.
This is compounded by the poor homogeneity of the critical current in the switches. In the
stainless steel clad YBCO switch the critical current varied from 45 A to 77 A at dierent
points along its length when tested at 77 K. This poor homogeneity in Ic implies thatChapter 4 Experimental HTS Switches 92










































Experiment, VHI 500 V
Experiment, VHI 750 V
Experiment, VHI 1 kV
Model, VHI 750 V
Model, VHI 750 V, 2 I
Model, VHI 750 V, 2 I, Ic (77 K) 60 A
Figure 4.37: Measured and predicted voltage rises of a stainless steel clad YBCO dump
switch that transports 40 A and operates in liquid nitrogen. Modelled results are shown
for the experimental switch conguration, with twice the thickness of insulation, and with
a higher Ic.
there is probably also a large variation in the n-value. Furthermore the critical surface
between Top and Tc was not measured and variations in this region will also have a large
eect on the quenching switch. As the power supply in the experiments tripped before
the switches reached a temperature above Tc it was not possible to perform a comparison
using the higher condence resistive V   T characteristics of the switch. Due to the large
uncertainty in the voltage-temperature characteristics of these dump-switches there is a
corresponding uncertainty in comparing the model and the experimental switches that
remained below Tc during the test.
4.5.4 Comparison of Experimental YBCO Based Bypass-Switches to the
Model
The stainless steel clad YBCO bypass-switch was connected in parallel to a 16.5 m
 dump
resistor with current leads that had a resistance of 10.4 m
. As the total dump resistance
was limited by the parallel resistor the superconductor could become fully normal without
tripping the power supply. This allows the modelled and experimental switches to be
compared independently of the non-linear voltage-temperature temperature characteristics
of the switch in the current sharing regime.
Figure 4.38 shows the experimental and modelled results. The shape of the voltage rise
below Tc is dependent upon the non-linear V   T characteristics in which there is a
high degree of uncertainty. However, above Tc the voltage calculated from the modelled
temperature has less uncertainty as the normal V  I characteristics of the superconductor
are well known. Comparing the point at which the superconductor is almost fully normal,
95 % of the required resistance, it can be seen that the model predicts to fast a switching
time. This is due to an overestimation of the thermal conductivity of the insulation layer.
In the experimental switch extra thermal resistance may exist due to contact resistance
between the layers. Reducing the thermal conductivity to about half of the expected
value, to allow for contact resistance in the model, yields a better t to the experiments.Chapter 4 Experimental HTS Switches 96
the duration of the analysis, there was seen to be no dierence between the thermal or
electrical proles of the adiabatic or Rcool 3.4 K/W switch. This shows that the adiabatic
assumption is valid for modelling the initial transition of these switches. If the cooling is
increased a hundred times then the onset of voltage increase remains the same but there
is a more gradual transition due to the heat loss to the surrounds causing a delay in the
switching time by 5 ms.



























95 % required resistance
Model
Experiment
Figure 4.44: Dump resistor voltages after switching with an Iop of 50 A and a VHI
of 1 kV (800 J). The modelled switch has cooling to the surrounds through a thermal
resistance of 3.4 K/W. The voltage drop at 95 % of the required resistance is also shown.
Over longer time periods, greater than 10 s, the adiabatic assumption is not valid as the
switch will slowly cool back down to Tc. Figure 4.44 shows the modelled and experimental
voltage proles of cooled switches for 1000 s. Both the modelled and experimental switches
show a step decrease in the voltage once the switch has cooled to just below Tc. At this
point the current owing resistively in the switch is sucient to balance out the cooling
and the switch neither warms nor cools further. The step decrease of the experimental
switch is smoother due to the smoother voltage-temperature characteristics. The decrease
in voltage happens sooner for the experimental switch than for the prediction. One reason
for this is that the model uses a constant Rcool equivalent to the 77 K value, in reality the
thermal resistance is temperature dependent due to the increase in thermal conductivity
of the insulation at higher temperatures. The use of a constant value of Rcool leads to an
underestimation of the cooling at higher temperatures and thus an overestimation of the
time taken for the switch to cool to the lower resistance state.
4.5.6 Switching Characteristics Calculated with the PDE Model
The switching characteristics so far in this section had been modelled using the lumped
approximation. This is suitable for use in switches where there is fast thermal diusion
through the insulation (Section 3.7.1). This bypass-switch has 76.2 m of insulationChapter 5
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5.1 Superconducting Switches for Discharging Energy from
Magnet Circuits
Superconducting switches allow alternative energy extraction schemes (Section 3.1) that
may have advantages over existing schemes. In the LHC, for example, eective energy
extraction is provided for a wide range of magnets by switching a dump resistor into the
circuit. For high stored energies of up to 1.3 GJ, extraction is provided by a mechanical
switch and a warm dump resistor [4]. Mechanical DC circuit breakers are large, costly,
and provide only limited lifetime. This is especially the case for higher currents where
arcing and erosion can be signicant. In order for the LHC breakers to withstand over 300
switching cycles, tungsten-silver alloy contacts were specially developed as conventional
copper contacts would have required replacing after less than 100 cycles- about ve months
of LHC operation [6]. For this reason it would be benecial to use a contact-free switch.
Superconducting switches might rst nd an application in cases such as those of the LHC
600 A circuits because this magnet current can be carried by a small number of HTS tapes.
For YBCO based switches as few as ve tapes would be sucient to carry the magnet
current safely at 50 K. HTS switches appear to be less suitable for the high current (13 kA)
circuits of the LHC as many tapes would be required to be operated in parallel in order
to carry the magnet current due to their relatively low critical current [44]. For example,
YBCO based switches would require over fty tapes to carry the 13 kA magnet current
at 50 K. The resulting large conductor cross section means that kilometers of conductor
would be required in order to develop a usable resistance. The rapid advance in HTS
materials, including in MgB2, means that switches may become suitable for high current
circuits in the future. However, magnet circuits such as those of the LHC MCD1 correctors
are rated at a maximum of 600 A and have a relatively modest maximum stored energy,
5.5 kJ. These may be suitable candidates for protection with superconducting switches
The MCD magnet circuits are currently discharged with mechanical switches and dump
resistors. The details of the these circuits are given in Table 5.1; the details of the 13 kA
LHC MB magnet circuit and other 600 A circuits are also included for comparison [3].
Magnet Inductance Inom Imax No. of Energy RD LR
Type (mH) (A) (A) Circuits (kJ) (m
) (s)
MCD 30.8 550 600 16 5.5 700 0.044
MCS 123.2 550 600 16 22.2 700 0.18
MS 432 550 600 32 77.8 150 0.62
MB 15 400 11 810 13 000 8 1.3e6 150 103
Table 5.1: Parameters of selected LHC magnet circuits. Inom is the nominal current
of the circuit, Imax is the maximum current of the power convertor, and LR is the time
constant of the magnet decay through the dump resistance (RD). The stored energy is
evaluated at the maximum current level.
1Naming conventions of the LHC magnets: MCD- magnet corrector decapole, MB- magnet bending
(dipole), MS- magnet sextupole, and MCS- magnet corrector sextupole.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 101
The operating temperature of superconducting switches for the LHC magnet circuits
is dependent upon the cooling that is available in the LHC machine. These LHC magnets
are powered by circuits that contain hybrid current leads that transport the magnet current
from 4.2 K to 300 K [81]. These leads have an HTS section between 4.2 K and 50 K and
a resistive copper section between 50 K and 300 K. The LHC also has a thermal screen
at 50 K to 75 K. If a superconducting switch is to be integrated into these circuits then
operation at 50 K is a possible choice as the switch can then utilise the available cooling
and also allow the existing designs of the HTS and resistive sections of the hybrid current
leads to be used. Operation at 50 K means that the parallel connected safety lead that
is required by the bypass-switch may only operate between 50 K and 300 K and so the
heat leak is less than if the switch were operated at lower temperatures. Alternatively the
safety lead could also protect the HTS part of the lead during energy extraction.
A proposal for the LHC upgrade is the replacement of some Nb-Ti bus-bars with MgB2
links [121]. This means that the temperature of the interface between the bus-bar and
HTS section of the hybrid current leads would be at about 20 K. Extending the length
of the MgB2 based bus-bar allows the current leads to be relocated in the lower radiation
environment of the side caverns. In addition to this there is 20 K helium gas available in
the LHC and and in this case there would also be the possibility of running the switch
at about 20 K. Operating superconducting switches at 20 K would have benets over
50 K operation. Fewer tapes would be required to carry the magnet current due to the
increase in critical current with decreasing temperature. Less heater energy per length
would be required to warm the switch from Top to Tcs as the specic heat capacity is lower
at 20 K than at 50 K. Magnesium diboride based tapes, which are cheaper than YBCO
based tapes, could also be used as the switch superconductor. However, a longer length
of switch may be needed if the required dump resistance is also to be developed at lower
temperatures due to the reduction in normal state resistivity at lower temperatures.
5.1.1 Description of Existing Magnet Circuits in which Superconducting
Switches could be Used
In order to put this study into superconducting switches on a realistic footing, examples
of real LHC magnet systems are considered. The LHC MCD magnet circuits consist of 16
chains of 77 corrector magnets that have a maximum current rating of 600 A. Each chain
has a total circuit inductance of 30.8 mH and a maximum stored energy of 5.5 kJ [3]. In the
event of a problem in the circuit the magnet energy is dissipated in a 0.7 
 resistor that
is at room temperature. This resistor is normally bypassed through a normally closed
mechanical breaker that opens in 15 ms leading to 95 % of the magnet energy being
discharged in 80.9 ms after the initiation of switch opening. Figure 5.1 shows the existing
MCD magnet circuit layout and Figure 5.2 the modelled energy extraction prole for the
















Figure 5.1: Circuit diagram for energy extraction in the LHC MCD magnet circuits.








95% Discharge in 81 ms





















Figure 5.2: Energy discharge prole for the LHC MCD magnet circuits operating at
the maximum current of 600 A (nominal current is 550 A).
5.1.2 Application of Superconducting Switches to Typical Magnet Cir-
cuits
5.1.2.1 Energy Extraction Using a Superconducting Bypass-Switch
The mechanical bypass-switch in the LHC MCD magnet circuits could be replaced with a
superconducting bypass-switch. The gradual transition of a superconducting switch means
that it has the potential to reduce the peak voltage during energy extraction whilst still
meeting the magnet energy dissipation requirements. The advantages and disadvantages
of such a superconducting bypass-switch are described in Section 3.1. In the LHC MCD
magnets the operating temperature of a superconducting switch could be at either 50 K or
20 K for the reasons described at the start of Section 5.1. The circuit diagrams for energy
extraction from the LHC MCD magnet circuits with superconducting bypass-switches
operating at both 50 K and 20 K are shown in Figure 5.3.
To ensure that a large fraction of the magnet energy is dissipated in the dedicated dump
resistor the switch resistance needs to be larger than the dump resistance so that the switch
is eectively bypassed. For example, a switch resistance of twenty times the resistance of
the dump resistor will result in over 95 % of the magnet energy being dissipated in the



















































(a) Superconducting switch at 50 K. The safety lead
can be used to bypass just the switch or to bypass






































































(b) Superconducting switch at 20 K.
Figure 5.3: Magnet circuit layout with a superconducting bypass-switch, safety lead,
and warm dump resistor. (a) is for when the bypass-switch operates at 50 K and there is
a Nb-Ti bus-bar, (b) for when the switch operates at 20 K and there is a MgB2 bus-bar.
are needed to carry the 600 A magnet current due to the higher critical current at this
lower temperature. The required switch length when the switch resistance is developed
just above Tc is given in Table 5.2 for MgB2 and YBCO based switches when there is a
0.7 
 dump resistor. If the switch resistance was developed at higher temperatures then
less conductor would be required due to the higher resistivity of the tape. However, more
heater energy would be required to warm the switch to this higher temperature.
YBCO based switch MgB2 based switch
Top No. of L (total) No. of L (total)
(K) tapes (m) tapes (m)
20 2 465 1 425
50 3 1 046 - -
Table 5.2: Required conductor length for superconducting bypass-switches to dissipate
over 95 % of the magnet energy in a 0.7 
 dump resistor. The operating current is
600 A and the stored energy is 5.5 kJ. Lengths are given for switches formed of stainless
steel clad YBCO, which was produced by American Superconductor, and also MgB2 in
70%(70%Cu-30%Ni), 11%Nb matrix, which was produced by Columbus.
5.1.2.2 Energy Extraction Using a Superconducting Dump-Switch
Superconducting dump-switches have simpler energy extraction schemes than bypass-
switch based circuits as there is no dump resistor. As for superconducting bypass-switches,
potential operating temperatures for dump-switches in the LHC 600 A circuits are 50 K
and 20 K (Section 5.1). The circuit diagrams for energy extraction from the LHC MCD
magnet circuits with superconducting dump-switches operating at both 50 K and 20 K
are shown in Figure 5.4.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 104
Superconducting dump-switches have the potential to reduce the peak voltage during en-
ergy extraction, meet the magnet energy discharge requirements, and require less length
and less heater energy than superconducting bypass-switches. The required length of
superconductor for a dump-switch that develops the dump resistance of 0.7 
 at a tem-
perature just above Tc is given in Table 5.3. Developing the dump resistance at higher
temperatures will reduce the required conductor length but may increase the required
heater energy. The advantages and disadvantages of such a superconducting dump-switch


























































































(b) Superconducting switch at 20 K.
Figure 5.4: Magnet circuit layout when the energy is dissipated in a superconducting
dump-switch. (a) is for when the dump-switch operates at 50 K and there is a Nb-Ti
bus-bar, (b) for when the switch operates at 20 K and there is a MgB2 bus-bar.
YBCO based switch MgB2 based switch
Top No. of L (total) No. of L (total)
(K) tapes (m) tapes (m)
20 2 24 1 21
50 3 52 - -
Table 5.3: Required conductor length for superconducting dump-switches that have
0.7 
 dump resistance just above Tc. Lengths are given for switches formed of stainless
steel clad YBCO produced by American Superconductor and also MgB2 in a 70%(70%Cu-
30%Ni), 11%Nb matrix produced by Columbus.
5.1.2.3 Cooling of a Superconducting Switch
Superconducting switches are suited to be operated adiabatically as the heater energy
must just be sucient to trigger the switch. If the switch was cooled then more heater
energy may be required to make up for the heat loss to the surroundings. Overheating
of an adiabatic switch can be avoided by ensuring that there is sucient thermal mass to
absorb the energy from the magnet and the heater. A potential switch conguration is aChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 105
spiral bilar winding of the heater and superconductor. In such designs the diusion time
from the center of the switch to the surroundings would be slow relative to the switching
time and so the switch is eectively adiabatic. Cooling between the layers, like that used
in fault current limiters [26], is less well suited to energy extraction switches as the switch
must not recover as the current decreases. In fault current limiters the superconductor is
required to quickly recover once the current decrease to acceptable levels.
The experimental switches (Chapter 4) were tested in pool boiling nitrogen with 100 m
of insulation between the switch and the cryogen. In these experiments fast switching
times were recorded and the cooling was not seen to play a large part over the switching
time scales.
In order to prevent the heat from being conducted out of the switch and into the current
leads or bus-bars, quench stoppers could be added at the interconnect. These quench stop-
pers could be copper blocks that have a suciently high thermal mass and low electrical
resistance to arrest the propagation of quench along the conductor. Similar blocks are
used at the interconnection between the HTS part of the LHC current leads and the LTS
bus-bar [122]. For recovery to the normal state when the magnet chain is re-powered the
switch could be re-cooled by conduction or via controlled helium gas ow.
5.2 Design and Characteristics of HTS Switches
A possible application of a superconducting switches is to use YBCO based switches in,
for example, the LHC MCD magnet circuits. Other potential LHC magnet circuits, op-
erating temperatures, and choice of superconductor were described Section 5.1.2. This
section describes the discharge characteristics of switches that are based stainless steel
clad YBCO and operate at 50 K. In this analysis it is assumed that switches have heaters
which instantly heat up to an initial heater temperature (THI). This is equivalent to a
fast capacitor discharge circuit. This approach allows decoupling of the heater electrical
circuit in order to investigate the design parameters of the switch. Switches that have
capacitor discharge powered heaters are also examined to investigate the interplay of the
heater circuit and magnet circuit. The discharge characteristics of both dump-switches
and bypass-switches are compared to the existing discharge characteristics to assess their
suitability for energy extraction. The existing discharge characteristics are modelled by
switching a 0.7 
 dump resistor into the circuit at 15 ms.
5.2.1 Conguration of YBCO Based Switches
Thermally activated superconducting switches, whether of the bypass-switch type or dump-
switch type, contain a length of superconducting tape that has a heater distributed along
its length. There is an insulation layer between the two separate electrical components,Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 106
as shown in Figure 5.5. The physical layout of superconducting switches was described in
more detail in Section 3.2. The choice of materials and size of the switch depend upon the
required magnet discharge characteristics and the switch's operating conditions. The prop-
erties of dierent materials that may nd use in superconducting switches are described
in detail in Chapter 2. The properties of the materials that are used in this YBCO based
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Figure 5.5: Physical layout of a superconducting switch based on stainless steel clad
YBCO.
































































































Figure 5.6: Superconducting properties for stainless steel clad YBCO produced by
American Superconductor. Shown are the engineering critical current density (measured
at CERN), the heat generation when the tape is carrying 200 A, and the normal state
resistivity (measured at the University of Southampton).Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 107
The superconductor layer is stainless steel clad YBCO as it has a high normal state
resistivity and can operate at 50 K temperatures. Tapes of copper clad YBCO and BSCCO
in a silver alloy matrix are currently more widely used than the stainless clad YBCO but
their low normal state resistivity means that prohibitively long lengths would be required
to develop the required resistance. Stainless steel clad YBCO can be considered to have
a fast diusion time (Section 3.7.1) and so the lumped approximation can be used for
this layer. The density (), width (W), thickness (), superconductor lling factor (),
and the critical temperature (Tc) are given in Table 5.4 [44]. The n-value is a function of
temperature and is 25 at 77 K, falling to 5 at Tc. For operation at 50 K, three tapes are
required to be used in parallel giving the switch a critical current of 660 A. The resistivity,
critical current density, and heat generation are shown in Figure 5.6. The temperature
dependent and integrated values of specic heat capacity and thermal conductivity are
shown in Figure 5.7. The full range of material properties are given in Chapter 2.
Superconductor W    Tc
(mm) (mm) (kg/m3) (%) (K)
YBCO 4.33 0.15 8518 0.67 89
Table 5.4: Properties of stainless steel clad YBCO tape produced by American Super-
conductor.
The heater layer is a standard resistance heater that in the switches instantly heats to
an initial temperature of THI. The material used for the heater is stainless steel as it has
high resistivity and is suitable for use in a cryogenic environment. In order to provide
uniform heating to the superconductor, the heater has the same length and width as the
superconductor. A heater thickness of 0.05 mm is used. The heater layer also has a fast
diusion time and so the lumped approximation is valid for this layer. The temperature
dependent and integrated values of specic heat capacity and thermal conductivity for
stainless steel 304 are shown in Figure 5.7.













































































(a) Temperature dependent values.



































































(b) Integrated values from 4.2 K.
Figure 5.7: Thermal conductivity and specic heat capacity of materials used in the
stainless steel clad YBCO (YBCO SS) based switch. (a) shows the temperature values
and (b) the integrated values from 4.2 K. The YBCO tape was produced by American
Superconductor.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 108
The insulation layer between the superconductor and heater is required to provide good
electrical insulation and to have high thermal diusivity. Polyimide insulation was chosen
for these switches as it provides good electrical insulation and is suitable for use in a cryo-
genic environment. Its exible tape form means that it is well suited to switches that are
wound into coils. An insulation thickness of 76.2 m is used to provide a practical level
of insulation [112]. A thickness of 5 m could theoretically provide adequate electrical
insulation, but in practice this could easily suer from damage. The 76.2 m insulation
thickness could be built up from 3 layers of 25.4 m thickness to reduce the chance of pin
holes degrading the insulation. However, multiple layers of insulation would also increase
the complexity of manufacturing the switch. This thickness of polyimide is on the limit
of what can be eectively modelled with the lumped approximation (Section 3.7.1). The
temperature dependent and integrated values of specic heat capacity and thermal con-
ductivity are shown for both epoxy and polyimide in Figure 5.7. A commercial polyimide




[112] that is commonly available
in 25.4 m and 12.7 m thicknesses.
5.2.2 Discharge Characteristics of the MCD Magnets when Using a
YBCO Based Bypass-Switch
Energy extraction from the MCD magnet chain was modelled with the superconducting
bypass-switch based scheme described in Section 5.1.2.1. This bypass-switch operated
at 50 K and had the design described in Section 5.2.1. This design is a switch that is
not optimised and has a heater that instantaneously warms to 300 K. The initial heater
approximation is valid when the heater is powered by a fast capacitor discharge as discussed
in Section 5.3.11. The discharge characteristics are shown in Figure 5.8. A log time scale
is used to show the switching characteristics at early time scales as well as the nal state
of the switch when all of the magnet energy has been dissipated. Time zero is where the
heater instantly rises to its initial temperature. The modelled discharge characteristics of
the existing mechanical switch are also shown for comparison. In the LHC MCD circuits a
0.7 
 dump resistor is switched into the circuit after 15 ms; this results in a peak voltage
of 420 V. The magnet chain then has an exponential decay with 95 % of the energy being
dissipated in 81 ms.
The top pane of Figure 5.8 shows the temperature evolution of the heater and supercon-
ductor layers. The large initial temperature gradient between the heater at 300 K and
the superconductor at 50 K results in high heat transfer from the heater, through the
insulation, to the superconductor. This causes the superconductor to rapidly warm and
it reaches its Tcs (200 A) of 55 K about 1 ms later. As the current bypass the switch the
current sharing temperature will increase due to the Jc(T) characteristics. The heat gen-
eration in the current sharing regime is insignicant compared to the heat that is provided
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Figure 5.8: Switching characteristics of a HTS bypass-switch. The top pane shows the
thermal histories of the heater (TH) and superconductor (TS). The middle pane shows
the magnet current (IL) decay and energy dissipated (ED) for the HTS bypass-switch
and for a mechanical switch, both with a 0.7 
 dump resistor. The bottom pane shows
the circuit voltage (V ) and the dump resistance (RD) for the two systems. Time zero is
when the heater temperature instantly rises to THI.
itself due to the parallel connected dump resistor. In 3 ms the dump resistance grows to
83 m
 with a superconductor temperature of 62 K, this causes the circuit voltage to rise
to 50 V (lower pane) and the magnet current to decay by 1 A (middle pane). After 11 ms
TS has increased to 82 K with a corresponding switch resistance of 1.84 
; the total dump
resistance is 0.5 
 due to the presence of the 0.7 
 resistor in parallel. The increase in
resistance results in the magnet current decaying to 550 A
The superconductor reaches its Tc of 89 K after about 15 ms, with 27 % of the magnet
being discharged whilst the superconductor is still in the current sharing regime. At just
above Tc the dump resistance of the HTS bypass-switch system has reached 0.66 
 and
has reduced the magnet current to 513 A. The peak voltage with HTS bypass-switch was
341 V, at which point 93 % of the current was owing in the dump resistor. The dump
resistance of the HTS bypass-switch system gradually increases from 0.66 
 to 0.68 
 due
to warming of the fully normal superconductor. After 15 ms the magnet current has a
close to exponential decay due to the almost constant dump resistance. The HTS switch
system has a slightly slower decay rate than the mechanical-switch system due to its lower
dump resistance. However, the magnet is discharged sooner due to the earlier onset of
energy dissipation with 95 % of the energy being dissipated after 76 ms compared to 81 ms
for the existing setup. The heat ow within the switch is always from the heater to theChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 110
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Figure 5.9: Currents in the magnet, switch, and dump resistor during energy extraction
with a superconducting bypass-switch and with the existing mechanical bypass-switch.
Inset is the circuit diagram of the energy extraction scheme; the power convertor is by-
passed during energy extraction.
superconductor, with the temperatures equalizing to 151 K at a time greater than 0.235 s.
At this time the magnet current has decayed to 4 A and over 99.9 % of the magnet energy
has been dissipated.
This HTS bypass-switch, which was not optimised, discharged the magnet in about the
same time and with a slightly lower peak voltage than the mechanical switch system
(Figure 5.8). However, the switch required a long length of conductor (1 km - Table 5.2)
and a large amount of heater energy (189 kJ), both of which are too large to be practical.
One of the purposes of a bypass-switch is to dissipate the magnet energy at warm in a
dedicated dump resistor. The heater energy required for this HTS bypass-switch (189 kJ)
is 35 times higher than the energy stored in the relatively low energy MCD magnet circuits
(5.5 kJ). The reason for such a large required length and energy is that the switch must
develop a high resistance to shunt the current into the dump resistor. If the switch only
had to develop the dump resistance then the length could be reduced by 20 times with a
corresponding decrease in heater energy. As dump-switches have no parallel resistor they
have these reduced length and energy requirements. The discharge characteristics of such
a dump-switch are described in the next section.
5.2.3 Discharge Characteristics of the MCD Magnets when Using an
YBCO Based Dump-Switch
A reduction in length and heater energy can be achieved by dissipating the magnet energy
in a dump-switch as the switch must only develop a dump resistance of 0.7 
. The
dump-switch based energy extraction scheme for the MCD magnet circuits is describedChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 111
in Section 5.1.2.2. This dump-switch that is operated at 50 K has a design described in
Section 5.2.1. This design is for a switch that is not optimised and has a heater that
instantaneously warms to 300 K. Developing this resistance at just above Tc requires a
dump-switch that is 53 m long; this requires 9.45 kJ of heater energy. As the magnet energy
is also dissipated in the switch, a total of 15 kJ of energy is deposited in the dump-switch.
This is 12.6 times less than the heater energy that was deposited in the corresponding
bypass-switch. The discharge characteristics obtained with both the dump-switch and the
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Figure 5.10: Switching characteristics of a HTS dump-switch. The top pane shows the
thermal histories of the heater (TH) and superconductor (TS). The middle pane shows
the magnet current (IL) decay and energy dissipated (ED) for the HTS dump-switch and
for a mechanical switch with a 0.7 
 dump resistor. The bottom pane shows the circuit
voltage (V ) and the dump resistance (RD) for the two systems.
The top pane of Figure 5.10 shows the temperature history of the switch. The switch
operates at 50 K and in this case the heater instantly warms to 300 K with an associated
linear temperature gradient across the insulation layer. Due to this large temperature
gradient heat from the heater ows to the superconductor, which begins to warm and
reaches Tcs of 55 K about 1.1 ms later. The heat generation in the current sharing regime
contributes to the heating of the superconductor that would otherwise have slowed down
due to the reduction in heat conduction through the insulation due the reducing tem-
perature dierence between the heater and the superconductor. In the current sharing
regime the superconducting tape develops a voltage (lower pane of Figure 5.10) and the
magnet begins to discharge (middle pane) with the energy being dissipated in the dump-
switch. The heat generation and circuit voltage continue to grow with the superconductorChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 112
reaching its Tc of 89 K after about 9 ms, with 10 % of the magnet energy having being
dissipated in the current sharing regime. The mechanical switch has an opening time of
15 ms, at which point a 0.7 
 dump resistor is instantly switched into the circuit causing
the magnet to start to discharge with the resulting peak circuit voltage being 420 V. By
this time the dump-switch, which is now fully normal with an HTS temperature of 116 K,
has dissipated 34 % of the magnet energy and reduced the magnet current by 112 A,
with a peak circuit voltage of 444 V. This dump-switch with a resistance of 0.7 
 at Tc
discharges the magnet much faster than an equivalent mechanical bypass-switch system;
95 % of the magnet's energy was discharged in 49 ms, compared to 81 ms obtained with
the mechanical switch system. The peak circuit voltage is only marginally higher, 444 V
compared to 420 V. In this design of dump-switch the heat always ows from the heater
to the superconductor and so the heater never acts as a heat sink. After 235 ms all of the
magnet has been discharged and the temperature within the switch is uniform at 189 K.
This non-optimised superconducting dump-switch comes close to matching the magnet
discharge prole obtained with the mechanical switch and dump resistor system. Fur-
thermore, it required twenty times less length of superconductor and heater energy than
the equivalent superconducting bypass-switch. In order to achieve the required magnet
discharge characteristics, the length of conductor needs to be rened to reduce the peak
voltage. The length and initial heater energy can be optimised to give a dump-switch with
low heater energy requirements. This switch model features an instantaneous heater that
resulted in high thermal gradients across the insulation; there is scope for optimising the
heater to reduce these internal thermal gradients.
5.2.4 Application of HTS Switches to Magnet Circuits such as MCD,
Bypass- or Dump- Type?
Superconducting dump-switches and superconducting bypass-switches can meet the en-
ergy extraction requirements of the MCD circuits. Superconducting dump-switches can
achieve this with practical lengths of superconductor and practical heater energies; super-
conducting bypass-switches are not practical due to the long lengths of superconductor
and high heater energies that they require. A superconducting bypass-switch for the LHC
MCD magnet circuits that operates at 50 K, requires 1046 m of superconductor and an
input heater energy of 189 kJ, much higher than the 5.5 kJ of magnet circuit energy that
is to be dissipated. Superconducting bypass-switches may be more suited to high energy
circuits that require bypass switches and energy extraction at warm due to the larger mag-
net energies involved; for example the 1.3 GJ LHC main dipole circuits. Superconducting
dump-switches require less length and less heater energy and are suitable for low and
medium energy circuits. The optimisation of dump-switches is discussed in the following
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5.3 Optimisation of HTS Dump-Switches for 600 A Magnet
Circuits Similar to MCD
The starting design of the switch to be optimised is the same design as the above initial
heater temperaure switches, with each design aspect then being considered in turn. The
superconductor layer is stainless steel clad YBCO, there is a stainless steel heater layer that
instantly warms to an initial temperature, and there is 76.2 m of polyimide insulation.
The operating temperature is 50 K and 3 tapes are used in parallel.
5.3.1 Required Magnet Discharge Characteristics
Before optimising a dump-switch for energy extraction it is necessary to consider what
are the required magnet discharge characteristics. Any energy extraction scheme is a
compromise between quickly reducing the magnet current so that a quenching magnet
does not overheat, yet still having a low enough dIL
dt so that the discharge voltage does
not exceed the allowable limits. The LHC existing energy extraction schemes achieve
this compromise and so any proposed system must be equal to or better than the existing
system, with the decaying magnet current never higher than that obtained with mechanical
switch.
The peak circuit voltage should not be greater than the peak circuit voltage obtained with
the mechanical switch so that the existing magnet insulation can be used. A supercon-
ducting switch may also allow a reduction in the peak circuit voltage due to the non-linear
resistance and a faster initiation of current decay leading to a more gradual transition and
lower dIL
dt .
It is not sucient to simply set an arbitrarily high threshold, such as 95 %, of the energy to
be discharged in the same time as the existing mechanical switch and warm dump system.
The reason for this is that it is conceivable to have a dump-switch that is initially too
slow to act but then rapidly achieves a high resistance (> 0.7 
). Such a switch could be
made to discharge 95 % of the magnet energy in the required time, but at times less than
the 95 % threshold the magnet current would be higher than in the existing system. This
could result in unacceptable temperature rise in a quenching magnet.
The required magnet discharge characteristics are such that:
 The current in a discharging magnet must never be higher than that obtained with
the existing mechanical switch and dump resistor at any given time.
 The peak circuit voltage must not be higher than that obtained with the existing
mechanical switch and dump resistor, and should be minimised with respect to al-
ternate dump-switch designs.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 114
5.3.2 Minimisation of Switch Length that Meets the Discharge Require-
ments
The thermal characteristics of bypass-switches and of dump-switches are similar during
the initial switching phase, before signicant magnet energy dissipation, as both switches
have the same switch layout and receive the same heater energy per unit length. The
switching characteristics are dierent in the dumping phase. The electrical characteristics
are dierent as the dump resistance of the dump-switch system has a strong dependence
on temperature. The temperature dependence of the dump resistance of the bypass-switch
system is less due to the presence of a parallel resistor that limits the overall resistance
growth. The thermal characteristics are also dierent as the superconducting tape in the
dump-switch receives much more magnet energy than in the bypass-switch.
The simplied dump-switch model described in Section 5.2.3 did not meet the magnet
discharge requirements as it developed too high a resistance causing a fast magnet decay
rate and a high peak voltage (440 V). The bypass-switch did not have this high peak
voltage as the resistance was limited by the parallel dump resistor. Reducing the dump
resistance of the dump-switch would lower the magnet decay rate and the peak voltage.
The resistance can be reduced by reducing the length of the dump-switch. The thermal
proles of dump-switches having dierent lengths are shown in Figure 5.11.
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Figure 5.11: Eect of changing the length on the thermal proles of a superconducting
dump-switch.
Decreasing the total length (Ltot) of conductor does not change the initial thermal proles
(Figure 5.11) as this regime is dominated by the heater and insulation, which is the same
per unit length for each design. The thermal proles diverge after 16 ms due to the
deposited magnet energy per unit length being dierent for the three switch designs. The
shorter switches receive more magnet energy per unit length and so have a correspondingly
higher nal temperature. This increase in temperature means that the superconductor
temperature exceeds that of the heater and so the direction of heat ow is reversed and
the heater acts as a heat sink.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 115






























(a) Magnet current decay.


































Figure 5.12: Eect of changing the length on the current decay (a) and on the energy
dissipation (b).
Decreasing the switch length to 20 m and 24.9 m results in the switching characteristics
shown in Figure 5.12. The magnet current decay with these shorter designs of switch
start at about the same time (5 ms) as the same insulation and heater is used, but the
subsequent decay rate is slower due to the shorter lengths decreasing the resistance. The
Ltot of 20 m is too short a switch as the current decay is so slow that after 24 ms the
magnet current is always greater than that obtained with the mechanical switch setup
and so the magnet discharge requirements are not met. The Ltot of 24.9 m has a magnet
current decay rate that is slower than the dump-switch having a resistance of 0.7 
 at Tc
(Ltot 53 m), but as the current decay starts earlier the current is never more than that
obtained with the existing setup and so the magnet decay requirements are met.





























































Figure 5.13: Eect of changing the switch length on the circuit voltage (a) and on the
dump resistance (b).
The peak circuit voltages (Figure 5.13) of the shorter designs are lower than that obtained
with the mechanical switch, but the longest switch has a peak voltage that is slightly higher
and so does not meet the magnet discharge requirements. Comparing the magnet decay of
the superconducting dump-switches and the mechanical switch shows that a slower dump-
switch could be used and this would result in a lower peak voltage. The minimum lengthChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 116
of switch is the one that results in the magnet decay current criterion being met with the
minimum voltage.
A switch total length of 24.9 m (three tapes of 8.3 m) is the minimum length that meets
the magnet discharge requirement for these operating conditions. The discharge current
criterion is met and the peak circuit voltage is also minimised. However, this length is
only the minimum for these operating conditions and will change as the design parameters
are changed.
5.3.3 Performance Metrics for Superconducting Switches
The previous section (Section 5.3.2) showed that length of a dump-switch is not a free
parameter as it must be rened in order for the switch to meet the magnet discharge
requirements. Switch length is a performance metric of a superconducting switch, but
it is not the only one as superconducting switches are complex devices that can have
their performance dened in multiple ways. In order to compare the performance of
superconducting switches that allow the correct magnet discharge but have dierent design
parameters it is necessary to dene the performance metrics for superconducting switches.
These metrics are described in turn below and are in addition to the magnet discharge
requirements detailed in Section 5.3.1.
The time when the magnet discharge is considered to be nished (F) is set to be the
same for all switches in order to allow comparison of the nal state of dierent switches.





extraction system plus the opening time of the mechanical switch. F represents the time
at which the magnet current has decayed by over 99 % of the original value in the existing
mechanical bypass-switch setup. For the MCD magnet circuits F = 235 ms, at which
point the bypass-switch has a temperature of 151 K, the magnet current has decayed to
4 A, and over 99.9 % of the magnet energy has been dissipated.
Heater energy (EH), should be minimised in order to reduce the energy being deposited
at cold, limit the temperature rise and thermal gradients in the switch, and to allow a
smaller capacitor bank to be utilized. Where the heater is powered by a capacitor discharge
circuit the heater energy is equal to the stored energy in the capacitor, where switches
with instantaneous heaters are used the energy is due to the enthalpy change from raising
the heater from the operating temperature to the initial heater temperature (THI).
Total length (Ltot) of the conductor is the switch length multiplied by the number of
strands. The switch length is optimised for a given set of design parameters in order to
meet the required magnet discharge characteristics, but dierent inputs result in dierent
optimum lengths. The total length should be minimised in order to have a smaller, lower
mass switch and also to decrease the cost of the switch.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 117
Peak voltage (Vmax) of the magnet circuit during energy extraction, which is required
to be never more than the existing, should also be minimised in order to reduce the insu-
lation requirements and chance of arcing in the magnet circuit. The existing mechanical
switch based energy extraction schemes have a xed dump resistance and the peak voltage
occurs at the moment that this is switched into the circuit. For the LHC MCD magnet
circuits Vmax is 420 V. However, superconducting switches develop the dump resistance
more gradually and so the magnet current will have already started to decay before the
maximum resistance is attained, potentially resulting in a lower peak voltage. As the rate
of decay of magnet current and the maximum dump resistance depend on the design of
the superconducting switch it is possible to minimise the peak magnet circuit voltage.
Maximum dierence in temperature (jTH TSjmax) in the switch between the heater
and superconductor layers should be minimised to reduce the internal thermal gradients
and thus stresses in the switch. For switches where the heater instantly warms up the
maximum dierence tends to be (THI   TSI) but for capacitor discharge powered heaters
the maximum temperature dierence may occur later.
Average dierence in temperature (T) in the switch between the heater and super-






jTH   TSjdt: (5.1)
Time zero is when the capacitor discharge begins, or when the heater instantly warms up
to THI.
Final temperature of the switch (TF) is the average temperature of the heater and
superconductor layers at F. The nal temperature of the switch (TF) should be below
300 K to avoid overheating but should also be minimised to prevent high thermal gradients
within the system that the switch is integrated into as these could lead to damage due to
thermal stresses. A high nal temperature also increases the cryogenic cost of switching
and the subsequent re-cooling of the switch.
In summary the performance metrics of a superconducting switch, which should all be
minimised, are:
1. Heater energy, EH.
2. Total length, Ltot.
3. Peak voltage of the magnet circuit, Vmax.
4. Maximum temperature dierence, jTH   TSjmax.
5. Average temperature dierence, T.
6. Final temperature, TF.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 119
and so a longer switch is required to achieve the required discharge characteristics. For
the cases considered, the superconducting dump-switch clearly has a smaller area and thus
better performance than the bypass-switch; performance scores based upon the star plot
area can be used to compare switches where it may not be immediately apparent as to
which design is better.
Area score is dened as 1
area of the star plot and so higher values represent better per-
forming switches. The area score will indicate the performance of a single switch or allow
comparison of switches having dierent parameters based on the absolute area of the star
plot. Figure 5.15 shows area scores from the above star plot ( Figure 5.14) for the super-
conducting bypass-switch described in Section 5.2.2 and the superconducting dump-switch
described in Section 5.3.2. The area score is much higher for the dump-switch than for
the bypass-switch. This is due to the large star plot area of the bypass-switch that results
from the long lengths and high energies that are required. One problem with using abso-
lute area is that performance metrics that have high values (e.g. EH) with respect to the
others can distort the score and so it would be possible for a better performing switch to
be penalised for having a heater energy that was only relatively only slightly more than
other switches but the magnitude of the increase dominates the star plot area. For this






































Figure 5.15: Relative and area scores for superconducting bypass and dump switches.
Relative scores are are read on the left axis; area scores are read from the right axis.
Higher performing switches have higher scores and are a lighter colour at the top
Relative score is used for comparing dierent switches and is related to the area score,
but the area is scaled relative to the other switches. For each performance metric, the
values are scaled between 1 and 2 with 1 representing the minimum value and 2 the
maximum value. Scaling the minimum to 1 rather than the 0 prevents the existence of
false zero areas, which would occur if a switch was the best performer in all but one
of the categories. The inverse of the enclosed area of the star chart with these relativeChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 120
dimensions is then calculated. To improve readability the scores are scaled to the best
switch having a value of 10. Figure 5.15 shows relative scores calculated from scaling
the above star plot (Figure 5.14). The relative scores indicate that the dump-switch is
still the better performing switch but the relative score of the bypass-switch is now more
signicant to reect that in one case, (TF), it out performs the dump-switch and in another,
jTS   THjmax, it performs equally well.
When comparing the performance of the switches a more complete description of perfor-
mance is gained if both the relative and area scores are used in-conjunction with the star
plot. For the examples chosen, in a comparison of the bypass-switch and the dump-switch
both the relative and area scores show that the dump-switch has a higher performance
and the star plot shows that it out performs the bypass-switch on all of the performance
indicators except the nal temperature, which is 230 K compared to 152 K for the bypass-
switch.
5.3.4 Heater Energy
In order achieve fast thermal diusion through the insulation the initial heater temperature
for the above switches was set to 300 K. However, a THI of 300 K is not ideal as it requires
a high input heater energy (4.5 kJ) and also leads to high internal thermal gradients
that can stress the switch. Therefore switches with a high THI perform badly on the EH,
jTH  TSjmax, and T performance metrics. Reducing the initial heater temperature will
reduce the thermal gradients and may also reduce the required heater energy. If a lower
THI is used then the thermal diusion will be slower leading to a delay in an onset of
magnet current decay. This requires a longer and thus more resistive switch to be used in
order to meet the magnet discharge requirements.
Reducing the initial heater temperature to a lower temperature of 200 K will result
in the thermal proles shown in Figure 5.16. Lowering THI requires the length to be re-
optimised in order to meet the magnet circuit discharge requirements, the new required
total length for THI of 200 K is an increase to 34.5 m from 24.9 m. The temperature traces
of a switch with too long a length (39 m) and too short a length (30 m) are also shown,
as is the THI 300 K design with a length of 24.9 m. The thermal proles of the three THI
200 K switches are very similar up to 30 ms as they have the same heater energy per unit
length and the same heat conduction per unit length through the insulation. However, the
heat deposited in the switch due to the discharge of the magnet is greater per unit length
for the under length switch and so it has a higher nal temperature; the over length switch
receives less magnet energy per unit length and so it has a lower nal temperature. On all
three THI 200 K switches the kink in the rise in superconductor temperature at 13 ms
that is due to the dissipation of magnet energy is more noticeable than in the THI 300 K
designs as the magnet energy is more signicant with respect to the heater energy. TheChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 121
heater layer in the THI 200 K switches also starts to acts as a heat sink earlier (40 ms)
than the THI 300 K design (62 ms).
























TH, THI 300 K, Ltot 24.9 m
TS, THI 300 K, Ltot 24.9 m
TH, THI 200 K, Ltot 34.5 m
TS, THI 200 K, Ltot 34.5 m
TH, THI 200 K, Ltot 30 m
TS, THI 200 K, Ltot 30 m
TH, THI 200 K, Ltot 39 m
TS, THI 200 K, Ltot 39 m
Figure 5.16: Eect of changing the initial heater temperature on the thermal proles
of a superconducting dump-switch.
The lower initial heater temperature means that there is less initial heat conduction
through the insulation and so the time to reach Tcs is longer for the THI 200 K switches
than the THI 300 K ones. This causes a corresponding delay in the onset of magnet cur-
rent decay as shown in Figure 5.17(a). Due to the similar initial thermal proles of the
THI 200 K switches their magnet current decays start at the same time. However, as they
have dierent lengths they develop dierent resistances and so after initiation the resulting
magnet decays are also dierent. The longest, most resistive, switch has the fastest decay
and dumps the magnet energy faster than the optimised length THI 300 K design. The
shortest, least resistance, switch has the slowest magnet discharge and between 20 ms
and 65 ms it is too slow and has decreased the magnet current by less than the existing
mechanical switch based system. However, the resistance of this under-length switch con-
tinues to grow, speeding up the rate of magnet decay. This increase in resistance means
that after 65 ms the magnet current is lower than in the existing setup and the magnet
is discharged in a shorter time. The optimum length switch never has a current greater
than that obtained with the existing setup and also discharges the magnet faster than
the optimised THI 300 K design. These dierent rates of magnet current decay result in
dierent peak voltages.
The voltage traces during energy extraction are shown in Figure 5.17(b). All of the
switches, even with non-optimum lengths and fast magnet discharge times, have lower
peak voltages than that obtained with the existing mechanical switch. Until 15 ms the
THI 200 K switches have similar circuit voltages that are less than that obtained with the
faster initiating THI 300 K switch. After this time the rate of voltage increase decreases as
a function of switch length and thus resistance. The longest, most resistive, switch has the
highest peak voltage, the optimised length switch the next highest, and the under-lengthChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 122


























Mech. switch & 0.7   RD
THI 300 K, Ltot 24.9 m
THI 200 K, Ltot 34.5 m
THI 200 K, Ltot 30 m
THI 200 K, Ltot 39 m
(a) Magnet current decay.


























Mech. switch & 0.7   RD
THI 300 K, Ltot 24.9 m
THI 200 K, Ltot 34.5 m
THI 200 K, Ltot 30 m
THI 200 K, Ltot 39 m
(b) Magnet circuit voltage.
Figure 5.17: Eect of changing the length on the current decay (a) and on the circuit
voltage (b).
switch lower still. The shorter switches have lower resistances that cause slower rates of
magnet decay that lead to lower peak voltages. The THI 300 K design, which has the
shortest length, has the lowest peak voltage due to its more gradual current decay as a
result of its earlier discharge initiation and lower resistance.
Switch length as a function of THI is set by the rening of the length for a given
THI so that the superconducting dump-switch meets the magnet discharge requirements
(Section 5.3.2). The switching characteristics of switches with a range of initial heater
temperatures are described below, with Figure 5.18 showing the thermal proles. The
overall shapes of the curves are similar, with the THI 160 K design having a more pro-
nounced kink in the rise of the superconductor and the THI 220 K design having more
heat transfer from the superconductor to the heater. The higher (THI   TSI) of the THI
220 K design gives it the highest rate of heat conduction through the insulation layer with
a corresponding faster initial rate of temperature rise of the superconductor layer. Tcs is
reached in 2 ms and Tc in 13 ms, compared to 3 ms and 16 ms for the THI 185 K
switch. Between 10 ms to 20 ms there is a kink caused by the magnet energy accelerating
the temperature rise of the superconductor layer. This is more noticeable in the THI 160 K
design than the higher THI designs due to its initially lower rate of temperature rise that
results from the lower initial heat conduction through the insulation.
The faster initial temperature rise of the THI 220 K switch means that it has a shorter
delay to the onset of magnet current decay than the other two switches; this is shown in
Figure 5.19(a). This delay is 6 ms for the THI 220 K switch and 8 ms for the other
two. This longer delay means that the lower THI switches must more rapidly dissipate the
magnet energy (Figure 5.19(a)) in order to meet the magnet current decay requirements.
This fast current decay is achieved by increasing the resistance of the dump by means of
increasing the switch length. This has the disadvantage that once fully normal the longer
switches have a high resistance, which gives a fast discharge and leads to a high peak
voltage. The faster initiation of magnet current decay of the THI 220 K switch means thatChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 123























TH, THI 220 K
TS, THI 220 K
TH, THI 185 K
TS, THI 185 K
TH, THI 160 K
TS, THI 160 K
Figure 5.18: Eect of changing the initial heater temperature on the thermal proles
of a superconducting dump-switch.
it does not need to have as high a rate of dIL
dt and so can have a smaller resistance and
thus shorter length.






























(a) Magnet current decay.


































Figure 5.19: Eect of changing the initial heater temperature on the current decay (a)
and on the energy dissipation (b).
The short delay in onset of magnet current decay and lower dIL
dt of the THI 220 K switch
gives it the lowest peak voltage, as shown in Figure 5.20(a). The other two switches have
the same initial voltage prole until 16 ms at which time the dV
dt of the THI 185 K switch
starts to reduce reaching its peak of 330 V after 25 ms. At the same time the THI 160 K
switch has a peak of 530 V, 110 V more than that obtained with the existing setup. The
growth in resistance of the switches, shown in Figure 5.20(b), follows a similar pattern
with the THI 220 K switch starting earlier and having a more gradual resistance rise than
the lower THI switches that have similar initial resistance growths. The longer length of
the THI 160 K switch means that despite its lowest nal temperature it has the highest
nal resistance.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 124






























































Figure 5.20: Eect of changing the initial heater temperature on the circuit voltage (a)
and on the dump resistance (b).
Figure 5.21 shows the required switch length as a function of the initial heater temperature.
The same gure also shows the required heater energy and T. The long lengths required
by switches with a THI of less than 168 K give high resistances that result in peak voltages
greater than that obtained with a mechanical switch and dump resistor. As the input
heater energy is proportional to the length of the switch but inversely proportional to
THI there exists a minimum input heater energy. The relationship between THI and the
required heater energy is shown in Figure 5.21 where the upper bound of 300 K is the
maximum allowable temperature. The minimum input heater energy of 3.1 kJ occurs
with a THI of 185 K and a total switch length of 39 m. THI of 185 K is the minimum
heater energy switch, a THI of 220 K uses a higher energy but shorter length design,
and a THI of 160 K also requires higher energy but has lower internal thermal gradients.
Reducing THI to 185 K reduces the required heater energy to about two thirds of the THI
300 K design.
The performance metrics of dierent initial heater temperatures switches are shown in
Figure 5.22. The THI 185 K design requires the lowest heater energy, has thermal gradients
and a nal temperature close to the minimum, requires a middling length, and yields a
voltage  100 V less than that obtained with the mechanical switch and dump resistor.
The THI 220 K design gives the benets of a short conductor length and low peak voltage,
but this comes at the expense of a higher heater energy, high thermal gradients, and a high
nal temperature. The lowest initial heater temperature design gives the lowest thermal
gradients and nal temperature, but also requires the longest length, high heater energy,
and gives the highest peak voltage. The THI 300 K design allows the least amount of
conductor to be used and gives the lowest peak voltage, but it requires the highest heater
energy and results in the highest thermal gradients and nal temperature.
Figure 5.22 shows the performance of switches having dierent initial heater temperatures
in the form of a star plot. Figure 5.23 shows the performance scores of the switches based
upon the enclosed area of the star plot (see Section 5.3.3 for details of scoring). If theChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 126






































TH I 300 K TH I 220 K TH I 185 K TH I 160 K
Figure 5.23: Eect of changing the initial heater temperature on the performance of a
superconducting dump-switch.
Out of the four switch designs the best choice is the THI 185 K design as it requires the
least heater energy design, has low internal thermal gradients, and a low nal temperature,
without requiring too long a length or giving too high a peak voltage. However, it may
be benecial to operate the switch at a non-minimum heater energy, e.g. with a THI of
220 K, in order to reduce the required amount of superconductor and the peak voltage.
5.3.5 Operating Temperature
The operating temperature of a superconducting switch depends upon the system into
which it is integrated. For superconducting switches in the LHC potential operating tem-
peratures are 50 K or 20 K as discussed in Section 5.1. The previous sections investigated
the minimum heater for HTS switches operating at 50 K. Operating at 20 K would allow
the use of MgB2 as the switch superconductor and may also have benets for YBCO based
switches. This includes the use of shorter switch lengths due to less tapes being needed to
carry the magnet current as a result of the higher critical current at low temperatures.
An YBCO based switch operated at 20 K needs 23 m of stainless steel clad super-
conductor to achieve a dump resistance of 0.7 
 at just above Tc. This about half that
required by a similar switch operated at 50 K and is a result of one less tape being required
to carry the magnet current. The superconducting properties for operation at 50 K and
at 20 K are shown in Table 5.5. A switch that uses 23 m of stainless steel clad YBCO and
operates at 20 K will have the switching characteristics shown in Figure 5.24.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 127
Top No. of Ic Tcs
(K) Tapes (A) (K)
20 2 978 42
50 3 701 55
Table 5.5: Properties of superconducting switches based on stainless steel clad YBCO
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Figure 5.24: Switching characteristics of a stainless steel clad YBCO dump-switch that
operates at 20 K, has a THI of 300 K, and develops a dump resistance of 0.7 
 at just
above Tc.
The initial rate of temperature increase of the superconductor layer is faster than for
switches operated at 50 K as there is more heat conduction through the insulation due
to the higher temperature gradient. The lower specic heat capacity at low temperatures
also allows the superconductor temperature to rise more quickly. The faster temperature
rise coupled with the lower temperature margin (3.5 K at Top 20 K compared to 5 K at
Top 50 K) means that the switch enters the current sharing regime sooner and so there is
shorter delay until the onset magnet current decay. This delay, of 0.5 ms, is much less
than the 15 ms opening time of the mechanical switch and by the time the mechanical
switch opens this dump-switch has dissipated 30 % of the magnet's energy. This dump-
switch was designed to have a dump resistance of 0.7 
 at Tc, however, the heater energy
required for a THI of 300 K and the 5.5 kJ of magnet energy means that the switch heats
up to 225 K resulting in a dump resistance of 1.6 
. This higher dump resistance and
shorter time to initiation of magnet current decay leads to the dump-switch discharging
the magnet faster than in the existing setup. The higher rate of magnet current decay alsoChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 128
leads to high voltages during energy extraction with the peak voltage being 100 V higher
than that allowed. The length of this dump-switch is too long and it must be rened in
order to meet the magnet discharge requirements.
Renement of length for Top of 20 K is required, as it is for any parameter change
(Section 5.3.2), in order to nd the switch length that results in the magnet discharge
requirements being met. The required length of conductor for a switch that has an initial
heater temperature of 300 K and the conguration described Section 5.2, is unacceptable
as the maximum temperature is over 300 K. This is because a short length is required and
so the deposited magnet energy per unit length is high enough to over heat the dump-
switch. To avoid this overheating the heater energy must be reduced; in this switch case
this is achieved by using a lower initial heater temperature. Reducing the heater energy
also means that the required switch length is longer, therefore the magnet energy per unit
length that is dissipated is also reduced. Reducing THI to 200 K results in a switch that
meets the magnet discharge requirements when it has a length of 11 m. The maximum
temperature of this switch is 305 K, just above the 300 K limit. Switches with lower
initial heat temperatures that have the required switch length will also have maximum
temperatures less than the 300 K limit.













































Ltot, THI 50 K




























EH, THI 50 K
EH, THI 20 K
 T, THI 50 K
 T, THI 20 K
Figure 5.25: Required total switch length, total heater energy, and T for switches
operating at 20 K and at 50 K where the heater is instantly warmed to an initial heater
temperature. Circles represent results of analyses.
Switch length as a function of THI for Top of 20 K may allow a reduction in the re-
quired heater energy as it did for switches operating at 50 K (Section 5.3.4). The required
switch length, heater energy, and T for stainless steel clad YBCO switches operating at
20 K are shown in Figure 5.25. The results from operation at 50 K are shown for compar-
ison. Reducing Top to 20 K approximately halves the required length of conductor. This
shorter length results in the required heater energy being reduced by over two thirds. The
shorter required length means that the magnet energy per unit length increases and so
the initial heater temperatures can also not be as high or else the total energy per lengthChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 129
may cause the switch to overheat. The sensitivity of the heater energy to the initial heater
temperature is less at Top of 20 K than Top of 50 K due to the limited upper THI of low
temperature operation and the less steep rise in required length with decreasing THI. The
minimum heater energy occurs at similar THI for both operating temperatures, 185 K for
Top of 50 K and 182.5 K for Top of 20 K, but the shorter length, 12.8 m compared to 39 m,
means that even though the temperature rise is more the heater energy has been reduced
from 3 kJ to 1 kJ. The thermal gradients within the switch are much higher for low tem-
perature operation due to the high initial temperature gradients and also the increased
temperature rise of the superconductor layer due to the greater magnet energy per unit
length that is deposited.

























TH, Top 50 K, THI 185 K
TS, Top 50 K, THI 185 K
TH, Top 20 K, THI 182.5 K
TS, Top 20 K, THI 182.5 K
Figure 5.26: Thermal proles of YBCO based dump-switches operating at 20 K and at
50 K.
The thermal proles of the minimum energy switches that operate at 50 K and 20 K are
shown in Figure 5.26. The faster temperature rise of the switch operating at 20 K is due
to the greater heat conduction through the insulation as a result of the higher thermal
gradients and the lower specic heat capacity of the switch at lower temperatures. At
about 8 ms the magnet current decay (Figure 5.27(a)) for both switches begins causing
the superconductor temperature rise of the two switches to speed up. This kink at about
10 ms to 15 ms is more pronounced for the lower operating temperature switch as it has
a shorter length and so receives more magnet energy per unit length.
At 12.5 ms the superconductor temperature of the Top 20 K switch equals that of the Top
50 K switch at 75 K. The Top 20 K design reaches Tc after 14 ms and the Top 50 K design
after 16 ms. The magnet energy that was dissipated in the current sharing regime was 5 %
and 10 % respectively (Figure 5.27(b)) The superconductor temperature of the Top 20 K
switch continues to grow rapidly equalling that of the heater after 21 ms and at 147 K.
The regime of the Top 20 K switch where the heater acts as a heat sink occurs over a wider
temperature range and has a greater temperature dierence than for the Top 50 K switch.
Despite the increased use of the heater as a heat sink the lower operating temperatureChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 130


























Mech. switch & 0.7   RD
Top 50 K, THI 185 K
Top 20 K, THI 182.5 K
(a) Magnet current decay.





























Mech. switch & 0.7   RD
Top 50 K, THI 185 K
Top 20 K, THI 182.5 K
(b) Energy dissipation.
Figure 5.27: Eect of reducing the operating temperature on the current decay (a) and
on the energy dissipation (b).
switch has a higher nal temperature, 260 K compared to 166 K, due to the shorter length
and the higher energy that is deposited per unit length. This higher temperature and
lower number of strands mean that even though the length is less the dump resistance is
higher (Figure 5.28(b)). This higher resistance leads to a higher magnet current decay
and also to a higher peak voltage of 347 V compared to 331 V (Figure 5.28(a)) but both
peak voltages are lower than the 420 V obtained by the existing mechanical switch. Both
switches meet the magnet discharge requirements, the Top 20 K switch with a shorter
length and lower energy and the Top 50 K switch with a lower nal temperature and
smaller internal temperature gradients.


























Mech. switch & 0.7   RD
Top 50 K, THI 185 K
Top 20 K, THI 182.5 K
(a) Circuit voltages.





























Mech. switch & 0.7   RD
Top 50 K, THI 185 K
Top 20 K, THI 182.5 K
(b) Dump resistance.
Figure 5.28: Eect of reducing the operating temperature on the circuit voltage (a) and
on the dump resistance (b).
Performance metrics for dierent operating temperatures dump-switches are shown
in a star plot (Figure 5.29) for minimum energy switches operating at 20 K and at 50 K.
The performance of a dump-switch that operates at 50 K and has an initial heater tem-
perature of 300 K (described in Section 5.3.4) is also shown for comparison. This switch
that has the shortest length possible for operation at 50 K still requires more length than





































Top 50 K, TH I 300 K Top 50 K, TH I 185 K Top 20 K, TH I 182.5 K
Figure 5.30: Eect of changing the operating temperature on the performance metrics
of superconducting dump-switches.
a good relative score. Both minimum energy designs have better performance scores
than the switch that is operated at 50 K with an initial heater temperature of 300 K.
If both operating temperatures are potential choices due to the extension of the bus-bar
(Section 5.1) then the choice between the two minimum energy designs would be decided
by whether a shorter lower energy switch is more suited to use in the LHC than a longer
higher energy but lower thermal gradient design. Due to the much higher heater energy
it is more likely the lower operating temperature switch would be used if it can be made
to be robust enough to withstand the thermal stresses.
5.3.6 Choice of Superconductor
Operation at a lower temperature of 20 K allows MgB2 to be used as the superconductor
in the switch. MgB2 based superconductors are cheaper and available in longer continuous
lengths than YBCO based superconductors. The higher critical current of MgB2 tapes
than YBCO based tapes means that fewer tapes need to be connected in parallel to carry
the magnet current at this temperature. This lower number of tapes means that a shorter
length of MgB2 is needed and that the MgB2 operates closer to Tcs due to the smaller
current margin.
MgB2 is available with a variety of stabilisation including a resistive cupronickel matrix and
also with a less resistive matrix containing copper stabilization as well as nickel and iron.
An alternative YBCO tape with copper cladding is also investigated. Superconductors
with less resistive matrices maybe of interest when operated at 20 K as the reduction
in the required switch length for low temperature use may oset the increase in lengthChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 133
required by the decrease in resistivity. Such switches may have lower internal thermal
gradients and lower peak voltages but may require more heater energy.
Super- Matrix No. of Ic Tcs Tc LTc
conductor Tapes (A) (K) (K) (m)
MgB2 Cu-Ni 1 693 23.5 39 22.2
MgB2 Cu 1 827 26.6 39 141
YBCO SS 2 978 41.4 89 53.2
YBCO Cu 2 1000 44 89 452
Table 5.7: Properties of dump-switches that operate at 20 K with a magnet current of
600 A. LTc is the length required for a dump resistance of 0.7 
 at Tc.
Table 5.7 shows the properties of superconductors for use in dump-switches that operate
at 20 K. The critical current and Tcs of the MgB2 with a resistive cupronickel matrix is
less than the one with copper stabilization as it has a smaller area of superconductor. The
less resistive tape also contains nickel and iron in its matrix in addition to the copper.
The critical current and Tcs of the copper clad YBCO is more than the stainless steel clad
YBCO as cladding. Both YBCO tapes have nickel-tungsten substrate and several buer
layers, one of which is silver. The length (LTc) presented in the table is the length required
for a dump resistance of 0.7 
 at Tc. As with all switch designs the length needs to be
rened in order to meet the magnet discharge requirements.
This renement is described in Section 5.3.2 and will result in shorter lengths of switches
being required. The required length as a function of THI for switches formed of the four
materials can be investigated to determine the length that requires the least heater energy
for dump-switches based on each material.
Dump-switches with resistive matrices have a required length as a function of THI as
shown in Figure 5.31. These two switches operate at 20 K with one switch using stainless
steel clad YBCO and the other MgB2 in a cupronickel matrix. Operating the stainless steel
clad YBCO switch at 20 K was described in Section 5.31. Changing the superconductor
to MgB2 leads to a reduction in the required length of switch. This is due to fewer tapes
being required to be connected in parallel to carry the magnet current. The minimum
heater energy is also reduced from 1 kJ to 0.025 kJ. This is due to the decrease in length
and also the reduction in initial heater temperature from 182.5 K to 87.5 K.
The MgB2 based switch is more sensitive to the initial heater temperature than the YBCO
based switch. For reducing THI the required switch length increases steeply in order to
develop the required resistance. However, the short lengths required by higher initial
heater temperatures mean that the magnet energy that is dissipated per unit length is high
and so the maximum temperature of the switch will exceed 300 K if THI exceeds 92 K.
The thermal gradients within the switch are comparable for both materials. Reducing
the matrix resistivity may result in a switch that is less sensitive to the initial heaterChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 134
temperature and has a lower nal temperature as longer lengths of conductor would be
required to meet the magnet discharge requirements.







































































 T, THI YBCO
 T, THI MgB2
Figure 5.31: Required total switch length, total heater energy, and T for MgB2 and
YBCO based switches that have resistive matrices and operate at 20 K. Circles represent
results of analyses.
MgB2 based switches using a less resistive matrix that contains copper have a re-
quired length as a function of THI as shown in Figure 5.32. The required length of switch
must be increased about ten times compared to the switch with a cupronickel matrix due
to the lower resistance. This longer switch length means that higher heater energies are
required. The minimum heater energy switch with a copper stabilisation requires 860 J of
heater energy to warm up 107 m of switch to an initial heater temperature of 72.5 K. The
minimum heater energy switch with a cupronickel matrix requires 24 J of heater energy
to warm up 4.6 m of switch to an initial heater temperature of 87.5 K.
The copper stabilised switch has much lower internal gradients than the shorter cupronickel
based switch; T is reduced from 50 K to 5 K resulting in a switch that experiences lower
thermal stresses. The sensitivity of thermal gradients to the initial heater temperature is
also less for the less resistive switch. This is due to the longer lengths meaning that the
magnet energy that is dissipated per unit length is also less and plays a correspondingly
smaller role in the heating of the switch. The less resistive MgB2 switch requires 150 J
less than a stainless steel clad YBCO switch operating at the same temperature; however,
the required length is about 100 m more.
YBCO based switches with less resistive matrices may also result in switches that
have lower internal thermal gradients than stainless steel clad YBCO ones (Figure 5.33).
Copper clad YBCO switches have a much lower resistivity than stainless steel clad ones
and so the length must be increased from 20 m to over 200 m. Unlike the other three
materials that are under consideration, the copper clad YBCO switches have a minimum
heater energy that occurs with a THI above 300 K. This is unacceptable as it exceeds
the allowable temperature of the switch. The lowest heater energy and shortest length ofChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 135
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EH, THI MgB2 Cu
EH, THI MgB2 Cu-Ni
∆T, THI MgB2 Cu
∆T, THI MgB2 Cu-Ni
Figure 5.32: Required total switch length, total heater energy, and T for MgB2
switches that operate at 20 K. Circles represent results of analyses.
switch that can be used is when THI, which is also the maximum temperature, is 300 K.
This minimum heater energy is 36 kJ, which is about six and a half times that stored in
the magnet. Due to the high initial heater temperature the internal temperature gradients
are greater than that obtained with the stainless steel clad YBCO switch that requires a
THI of only 187.5 K.








































Ltot, THI YBCO SS





























EH, THI YBCO SS
EH, THI YBCO Cu
∆T, THI YBCO SS
∆T, THI YBCO Cu
Figure 5.33: Required total switch length, total heater energy, and T for YBCO
switches that operate at 20 K. Circles represent results of analyses.
Switching characteristics of dierent superconductor based dump-switches that require
a minimum heater energy when operating at 20 K are described below. Figure 5.34
shows the thermal proles of switches that utilise stainless steel clad YBCO, copper clad
YBCO, MgB2 in a cupronickel matrix, and MgB2 with copper stabilisation. For about
the rst 10 ms the thermal proles of the superconductor layer are the same for each typeChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 136

































Figure 5.34: Thermal proles dump-switches that utilize dierent superconducting
tapes and have Top of 20 K.
of superconductor irrespective of the resistivity of the matrix as the heat capacities are
similar. The superconductor temperature of YBCO based switches rises faster than the
MgB2 based switches as the heat conduction through the insulation is higher due to the
higher heater temperatures and greater transfer area. The thermal proles diverge from
one another after 10 ms when the magnet current starts to decay (Figure 5.35(a)) and
the magnet energy begins to be dissipated in the switch (Figure 5.35(b)). The magnet
current decay for the copper clad YBCO switch actually starts at around 5 ms but as
the length of switch is so long (200 m) and the heater energy so high (36 kJ) the magnet
energy per unit length is insignicant compared to the heater and so the magnet discharge
does not aect the thermal proles.































(a) Magnet current decay.



































Figure 5.35: Eect of utilizing dierent superconducting tapes on the current decay (a)
and on the energy dissipation (b). The Cu stabilised tapes have almost identical current
decays.
After 10 ms the superconductor temperatures of the two switches with the more resistive
matrices rise steeply as their shorter lengths, 4.6 m for the MgB2 switch and 13 m for theChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 137
YBCO switch, mean that the magnet energy per unit length is signicant. The kink in
superconductor temperature rise is less noticeable in the copper stabilised YBCO tape as
the longer length (107 m) means that the magnet energy has less inuence on the thermal
proles. It is still signicant as the magnet energy is larger than the 862 J of heater energy.



































































Figure 5.36: Eect of utilizing dierent superconducting tapes on the circuit voltage
(a) and on the dump resistance (b).
The stainless steel clad YBCO switch and MgB2 in a Cu-Ni matrix switch have similar
and nal temperatures of 260 K and 270 K respectively due to their short lengths. They
also have high internal thermal gradients with the heater acting as a heat sink for the
majority of the dumping process. The copper stabilised MgB2 switch has the lowest nal
temperature of 67 K and also the lowest thermal gradients. The copper clad YBCO
switch is dominated by heat energy from the heater and the direction of heat ow does
not reverse at any point during energy dissipation. The peak voltages (Figure 5.36(a)) are
all 345 V, lower than the 420 V obtained with the existing mechanical switch, due to the
similar resistance proles (Figure 5.36(b)) giving similar rates of magnet current decay.
Performance metrics for switches with dierent conductors are shown as a star
plot in Figure 5.37. Copper clad YBCO is removed from the comparison as its required
heater energy of 36 kJ, 6.5 times the magnet energy, is too high to be practical. In
addition to this it requires the longest length (200 m) of superconductor and has T and
jTH TSjmax due to its THI of 300 K. The copper stabilised MgB2 switch requires 110 m of
conductor, much more than the resistive matrix switches, but requires less heater energy
(862 J compared to 1010 J) than the stainless steel clad YBCO switch that only uses
13 m of conductor. This lower required heater energy is due to the lower THI of 72.5 K
compared to a THI of 182.5 K for the YBCO switch. This low initial heater temperature
and long length means that the copper stabilised MgB2 switch also has the lowest nal
temperature, maximum temperature dierence, and T. The cupronickel matrix MgB2
switch represents the opposite case to the less resistive MgB2 switch. It requires a minimal
length of 4.6 m and the lowest heater energy of the three of 24 J. As a result of this short





































YBCO SS MgB2 Cu-Ni MgB2 Cu
Figure 5.38: Eect of utilizing dierent superconducting tapes on the performance of a
superconducting dump-switch.
energy circuits and for short dump-switches as it has the potential to lower the thermal
gradients and nal temperature. The increase in margin delays the onset of energy dissi-
pation and so more heater energy per unit length is required to speed up the transition.
As the resistance per length decreases, longer lengths are required in order to achieve the
required dump resistance. These longer lengths may also require greater heater energy.
The required lengths as a function of THI for switches formed of MgB2 in a Cu-Ni matrix
and also of stainless steel clad YBCO are shown in Figure 5.39. At 20 K the MgB2 switch
can carry the magnet current with one tape, but it has high thermal gradients so an alter-
native, higher thermal mass, design using two tapes is investigated. Two tapes of YBCO
are required to carry the magnet current at this temperature; a design with a tape width
equivalent to 2.5 tapes is investigated to attempt to reduce the thermal gradients and the
nal temperature of the switch. The total length is reduced compared to separate tapes
as it is a wider single tape.
The thermal proles of the four minimum energy switch designs are shown in Figure 5.40.
The temperature gradients and nal temperature of both the YBCO and MgB2 switches
are reduced by increasing the number of strands (and width). The thermal mass increases
as the width of the switch is increased and the length must also be increased in order
to raise the dump resistance back to the required level so that the magnet discharge
requirements are met. This compounded increase in thermal mass leads to the decrease
in thermal gradients and nal temperature even though the heater energy must be higher
in order to trigger the switch.
Increasing the MgB2 based switch to two strands results in a faster initial superconductor
temperature rise due to increased thermal conduction through the insulation that results
from the increased temperature gradient and increased heat transfer area. This eect isChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 140













































Ltot, MgB2 1 tape
Ltot, MgB2 2 tapes
Ltot, YBCO 1 tape




























EH, MgB2 1 tape
EH, MgB2 2 tapes
EH, YBCO 1 tape
EH, YBCO 2.5 tapes
 T, MgB2 1 tape
 T, MgB2 2 tapes
 T, YBCO 1 tape
 T, YBCO 2.5 tapes
Figure 5.39: Required total switch length, total heater energy, and T for MgB2 in Cu-
Ni matrix switches and stainless steel clad YBCO switches that operate at 20 K. Markers
represent results of analyses.

























TH, MgB2 1 tape
TS, MgB2 1 tape
TH, MgB2 2 tapes
TS, MgB2 2 tapes
TH, YBCO 2 tapes
TS, YBCO 2 tapes
TH, YBCO 2.5 tapes
TS, YBCO 2.5 tapes
Figure 5.40: Thermal proles of dump-switches that utilize dierent numbers of super-
conducting tapes.
less noticeable for the YBCO based switch as the initial heater temperature and transfer
area are increased by a smaller amount due to the ner control over the width of the tape.
The large increase in thermal mass of the two strand MgB2 switch lowers the nal tem-
perature from 273 K to 110 K. The thermal gradients are also reduced but due to the
higher initial temperature and reduced temperature rise of the superconductor layer the
heat ow does not reverse and the heater layer does not act as a heat sink. Increasing the
thermal mass of the YBCO based switch allows the nal temperature to be reduced from
217 K to 167 K. The ner control of the width that is possible with the coated conductor
YBCO tapes allows the heater layer to acts as a heat sink.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 141































(a) Magnet current decay.



































Figure 5.41: Eect of utilizing dierent numbers of superconducting tapes on the current
decay (a) and on the energy dissipation (b). The current decay with 2 tapes of YBCO is
slightly faster than with the other switches.
The current decay (Figure 5.41(a)), energy dissipation (Figure 5.41(b)), and voltage (Fig-
ure 5.42(a)) of the circuit during discharge are similar for all four switches. This is because
the dierent lengths of the switches means that event though the thermal proles are dif-
ferent the resistance growths (Figure 5.42(b)) are similar.



































































Figure 5.42: Eect of utilizing dierent numbers of superconducting tapes on the circuit
voltage (a) and on the dump resistance (b).
A star plot of the performance metrics is shown in Figure 5.43 Increasing the width of the
YBCO based switch resulted in a lowering of T to the least of the four switch designs but
the higher required THI means that it has the highest jTH  TSjmax of the four. Increasing
the number of strands of the MgB2 switch also decreases T but increases jTH   TSjmax
for the same reason as the YBCO switch. In both cases increasing the width reduces the
nal temperature. The peak voltages are the same for all four switches but the wider
switches give slightly lower peak voltages than the narrower and shorter ones. Increasing
the width increases the required length and also increases the required heater energy as
not only is the thermal mass increased but the initial heater temperature must also be





































MgB2 1 tape MgB2 2 tapes YBCO 2 tapes YBCO 2.5 tapes
Figure 5.44: Eect of utilizing dierent numbers of tapes on the performance of a
superconducting dump-switch.
carry the magnet current increasing the critical current density may not be benecial as
the increases in current margin may mean that an increase in switch length is required in
order to oset the delay in initiation of the magnet current decay caused by the increased
temperature margin.
Increasing the critical current of stainless steel clad YBCO tapes by 50 % means that the
temperature and current margins increase if the same number of tapes are used. Alterna-
tively the number of tapes can be reduced from three to two as fewer tapes are required to
carry the 600 A magnet current at 50 K. This means that the length that is needed to meet
the discharge requirements is also reduced. The required heater energy is reduced as both
the length and the initial heater temperature are reduced. However, increasing the critical
current and not reducing the number of tapes means that more heater energy is needed
in order to overcome the delay due to the higher temperature margin. The parameters of
minimum heater energy switches having dierent critical current densities are shown in
Table 5.8. The thermal proles of these three switches are shown in Figure 5.45.
Ic /tape No. of Tcs THI Ltot EH T
(A) tapes (K) (K) (m) (J) (K)
234 3 54.6 185 39.0 3057 15.2
350 3 64.5 239 34.6 4296 18.7
350 2 54.6 170 12.6 837 39.7
Table 5.8: Parameters of minimum energy YBCO switches that have dierent critical
current densities and which operate at 50 K.
Initially the three switches have similar superconductor temperature rises as they have
the same insulation conguration and similar heat conduction through the insulation.
The higher critical current switch requires the greatest initial heater temperature in orderChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 144
























TH, Ic/tape 234 A, 3 tapes
TS, Ic/tape 234 A, 3 tapes
TH, Ic/tape 350 A, 3 tapes
TS, Ic/tape 350 A, 3 tapes
TH, Ic/tape 350 A, 2 tapes
TS, Ic/tape 350 A, 2 tapes
Figure 5.45: Eect of changing the critical current density on the thermal proles of a
stainless steel clad dump-switch. Increasing the critical current density by 50 % allows
one less tape to carry the magnet current at 50 K.
to overcome the larger temperature margin. At about 10 ms there is a kink in the super-
conductor temperature rise as the magnet energy begins to be deposited in the switch.
The switch with fewer tapes, which is possible due to the higher critical current density,
has a much steeper temperature rise as it has a shorter length and so the deposited mag-
net energy per length is higher. The critical temperature is reached after 15 ms for all
switches with 10 % of the magnet energy being discharged whilst they are in the current
sharing regime. The greater magnet energy per length that is dumped in the two tape
switch means that it has higher internal thermal gradients and a higher nal temperature
of 263 K compared to 165 K for the switch that requires three tapes and a longer length
but has the same critical current. The higher temperature rise results in a higher dump
resistance of 0.99 
 compared to 0.93 
 for the three tape switches. This higher resistance
leads to higher peak voltage of 345 V compared to 331 V for the three tape switch with the
same critical current due to the higher rate of magnet current decay. The higher critical
current switch has the lowest peak voltage of 320 V as it has the lowest rate of magnet
current decay.
A star plot of the performance metrics of the three switches is shown in Figure 5.46.
The performance of dump-switches that operate at 20 K and are formed of stainless steel
clad YBCO and also of MgB2 in a Cu-Ni matrix are shown for comparison. To take into
consideration the cost of providing the heater energies at dierent operating temperatures
EH = EH
Top is used as the heater energy performance metric. Increasing the critical current
density of an YBCO based switch that operates at 50 K allows a reduction in the length
and heater energy to the levels used for 20 K operation, but as Top is higher the EH score
is improved. The MgB2 has the best EH score as even though it operates at 20 K its
required length and energy are much lower than the YBCO based switches. Increasing the
critical current density and reducing the length and number of tapes increased the nalChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 146
is the best performer in two out of the six metrics, the second best in another two, but
also the worst in two. The switch with three tapes of YBCO and a high critical current
density is also a good performer due to its low thermal gradients and low peak voltage.
Both three tape switches have poor area scores due to their long lengths and high heater
energies. Increasing the critical current density and reducing the number of tapes results
in a switch that performs less well due to the higher thermal gradients. However, its area
score is better due to the reduction in length and heater energy. The MgB2 switch is a
good alternative design and it has the highest area score due to its short required length
and low EH even though it operates at 20 K. Its relative score suers as it has the highest
nal temperature and T.
5.3.9 Normal State Resistance of the Superconducting Tape
Altering the normal state resistance of the superconducting tape used in a switch may be
benecial as it allows the switch length to be controlled. Decreasing the resistivity means
that a longer length is needed to achieve the correct dump resistance. This increases the
heat capacity and reduces the deposited magnet energy per unit length thereby reducing
the temperature gradients and nal temperature. It may be benecial to use a lower normal
state resistivity superconducting tape to reduce high thermal gradients or to reduce high
nal temperatures or both. Conversely, in some situations it may be benecial to use a
superconducting tape with a higher normal state resistivity so that a shorter length is
needed, thereby reducing the both the amount superconductor and the required heater
energy.

























MgB2 in 60Cu-40Ni matrix
MgB2 in 70Cu-30Ni matrix
MgB2 in 80Cu-20Ni matrix
MgB2 in 90Cu-10Ni matrix
MgB2 in 97Cu-3Ni matrix
MgB2 in Cu, Ni, & Fe matrix
(a) Resistivity.


































TH, Cu, Ni, & Fe
TS, Cu, Ni, & Fe
(b) Thermal proles.
Figure 5.48: MgB2 based tapes can have dierent cupronickel matrices. (a) shows the
resistivities of such tapes and (b) shows the thermal proles of dump-switches based on
these tapes.
The normal state resistivity of MgB2 tapes can be adjusted by changing the alloy
of the cupronickel matrix or by changing the volume fraction of the copper stabilisation.
Altering the alloy has a large eect on resistivity but only a small eect on the heat
capacity as the heat capacities of cupronickel alloys are similar. The MgB2 dump-switchesChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 147
that were discussed in Section 5.3.6 have a 70Cu-30Ni matrix and to use the least amount
of heater energy require lengths of around 5 m. This leads to high thermal gradients
and high nal temperatures, problems that would be exacerbated if higher energy magnet
circuits were to be protected with such dump switches. It may be possible to reduce the
thermal gradients and nal temperature by reducing the nickel content of the cupronickel
matrix. The resistivities of MgB2 tapes (Chapter 2) that have a range of cupronickel
matrices are shown in Figure 5.48(a) and take into account the MgB2 and niobium sheaths.
The thermal proles of dump-switches formed of MgB2 in cupronickel matrices are shown
in Figure 5.48(b). The switch that uses a Cu, Ni, & Fe matrix tape is discussed in
Section 5.3.6 where the discharge characteristics are also shown. The length of these
switches is set so that the magnet discharge requirements are met and the minimum
heater energy is used. The required lengths to meet the magnet discharge requirements
with the minimum heater energy are shown in Table 5.9.








60Cu-40Ni 50 36 4.0 86 20
70Cu-30Ni 42 31 4.7 87 24
80Cu-20Ni 31 23 6.5 86 32
90Cu-10Ni 18 14 12 85 56
97Cu-3Ni 7.4 6.8 33 85 159
Cu, Ni, & Fe 12 19 107 72 862
Table 5.9: Parameters of MgB2 based dump-switches that have dierent matrix compo-
sitions. The lengths are set to meet the discharge requirements for the minimum heater
energy. The Cu, Ni, & Fe matrix tape has a larger area than the cupronickel alloy tapes.
The initial heater temperature for all ve cupronickel matrix switches are similar as they
have the same insulation and similar specic heat capacities. This leads to the thermal
switches being similar for about the rst 10 ms. At this point the magnet chain starts to
discharge with the current decay proles shown in Figure 5.49(a). The higher resistivity
switches have a shorter length and so the magnet energy that is deposited per unit length
is greater than that of the lower resistivity and longer switches. The high amount of
magnet energy that is dissipated per unit length leads to a rapid temperature rise to
high temperatures; about 300 K for the most resistive switch. All of the switches have
a pronounced kink in the superconductor temperature rise when the magnet starts to
discharge as the magnet energy (5.5 kJ) is much larger than the heater energy, which is
<160 J for any of the cupronickel matrix switches. The copper stabilised switch has the
lowest nal temperature as its longer length means that there is less energy deposited per
unit length. The initial energy dissipation proles (Figure 5.49(b)) are similar as due to
the required length giving similar discharge proles in order to meet the magnet discharge
requirements. After 25 ms all of the switches have dissipated 37 % of the magnet energy.
After 25 ms the dump-resistances (Figure 5.50(b)) developed by the switches start to di-
verge due to the dierence in length, resistivity, and temperature. The higher temperatureChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 148
































Cu, Ni, & Fe
(a) Magnet current decay.



































Cu, Ni, & Fe
(b) Energy dissipation.
Figure 5.49: Eect of using MgB2 based dump-switches that have dierent matrix
compositions on the current decay (a) and on the energy dissipation (b).
and resistivity of the switches with high nickel content matrices counteract their shorter
lengths and these switches develop the highest dump resistances. The high dump resis-
tance of the switch that has a 60Cu-40Ni matrix means that after 25 ms it has the fastest
magnet current decay. The 97Cu-3Ni matrix switch has the slowest decay due to its lower
dump resistance. Despite the dierence in nal dump resistance and magnet current decay
rate the peak voltages (Figure 5.50(a)) during energy extraction are between 352 V and
360 V for the cupronickel matrix tapes. The copper stabilised tape has a peak voltage of
369 V.

























Cu, Ni, & Fe
(a) Circuit voltages.

































Cu, Ni, & Fe
(b) Dump resistance.
Figure 5.50: Eect of using MgB2 based dump-switches that have dierent matrix
compositions on the circuit voltage (a) and on the dump resistance (b).
A star plot of the change in performance metrics that result from changing the matrix
resistivity is shown in Figure 5.51. Reducing the matrix resistivity reduces the nal tem-
perature, the average temperature gradient, and the maximum temperature gradient. The
maximum temperature dierence for the 97Cu-3Ni matrix switch and for the 90Cu-10Ni
matrix switch are the same as they have the same initial heater and superconductor tem-
peratures. All of the switches have about the same peak voltage that is lower than the




















































































Figure 5.52: Eect of changing the matrix resistivity on the required length and heater
energy of MgB2 based dump-switches.
The optimal switch for this situation utilises a MgB2 tape that has a 90Cu-10Ni matrix.
This tape has a resistivity of 18 
cm (300 K) and tapes with a lower resistivity than this,
including MgB2 tapes with a 97Cu-3Ni matrix or with a copper stabilised matrix, require
increasingly longer lengths and greater heater energies for decreasingly smaller thermal
gradients. The problem is compounded for the Cu, Ni, and Fe matrix tape as it also has
a larger area giving it a higher resistance per length. The larger area and length increase






































97Cu-3Ni 90Cu-10Ni 80Cu-20Ni 70Cu-30Ni 60Cu-40Ni Cu, Ni, & Fe
Figure 5.53: Performance scores of MgB2 based dump-switches with dierent matrix
compositions.
The normal state resistance of YBCO tapes can be adjusted by applying a dierent
thickness of copper stabilization or by using a dierent stabilization material. SecondChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 151
generation HTS tapes are generally formed by depositing YBCO on a resistive substrate
and then applying a stabilistation layer. The substrate is generally hastelloy, a Ni-W alloy,
with a thickness of 50 m to 100 m. This substrate then has a number of buer layers
applied upon which the YBCO is deposited. The number and type of buer layers depends
on the deposition process; typically 1 m to 5 m of YBCO are deposited. A silver cap
layer, which has a thickness of about 2 m to 3 m, is applied to the YBCO to provide
electrical stabilization. Extra stabilization can be added to the tape to achieve the desired
thermal and mechanical properties.
For American Superconductor tapes 50 m of low conductivity copper cladding is soldered
to both faces of the tape [25]. Higher resistance versions are also available with about
35 m stainless steel replacing the copper cladding. In both cases the Hastelloy substrate
is 75 m thick. A comparison of copper clad YBCO switches and stainless steel clad
YBCO switches is described in Section 5.3.6. The low resistivity of these copper clad
tapes meant that they required lengths of over 450 m and heater energies of over 80 kJ
and so were not practical for the 5.5 kJ MCD circuits.






























Figure 5.54: Normal state resistivity of YBCO tape with dierent thicknesses of copper
stabilisation on a 50 m Hastelloy substrate and a 2 m silver layer.
SuperPower tapes have higher conductivity copper electro-deposited on the whole tape;
the thickness of this deposited layer is controllable. The total thickness is in the range 1 m
to 40 m [58]. In all cases the Hastelloy substrate is 50 m thick. Reducing the thickness
of the copper stabilization will increase the resistivity and reduce the thermal conductivity
and thermal mass of the tape. This will result in a switch where a shorter length is required
to meet the dump resistance and less heater energy is needed to trigger the switch. Due
to the lower thermal mass of the switch the nal temperature will be higher. The normal
state resistivity of copper stabilised YBCO tapes are shown in Figure 5.54. Switches based
on YBCO tapes that have low resistivities may be more benecial to higher energy circuits
where higher heater energies are more acceptable and the longer length and thermal mass
are needed to absorb the heater energy without the switch overheating.
Table 5.10 shows the eect of changing the copper thickness on the resistivity of the
YBCO based tape. Reducing the copper thickness results in an increase in the resistivityChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 152








100 m Cu 2.5 57 602 286 95
80 m Cu 2.7 58 482 256 63
60 m Cu 3.0 59 352 228 38
40 m Cu 3.6 61 222 197 18
30 m Cu 4.2 62 157 180 11
25 m Cu 4.7 64 124 171 7.8
20 m Cu 5.3 66 92 161 5.1
10 m Cu 8.2 75 35 137 1.4
5 m Cu 13 88 14 120 0.4
Table 5.10: Parameters of HTS dump-switches that operate at 50 K and use YBCO
tape with deposited copper (RRR 50) stabilisation. The tapes also contain a 50 m
Hastelloy substrate and a 2 m Ag (RRR 100) layer. Three tapes are needed to carry
the magnet current and the lengths are set to meet the discharge requirements for the
minimum heater energy.
of the tape as the Hastelloy substrate dominates the resistivity at high temperatures. The
RRR of the tape increases with decreasing thickness as the low temperature resistivity
is dominated by the thin (2 m) silver layer that has a RRR of 100. The resistance per
length of the tape increases as both the resistivity increases and the area decreases. This
table also shows the required length for the switch to meet the discharge requirements for
the minimum heater energy.


































Figure 5.55: Thermal proles of YBCO based dump-switches that have dierent thick-
nesses of copper stabilisation.
Reducing the copper thickness means that less length is required to achieve the correct
dump resistance and less heater energy is required to trigger the switch. Reducing the
copper thickness also reduces the thermal mass of the switch and so the maximum tem-
perature in the switch increases. The thermal proles for YBCO based switches with a
range of thicknesses of copper stabilisation are shown in Figure 5.55. The low resistivityChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 153
of tape with 100 m of copper stabilisation means that a long length of tape is needed in
order to develop the required dump resistance. This means that the amount of magnet
energy that is deposited per unit length is low and so a high heater energy (THI 286 K)
is needed to drive the transition. This high initial temperature means that the switch has
high thermal gradients and the heat ow is always from the heater to the superconductor
with the heater never acting as a heat sink. Reducing the copper thickness to 10 m in-
creases the resistivity so that seventeen times less length is needed. In this case the initial
heater temperature (137 K) must just trigger the transition. The short length means that
the amount of magnet energy that is deposited per unit length is high. When the magnet
discharge begins there is a pronounced kink in the superconductor temperature rise and
a subsequent rapid increase in temperature to a high nal temperature. This switch also
has high thermal gradients but in this case the heat ows from the superconductor to the
heater that acts as a heat sink to limit the overall temperature rise. Copper thicknesses
of around 20 m to 30 m allow the thermal gradients to be minimised without using a
large heater energy or resulting in a high nal temperature.































(a) Magnet current decay.




































Figure 5.56: Eect of using dierent thicknesses of copper stabilisation on YBCO based
dump-switches on the current decay (a) and on the energy dissipation (b). The switch
with 10 m of Cu stabilisation has a slightly fast current decay than the other switches.
Copper thicknesses from 10 m to 100 m result in switches that have similar magnet
current decay proles (Figure 5.56(a)) and energy dissipation curves (Figure 5.56(b)).
These curves are similar as the lengths are set to meet the magnet discharge requirements.
The switches have similar peak voltages (Figure 5.57(a)). The peak voltages increase
with increasing resistivity due to the higher rate of magnet current decay. The more
resistive tapes require a shorter length to develop the required dump resistance. The rate
of increase of dump resistance (Figure 5.57(b)) is similar for all of the switches. The higher
resistivity switches have lower initial heater temperatures and so the initial rate of heat
conduction through the insulation is less resulting in a more gradual initial development
of the dump resistance. The subsequent faster rate of superconductor temperature rise
caused by the discharging magnet leads to a faster rate of increase of the dump resistance.
After about 0.06 s the dump resistance of the switch that has 10 m of copper decreasesChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 154
as the superconductor temperature is lowered by heat owing into the heater. The dump
resistance of the switch that uses 100 m of copper continues to grow to become the
highest resistance switch due to the long length of superconductor that is used and the
large heater energy continuing to warm the superconductor after the magnet decay has
nished.





























































Figure 5.57: Eect of using dierent thicknesses of copper stabilisation on YBCO based
dump-switches on the circuit voltage (a) and on the dump resistance (b).
Figure 5.58 shows the eect of the copper thickness on the nal temperature, average
temperature gradient, heater energy, and total length. Using less resistive YBCO based
tapes that have a thick layer (> 50 m) of copper stabilisation means that long switch
lengths are required in order to develop the required dump resistance. This long length
means that the magnet energy that is dissipated per unit length is low and so the heater
must provide enough energy to drive the transition. The long length of switch means
that the heater energy is also high. This large amount of heater energy is provided by a
high initial heater temperature and so the average and maximum temperature gradients
within the switch are also high. The nal temperature is low (150 K) as the long length
and high thermal mass of the switch limits the temperature rise. Reducing the copper
thickness increases the resistivity of the tape and so shorter lengths can be used. This
results in decreasing length, heater energy, and thermal gradients. There is a minimum in
the average thermal gradient when 25 m of copper is used. Reducing the copper thickness
(< 15 m) to less than this results in an increase in the average thermal gradient as the
increased resistivity means that shorter lengths are needed and so the magnet energy that
is deposited per unit length increases. This causes the superconductor to heat rapidly and
the heater acts as a heat sink. The short length and low thermal mass of these switches
means that the nal temperature is also high, exceeding 300 K if only 5 m of copper
is used. Despite their high nal temperature and high thermal gradients switches that
only have thin copper layers may have benets as they only require short lengths and low
heater energies.
A star plot of the performance metrics of switches that use YBCO tapes with a range of
copper thicknesses is shown in Figure 5.59. Using YBCO with thick copper stabilisationChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 156
also corresponds to the minimum in the average thermal gradient. Switches with similar
copper thickness also perform well. Decreasing copper thickness improves the area score
due primarily to the reduction in heater energy that has a high magnitude compared to
the other performance scores. Thus the shortest highest resistivity switch has the best
area score but a poor relative score. The optimal copper thickness is 25 m, this can be
increased up to 30 m to reduce the nal temperature at the expense of length and energy,
or it can be reduced down to 20 m to reduce the length and energy at the expense of the
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Figure 5.60: Performance scores of YBCO based dump-switches with dierent matrix
compositions.
5.3.10 Insulation Thickness
Insulation thickness is a design parameter that when reduced will improve the performance
of the switch by reducing the thermal resistance between the superconductor and heater.
This will lead to faster heat diusion that requires a shorter optimum length, less heater
energy and lower thermal gradients. There will be a higher nal temperature due to the
reduced thermal mass of the switch. Whilst the switching dynamics will be improved
by reducing the insulation thickness this is not always practical. The required thickness
of insulation will be set as a function of the magnet circuit, heater voltage, and the
operating environment. The thickness and number of layers must be sucient to prevent
arcing and also to lessen the aect of pin holes. When analysing a switch the diusion
time of the insulation must also be considered in order to conrm the validity of the
lumped approximation. The switches considered so far have used an insulation thickness
of 76.2 m as this can provide sucient electrical insulation without slowing down the
thermal dynamics of the switch too much. The diusion time is on the limit of what
can be analysed with the lumped approximation but comparison with the PDE solutionChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 157
(Figure 5.61) shows that it is still valid. The switch design is that of the stainless steel
clad YBCO based switch with a tape length of 8.3 m (total length 24.9 m). The switching
characteristics obtained with the lumped approximation that is based on a set of ODEs
is similar to the solution that is obtained with the full PDE analysis. However, at early
times there is a delay in the ODE solution with respect to the PDE solution, this is due



















































































































































Figure 5.61: Switching characteristics of a switch with 76.2 m of insulation when
analysed with the lumped approximation (ODE) and also the PDE solution.
To investigate the benet of using a switch that has thinner insulation the switch was
modelled using the lumped approximation with 50.8 m and 25.4 m of polyimide insu-
lation and compared to the previous 76.2 m based results. In each case the initial heater
temperature was 300 K and the switch length was optimised to meet the magnet discharge
requirements. The required total length with 25.4 m was 20.6 m and with 50.8 m it
was 22.6 m. The reduction in length leads to a much reduced required heater energy
and a lower peak magnet circuit voltage. The maximum temperature dierence between
the heater and superconductor layers remain the same as in these switches it represents
the dierence between the initial heater and initial superconductor temperatures that are
the same in each case. The reduction in switch heat capacity by reduction of length and
insulation thickness means that even though the input energy is less the nal temperature
is higher for switches that have thinner insulation layers.
The thermal proles of the three switch designs are shown in Figure 5.62. In all cases the
heat initially ows from the heater to the superconductor with this happening signicantlyChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 158
faster in the 25.4 m of insulation switch than in the other two. The result of this is that
the heater layer starts to act as a heat sink after 28 ms, compared to 44 ms for the 50.8 m
insulation and 61 ms for the 76.2 m insulation.
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TS  I 25.4 µm
Figure 5.62: Eect of changing insulation thickness on the thermal proles of a super-
conducting stainless steel clad YBCO dump-switch that operates at 50 K and has a THI
of 185 K.
The faster temperature rise of the superconductor with a reduction in insulation thickness
leads to an earlier initiation of magnet current decay (Figure 5.63(a)) and a correspondingly
earlier initiation of magnet energy dissipation (Figure 5.63(b)). As the three switches all
have their lengths optimised to meet the magnet energy requirements they all touch the
magnet decay that is obtained with the existing setup. Despite the earlier initiation of
current decay of the thin insulation switch it is the last one to touch the existing current
decay line and then closely follows the existing decay prole. The thickest insulation switch
has the longest delay in initiation of energy dissipation but due to the longer length and
resistance has the fastest rate of magnet current decay.
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(a) Magnet current decay.
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(b) Energy dissipation.
Figure 5.63: Eect of changing insulation thickness on the current decay (a) and on the
energy dissipation (b).Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 159
The faster rate of magnet current decay with increasing insulation thickness leads to
higher peak voltages (Figure 5.64(a)). This faster decay is required in order that the
switch meets the magnet discharge requirements and is achieved by increasing the length
of the switch, which increases the resistance (Figure 5.64(b)). All peak voltages attained
with the superconducting dump-switches (250 V to 260 V) are signicantly less than the
420 V peak obtained with the mechanical switch. Reducing the insulation thickness results
in a lower nal resistance of the switch, in the case of 25.4 m thickness this is less than
the existing 0.7 
 external dump, but the energy dissipation requirements are still met
due to the earlier resistance growth.



















Mech. switch & 0.7   RD
 I 72 µm
 I 50 µm
 I 25 µm





























Mech. switch & 0.7   RD
 I 76.2 µm
 I 50.8 µm
 I 25.4 µm
(a) Circuit voltages.


























Mech. switch & 0.7   RD
 I 72 µm
 I 50 µm
 I 25 µm





























Mech. switch & 0.7   RD
 I 76.2 µm
 I 50.8 µm
 I 25.4 µm
(b) Dump resistance.
Figure 5.64: Eect of changing insulation thickness on the circuit voltage (a) and on
the dump resistance (b).
Switches that utilise less length of conductor and lower heater energies can be achieved
by using thinner thicknesses of insulation. Such switches will also result in lower magnet
circuit voltages. For high inductance magnets where there is a greater stored energy and
a higher discharge voltage thicker insulation is more benecial as it can withstand higher
voltages in a helium gas environment. This also has the added advantage of lowering the
nal temperature of the switch, preventing overheating of dump-switches that are used in
high magnet energy circuits.
5.3.11 Heater Dynamics with a Capacitor Discharge Powered Heater
The switches considered in the previous sections were switches that had heaters that
instantly heated up to an initial heater temperature, THI. This is equivalent to a switching
situation where the decay of the heater capacitor circuit is much faster than that of the
magnet decay circuit. The discharge time constant of the magnet circuit that has an






+ 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where RD is the dump resistance that is switched into the circuit by a mechanical switch
that closes with a delay of ms. The discharge time constant of the capacitor (C) that
powers the heater can be estimated using the heater resistance (RH) at the operating
temperature (Top) to be

est
H = RH(Top)C: (5.4)











where VHI is the capacitor charge voltage. This method takes into account the temperature
dependent resistivity of the heater.
5.3.11.1 Heater Dynamics when Operating at 50 K
A stainless steel clad YBCO dump-switch that operates at 50 K (Section 5.3.5) requires
a total length of 39 m to meet the magnet discharge requirements when its stainless steel
heater has an initial temperature of 186 K. This initial heater temperature results in the
minimum heater energy for this switching situation.





material (m) (K) (kJ) (K) (
cm) (
) (ms) (ms)
Stainless Steel 38.6 186 3.06 15.2 73 9.9 60.8 66.8
Cu (RRR 100) 37.9 188 3.15 15.6 1.7 0.011 0.072 0.9
Table 5.11: Parameters of YBCO based dump-switches operating at 50 K that have
50 m thick heaters. Three tapes are required to carry the magnet current at 50 K. The
magnet circuit discharge time constant (
mech
M ) is 58.7 ms
Replacing this initial heater temperature switch with one that has a capacitor discharge
powered heater results in a heater that is too slow as the time constant of the capacitor
discharge is longer than the magnet discharge time constant (Table 5.11). The capacitor
for this heater has the same energy as the THI 186 K switch and the charge voltage is
1 kV. In order to speed up the switching time the heater must heat up faster; this requires
a faster capacitor discharge circuit. Reducing the resistance of the heater would allow
a faster discharge. Using the same physical dimensions but replacing the stainless steel
heater with a copper heater will reduce the capacitor discharge time constant to less than
1 ms. The thermal mass does not change signicantly as the heat capacities are similar;
at room temperature the heat capacity of stainless steel is only about 6 % more than that
of copper.
The thermal proles of these four switches are shown in Figure 5.65. The nal temperatures
of the four switches are about the same as the energy input into the system is similar forChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 161






















TH, SS heater, THI 186 K
TS, SS heater, THI 186 K
TH, SS heater, VHI 1 kV
TS, SS heater, VHI 1 kV
TH, Cu heater, THI 188 K
TS, Cu heater, THI 188 K
TH, Cu heater, VHI 1 kV
TS, Cu heater, VHI 1 kV
Figure 5.65: Thermal proles of YBCO based dump-switches that have dierent heater
materials. The SS heater with a VHI of 1 kV is slower than the rest.
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SS heater, VHI 1 kV
Cu heater, THI 188 K
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(a) Magnet current decay.
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SS heater, THI 186 K
SS heater, VHI 1 kV
Cu heater, THI 188 K
Cu heater, VHI 1 kV
(b) Energy dissipation.
Figure 5.66: Eect of using dierent heater materials in YBCO based dump-switches
on the current decay (a) and on the energy dissipation (b). The SS heater with a VHI of
1 kV is slower than the rest.
each case and the thermal masses are also similar. The thermal proles of the heater
and superconductor of the stainless steel heater switch are dierent to the initial heater
temperature switch due to the slower deposition of heater energy. The copper heater
switch has thermal proles that are similar to the initial heater temperature switch as the
capacitor's energy is deposited in the heater within few milliseconds. The more gradual
rise in temperature of the switch with a stainless steel heater leads to reduced thermal
gradients.
The switches that have heaters which are powered by a capacitor discharge have similar
shape but delayed current decay (Figure 5.66(a)) and energy deposition (Figure 5.66(b))
proles to the switch. Similarly the voltage proles (Figure 5.67(a)) and dump resistance
proles (Figure 5.67(b)) all have a similar shape but for the slower acting stainless steel
heater they are delayed by 20 ms. This delay occurs due to the slower heating dueChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 162




















VL, Mech. switch & 0.7   RD
VL, SS heater, THI 186 K
VH, SS heater, VHI 1 kV
VL, SS heater, VHI 1 kV
VL, Cu heater, THI 188 K
VH, Cu heater, VHI 1 kV
VL, Cu heater, VHI 1 kV
(a) Circuit voltages.
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SS heater, THI 186 K
SS heater, VHI 1 kV
Cu heater, THI 188 K
Cu heater, VHI 1 kV
(b) Dump resistance.
Figure 5.67: Eect of using dierent heater materials in YBCO based dump-switches
on the circuit voltage (a) and on the dump resistance (b). The SS heater with a VHI of
1 kV is slower than the rest.
to the slower capacitor discharge that results from the higher resistivity. The capacitor
discharge powered switches that have stainless steel heaters do not meet the magnet dis-
charge requirements (Section 5.3.1) as the slow heating of the superconductor means that
the current decay is slower than that obtained with the mechanical switch and dump resis-
tor. This slower temperature rise means that at time less than the discharge time constant
the heater temperature is lower than that obtained with the THI switch. This leads to
a lower temperature gradient and a lower rate of conduction through the insulation and
so an increase in heater energy is needed. The faster acting copper heater requires less
additional heater energy as it warms up faster and so the initial heat conduction is similar
to that of the initial heater temperature switch. The required increase in heater energy as
a function of capacitor charge voltage is shown in Figure 5.68.
The required heater energy and heater discharge time constant of stainless steel clad YBCO
based switches that operate at 50 K (Figure 5.68) increase with decreasing capacitor
charge voltage. The corresponding values for the initial heater temperature switches are
given in Table 5.11. The capacitance is also shown as reducing the voltage may result
in capacitances that are too large to be practical. In these switches three tapes are used
in parallel so the area is increased and the resistance per length decreased. However,
longer switches are required and the net result is an increase in heater resistance. If a
stainless steel heater is used then the point at which the required heater energy starts to
rise rapidly is 7 kV. This would lead to demanding electrical insulation requirements.
The use of a copper heater decreases the resistance speeding up the capacitor discharge. In
this case the point at which the heater energy rises rapidly is 1 kV. The average thermal
gradients remain approximately constant irrespective of the capacitor charge voltage as
the reduction in the initial temperature gradient is oset by the increase in heater energy
that causes an overheating of the heater.

























































































































































































H , SS heater
  calc
H , Cu heater
 T, SS heater
 T, Cu heater
CF, SS heater
CF, Cu heater
Figure 5.68: Required heater energy and heater capacitance, and the resulting average
thermal gradient and heater discharge time constant for YBCO based dump-switches
operating at 50 K. Results for a switch with a copper heater and also one with a stainless
steel heater.
in heater resistivity with temperature and the increasing required switch length with tem-
perature. The increased specic heat capacity and longer length mean that higher heater
energies are required to trigger switches operating at 50 K. Both of these factors result
in slow heater capacitor discharges. This problem may be exacerbated in higher magnet
energy circuits if longer lengths are required to absorb the magnet energy. In order for the
heater to act fast enough the heater resistivity must be decreased or else high capacitor
charge voltages must be used. The use of copper heaters when operating at 50 K is neces-
sary to allow capacitor charge voltages of 1 kV to trigger the switch. This is a reduction
from the > 5 kV that is required by stainless steel heaters.
5.3.11.2 Heater Dynamics when Operating at 20 K
A MgB2 in a 70Cu-30Ni matrix based dump-switch that operates at 20 K requires the
lengths and heater energies given in Table 5.12. When such a switch has a 50 m thick
stainless steel heater that is powered by a capacitor that has a charge voltage of 1 kV
the discharge time constant (
est
H ) is 1.6 ms. This is faster than the YBCO based switches
that have stainless steel heaters as although the heater resistance at Top is greater (33.2 

compared to 9.9 
) the capacitance is lower (0.048 mF compared to 6.1 mF) due to
the lower heater energy requirement. The discharge time constant of the MgB2 based
switch's heater is much faster than the 58.7 ms discharge time constant of the magnet and
so stainless steel heaters that have VHI of 1 kV can be used with MgB2 switches. If a
copper instead of stainless steel for the heater then the resistance and discharge time are
signicantly decreased. This may allow lower capacitor charge voltages to be used.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 164
S'conductor Matrix Heater THI Ltot EH TF T RH(Top) 
est
H




SS 87 4.7 24 226 51 33.2 1.6
Cu 87 4.6 26 272 53 0.01 0.0005
Cu
SS 72 107 862 67 4.8 294 506
Cu 72 108 924 67 4.9 0.092 0.17
YBCO SS
SS 253 11.2 1554 42 297 8.059 25
Cu 258 10.9 1571 302 41 0.0024 0.0077
Table 5.12: Parameters of dump-switches operating at 20 K that have 50 m thick
heaters powered by a 1 kV that provides the same energy as the THI switch. The magnet
circuit discharge time constant (
mech
M ) is 58.7 ms. The YBCO has an Ic of 90 A at 77 K
and two tapes are required to carry the 600 A magnet current at 20 K. The MgB2 switches
only require one tape.
The capacitor charge voltage can be adjusted so that the heater capacitor has the required
switch triggering energy without the long discharge time constants that would result from
large capacitance capacitors. A MgB2 in 70Cu-30Ni matrix based dump-switch that has
a stainless steel heater and operates at 20 K (Section 5.3.5) requires a total length of
4.7 m to meet the magnet discharge requirements when the initial heater temperature is
87 K. This initial heater temperature results in the minimum heater energy for this switch
situation, which is 23.9 J. For a switch that is triggered by a capacitor discharge, the heater
energy is the energy stored in the capacitor, EH = 1
2CV 2. When the switch is triggered
by a capacitor discharge powered heater the heater energy needs to be increased in order
to make up for the initially lower thermal gradient. For fast capacitor discharges the
capacitance should be as small as possible in order to have small capacitor discharge time
constants, however, this leads to high capacitor charge voltages. Reducing the resistance

























































  TH, THI 87 K
TS, THI 87 K
TH, VHI 5 kV
TS, VHI 5 kV
TH, VHI 2 kV
TS, VHI 2 kV
TH, VHI 1 kV
TS, VHI 1 kV
TH, VHI 0.75 kV
TS, VHI 0.75 kV
TH, VHI 0.5 kV
TS, VHI 0.5 kV
(b) Linear time.
Figure 5.69: Thermal proles for dump-switches that have capacitor discharge powered
heaters with dierent charge voltages. A log time scale (a) is used to show the dierences
at early times and a linear time scale (b) to show dierences at later times. The legend
is the same for both gures.
The thermal proles of MgB2 based dump switches that have capacitor discharge poweredChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 165
heaters are shown on a log time scale in Figure 5.69(a) and on a linear time scale in
Figure 5.69(b). The log time scale is used to show dierences at early times that are
predominately due to the heater discharge prole and the linear time scale is used to show
the similarities at later times that are predominately due to the slower magnet discharge.
For capacitors with a charge voltage over 750 V the thermal proles are similar to that
obtained with the initial heater temperature for times greater than 10 ms. For lower
voltages the high capacitance and thus slower capacitor discharge means that the proles
are dierent. As the charge voltage is increased the thermal proles become more similar
at earlier times with a charge voltage of 5 kV having similar temperature proles from
1 ms onwards.

































(a) Magnet current decay.
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VL, THI 87 K
VH, VHI 5 kV
VL, VHI 5 kV
VH, VHI 2 kV
VL, VHI 2 kV
VH, VHI 1 kV
VL, VHI 1 kV
VH, VHI 0.75 kV
VL, VHI 0.75 kV
VH, VHI 0.5 kV
VL, VHI 0.5 kV
(b) Voltage proles.
Figure 5.70: Eect of utilizing dierent heater capacitor charge voltages on the current
decay (a) and on the voltage decays (b). VL is the magnet circuit voltage and VH the
heater circuit voltage.
The similar thermal proles during the magnet discharge mean that the switches have
similar magnet current decay proles (Figure 5.70(a)) and magnet discharge voltages (Fig-
ure 5.70(a)). The increase in capacitance of the heater that is necessary for low charge
voltages leads to longer capacitor discharge times. The capacitance must be increased fur-
ther still due to the low temperature dierence between the heater and superconductor at
early times. This low temperature dierence means that the thermal gradients within the
switch decrease with decreasing capacitor charge voltage. The dependance of the heater
energy, capacitance, average thermal gradient, and heater discharge time constant (
calc
H )
on the capacitor charge voltage are shown in Figure 5.71. Switches that operate at 20 K
and are formed of MgB2 can be triggered with either stainless steel or copper heaters of
thickness 50 m if the capacitor charge voltage is 1 kV. The use of copper heaters allows
lower charge voltages to be used. However, reducing VHI necessitates an increase in the
capacitance; a VHI of 100 V would require a capacitance of 5 mF.
The heater capacitor discharge time constant (
est
H , Table 5.12) of dump-switches that
operate at 20 K show that in general copper heaters are required if the capacitor charge
voltage is 1 kV. Short switches, such as those formed of MgB2 in a 70Cu-30Ni matrix,











































































































































































H , SS heater
  calc
H , Cu heater
 T, SS heater
 T, Cu heater
C, SS heater
C, Cu heater
Figure 5.71: Required heater energy and capacitance, and the resulting heater discharge
time and average thermal gradients for MgB2 based dump-switches that have 50 m thick
heaters formed of either stainless steel or copper as a function of VHI.
due to the low required energy and thus capacitance and also a low, for stainless steel,
heater resistance. A comparison between the eect of capacitor charge voltage on MgB2 in
70Cu-30Ni matrix with a stainless steel heater and a copper heater is shown in Figure 5.71.
Stainless steel heaters are less well suited to MgB2 with a copper stabilized and YBCO
with stainless steel cladding as high capacitor charge voltage (>> 1 kV) would be required
in order to reduce the capacitor discharge time constant to an acceptable level. Switches
formed of these materials are best used with copper heaters. The eect of capacitor
charge voltage on such switches are shown in Figure 5.72. The nal temperature does not
signicantly increase with increasing heater energy as the energy deposited in the switch
is mainly from the 5.5 kJ magnet circuit. Switches that have a low nal temperature have
more potential to be used for higher energy magnet circuits.
5.3.11.3 Eect of Heater Thickness on Heater Dynamics
In the previous section the discharge time constant of the heater was reduced by increasing
the capacitor charge voltage. This allowed the required energy to be provided with a lower
capacitance; reducing the capacitance reduces the discharge time. It is also possible to
reduce the capacitor discharge time by reducing the resistance of the heater. Reducing the
resistivity by decreasing the resistivity was discussed in the previous section where stainless
steel and copper heaters were compared. Increasing the thickness of the heater will also
reduce its resistance and may reduce the time taken to the capacitor discharge. Increasing
the thickness also increases the thermal mass of the heater and may result in more heater
































































































































































H , MgB2 Cu
  calc
H , MgB2 70Cu-30Ni
  calc







Figure 5.72: Eect of the heater capacitor charge voltage on the required heater energy
and capacitance, and the resulting heater discharge time and nal temperature for dump-
switches that operate at 20 K and have 50 m thick heaters formed of copper (RRR
100).
needed and so the discharge time of the capacitor may increase. The lower thermal mass
of a thinner heater switch may also result in higher nal temperatures, which may lead
to an increase in the heater resistance. The reduction in thermal mass may also result in
higher nal temperatures and lower thermal gradients. The required length of switch that
meets the magnet discharge requirements and results in the minimum heater energy must
be recalculated for switches that have dierent heater thicknesses. The required length
and heater energy of MgB2 based switches that operate at 20 K are shown in Table 5.13.








Table 5.13: Parameters of MgB2 in 70Cu-30Ni matrix based dump-switches that operate
at 20 K and have dierent thickness heaters (H) formed of stainless steel. One tape
is needed to carry the magnet current and the lengths are set to meet the discharge
requirements for the minimum heater energy.
The thermal proles of dump-switches having stainless steel heaters of thicknesses 5 m,
10 m, 50 m, and 100 m are shown in Figure 5.73. The switches with thicker heaters
have lower nal temperatures as they have higher heat capacities due to the increase in
heater area and the increase in length. The reduction in the nal temperature is non-linear
as the heater energy must also be increased with increasing heater thickness. The average































  TH,  H 100 µm
TS,  H 100 µm
TH,  H 50 µm
TS,  H 50 µm
TH,  H 10 µm
TS,  H 10 µm
TH,  H 5 µm
TS,  H 5 µm
(a) Log time.


























Figure 5.73: Thermal proles of MgB2 based dump-switches that have dierent stainless
steel heater thicknesses (H) that have a capacitor charge voltage of 1 kV. A log time
scale (a) is used to show the dierences at early times and a linear time scale (b) to show
dierences at later times. The legend is the same for both gures.
mass of the heater means that its temperature follows that of the superconductor more
closely.
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  VL, Mech. switch & 0.7   RD
VH,  H 100 µm
VL,  H 100 µm
VH,  H 50 µm
VL,  H 50 µm
VH,  H 10 µm
VL,  H 10 µm
VH,  H 5 µm
VL,  H 5 µm
(b) Circuit voltages.
Figure 5.74: Eect of using dierent thicknesses stainless steel heaters in MgB2 based
dump-switches on the current decay (a) and on the circuit voltages (b).
The magnet current decay curves (Figure 5.74(a)) and therefore the energy dissipation
are similar as the length of the switch is set to meet the magnet discharge requirements.
The switch with the thinnest heater has the lowest peak voltage (Figure 5.74(b)) as it has
the lowest dump resistance. This lower dump resistance also means that it has a slightly
slower magnet current decay than the switches with thicker heaters.
Reducing the heater thickness reduces the average thermal gradients within the switch
but also results in a higher nal temperature (Figure 5.75). This is due to the reduction
in thermal mass of the heater which means that less energy is required to heat it to the
temperature required to trigger the switch. As the heater also acts as a heat sink the
reduction in thermal mass means that it can not limit the overall temperature rise of theChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 169
switch and so there is a higher nal temperature. Reducing the heater thickness causes an
increase in the resistance of the heater and so the discharge time of the heater increases
with decreasing heater thickness. For the copper heater switches, which have a discharge
time  0.1 ms, decreasing the heater thickness results in a corresponding reduction in the
heater energy as the thermal mass of the heater is less. However, for switches with stainless
steel heaters there is a minimum in the heater energy because as the time constant of the
capacitor discharge is increased the heater energy must also increase to compensate for
the reduced initial heat conduction through the insulation. For a switch formed of MgB2
in a 70Cu-30Ni matrix, the heater thickness that results in the minimum heater energy is
8 m, when it is formed of stainless steel and the capacitor charge voltage is 1 kV. The



























































































































































 T, SS heater
 T, Cu heater
 d, SS heater
 d, Cu heater
Figure 5.75: Required heater energy and resulting capacitor discharge time (
calc
H ), aver-
age thermal gradients and nal temperatures for MgB2 in 70Cu-30Ni based dump-switches
that have dierent thickness heaters formed of either copper (RRR 100) or stainless steel.
The capacitor charge voltage is 1 kV.
Figure 5.75 showed the results for copper heaters where the capacitor charge voltage was
1 kV. In the previous section (Figure 5.72) it was shown that with copper heaters, MgB2 in
70Cu-30Ni switches are short enough and have low enough energy requirements for them
to have fast capacitor discharges when the charge voltage is only 100 V. Figure 5.76 shows
the eect of heater thickness when either a 100 V or a 1 kV capacitor charge voltage is
used. The nal temperatures and average thermal gradients do not change with the change
in charge voltage as the energy input into the switch is dominated by the 5.5 kJ of energy
from the magnet circuit. When a 1 kV charge voltage is used the capacitance is low and so
the discharge time of the capacitor is less than 0.1 ms even when the thin and thus higher
resistance heaters are used. This allows a reduction in heater energy with reducing heater
thickness due to the reduction in thermal mass. When a 100 V charge voltage is used the
heater has fast discharge times when the heater thickness is greater than 10 m. BelowChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 170
this the heater resistance and higher capacitance required to provide the energy with a
VHI of 100 V results in slow capacitor discharge times. These slower discharging heater







































































































































EH, 70Cu-30Ni, VHI 100 V
EH, 70Cu-30Ni, VHI 1 kV















TF, 70Cu-30Ni, VHI 100 V
TF, 70Cu-30Ni, VHI 1 kV
TF, Cu, VHI 1 kV
 T, 70Cu-30Ni, VHI 100 V
 T, 70Cu-30Ni, VHI 1 kV
 T, Cu, VHI 1 kV
  calc
H , 70Cu-30Ni, VHI 100 V
  calc
H , 70Cu-30Ni, VHI 1 kV
  calc
H , Cu, VHI 1 kV
Figure 5.76: Required heater energy and resulting capacitor discharge time (
calc
H ),
average thermal gradients and nal temperatures for MgB2 based dump-switches that
have dierent thickness copper heaters (RRR 100).
For the switch powered that has a capacitor charge voltage of 100 V there is a minimum
in the required heater energy when a 5 m copper heater is used. With this thickness of
heater the nal temperature of the switch is 300 K and the average thermal gradient is
less than 10 K making this a suitable design of switch to use for the 5.5 kJ MCD magnet
circuits. However, this switch only has limited scope for use with higher energy circuits as
even with a 50 m heater the nal temperature is 275 K and so not much more magnet
energy can be dissipated in the switch. Longer switches have a greater thermal mass and
may have a lower nal temperature. Copper stabilised MgB2 has a lower resistivity and
so a longer length is needed to meet the magnet discharge requirements. Even though
more energy is required to trigger this switch the nal temperature is reduced by 200 K
(Figure 5.76). The heater discharge time increases due to the longer length of switch. A
1 kV capacitor charge is needed so that the higher energy requirements can be met without
further increasing the discharge time with a high capacitance. The heater energy can be
reduced to a minimum without signicantly increasing the nal temperature by reducing
the heater thickness to 8 m. This copper stabilised switch is suitable for use in the MCD
magnet circuits and has a lower nal temperature but a higher energy requirement than
the MgB2 switch with a 70Cu-30Ni matrix. The copper stabilised switch also greater
potential to be scaled to higher energy circuits; scaling to higher magnet energy circuits
is discussed in Section 5.4.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 171
5.4 Application of Superconducting Switches to Higher En-
ergy Circuits
The optimisation of a switch dump was described in Section 5.3 using the LHC MCD
circuits as an example magnet circuit. This circuit had a transport current of 600 A and a
stored energy of 5.5 kJ that was dissipated in a 0.7 
 dump resistor. Due to the resistance
and energy requirements of this circuit dump-switches were shown to be more suited
than bypass-switches that were not practical in this situation (Section 5.2.4). The 5.5 kJ
circuit allowed the investigation and optimisation of dierent parameters that aected the
switching characteristics and performance. However, there are many magnet circuits that
have higher stored energies and require energy extraction with mechanical switches and
dump resistors. Superconducting switches may nd applications in these circuits. This
section describes the scaling of superconducting switches to higher energy circuits that
have the same current and dump resistance as the MCD circuit, for example other LHC
corrector magnet circuits such as the 22.2 kJ MCS circuit or the 77.8 kJ MS, and also
the application of superconducting switches to higher current but lower dump resistance
circuits such as the 1.3 GJ LHC main dipole circuits.
5.4.1 Higher Energy Circuits with the Same Current and Dump Resis-
tance
Dump-switches can be formed of a variety of dierent materials to meet the discharge
requirements of a magnet circuit having a specied current and dump resistance. The
magnet energy that can be dissipated by the switch is a function of the change in enthalpy
of the switch between the operating temperature and the upper limit of 300 K. The MgB2
based switches can accept more magnet energy per volume than the YBCO switches as
they have a lower operating temperature, 20 K compared to 50 K (Section 5.3.5). The
MgB2 based switches can all accept 0.67 J/mm3 as the matrix metals have the around
the same volumetric heat capacity. The copper stabilised MgB2 switch is 3.6 mm wide,
the superconductor is 0.6 mm thick, and the heater is 8 m thick. The cupronickel matrix
MgB2 switches are 1.4 mm wide, the superconductor is 1.4 mm thick, and the heater
is 5 m thick. Due to dierences in geometry, the dierent switches can accept dierent
amounts of energy per length (). Due to its larger area the copper stabilised MgB2 switch
can accept 1.68 kJ/m whereas the cupronickel matrix switches can accept 1.3 kJ/m. Due
to their higher operating temperature of 50 K, the YBCO based switches can accept less
energy per length;  is 0.45 kJ/m for the stainless steel clad switch and  is 0.6 kJ/m for the
copper clad switch. The copper stabilised YBCO switch is 4 mm wide, the superconductor
is 78 m thick, and the heater is 21 m thick. The stainless steel clad YBCO switch is
4.3 mm wide, the superconductor is 150 m thick, and the heater is 5 m thick. TheChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 172
copper stabilised MgB2 based switch can accept the highest amount of energy per length


































TH, 5.5 kJ (MCD)
TS, 5.5 kJ (MCD)
TH, 22.2 kJ (MCS)
TS, 22.2 kJ (MCS)
TH, 160 kJ
TS, 160 kJ
Figure 5.77: Thermal proles of MgB2 with copper stabilization based dump switches
when they are used in magnet circuits that have dierent stored energies but the same
current and dump resistance requirements. For a constant RD of 0.7 
, the magnet
discharge times are 44 ms (5.5 kJ), 0.18 s (22.2 kJ), and 1.3 s (160 kJ)
A reference design formed of copper stabilized MgB2 was optimized using the procedure
described in Section 5.3 for the 5.5 kJ MCD magnet circuits as an example circuit. In this
situation the switch had a nal temperature of 68 K and so the switch has the potential to
be scaled to higher energy circuits. The reference design can be directly used if the required
dump resistance and transport current remains unchanged. This is because the same total
length of conductor is required to develop the required dump resistance. Switches for
higher energy circuits may require a slight reduction in length due to the increase in
matrix resistivity with the higher nal temperatures. As the same length is used then the
same heater energy will also be required. This will result in similar thermal gradients.
The enthalpy change of the reference design from 20 K to 300 K (H
300 K
20 K ) is such that the
switch can accept an energy input of 1.68 kJ/m. As the heater energy remains unchanged








20 K   EH
=95  1:68   0:45
=160 kJ:
(5.6)
To conrm this scaling the switching characteristics of a higher energy (22.2 kJ) LHC
circuit and a 160 kJ magnet are described below.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 173
The copper stabilised MgB2 dump-switches that were described in Section 5.3.11.3 had
low nal temperatures and thermal gradients but required more heater energy than the
cupronickel matrix MgB2 switches described in Section 5.3.9. For scaling to higher magnet
energy circuits the copper stabilised MgB2 has more potential as its lower resistivity means
that a longer length is required and so the thermal mass is increased. The increase in heater
energy is proportionally less than the increase in the magnet energy. These switches could
be triggered with a capacitor charged to 1 kV if an 8 m copper (RRR 100) heater was
used.


























Mech. bypass-switch (5.5 kJ)
HTS dump-switch (5.5 kJ)
Mech. bypass-switch (22.2 kJ)
HTS dump-switch (22.2 kJ)
Mech. bypass-switch (160 kJ)
HTS dump-switch (160 kJ)


































Mech. bypass-switch (5.5 kJ)
HTS dump-switch (5.5 kJ)
Mech. bypass-switch (22.2 kJ)
HTS dump-switch (22.2 kJ)
Mech. bypass-switch (160 kJ)
HTS dump-switch (160 kJ)
(b) Energy dissipation.
Figure 5.78: Current decay proles (a) and energy dissipation proles (b) of MgB2 with
copper stabilization based dump switches when they are used in magnet circuits that have
dierent stored energies but the same current and dump resistance requirement.
The thermal proles of switches for use in magnet circuits that have stored energies of
5.5 kJ (similar to the MCD magnet circuits), 22.2 kJ (similar to the MCS magnet cir-
cuits), and 160 kJ (greater energy than the largest LHC 600 A circuit) are shown in
Figure 5.77. The initial thermal proles of these switches are almost identical as they all
have similar lengths and input heater energies. Once the magnet current (Figure 5.78(a))
starts to decay the temperature of the higher energy circuits rises faster to a higher nal
temperature. The higher nal temperature of the switch means that it has a higher dump
resistance (Figure 5.79(b)) that causes the magnet decay to be much faster than that of the
mechanical switch and dump resistor. The resulting energy dissipation (Figure 5.78(b)) is
also faster.
The maximum discharge voltage (Figure 5.79(a)) obtained with the mechanical switch is
the same irrespective of magnet energy as there is a constant 0.7 
 dump resistor. For
this constant resistance case the discharge time of the magnet ( Lm
RD) is 44 ms for the 5.5 kJ
circuit, 0.18 s for the 22.2 kJ, and 1.3 s for the 160 kJ circuit. The non-linear dump
resistance caused by the temperature rise of the dump-switches means that the magnet
discharge times do not scale in this way and the maximum discharge voltage depends upon
the magnet energy. For low energy circuits the maximum voltage is less than that achieved
with the mechanical switch due to the earlier initiation of current decay and the similarChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 174
nal dump resistances. For higher magnet energy circuits the nal temperature and hence
dump resistance is higher and so the dI
dt is higher than for the mechanical switch case,
resulting in a higher maximum voltage.
The heater voltage decays for all of the switches are similar as the heater energy and
resistance is about the same in each case. The discharge time is suciently fast due to
the use of low resistivity heaters and a 1 kV capacitor charge voltage. As the length's and








































































HTS dump-switch (5.5 kJ)
HTS dump-switch (22.2 kJ)
HTS dump-switch (160 kJ)
(b) Dump resistance.
Figure 5.79: Voltage traces (a) and dump resistance evolutions (b) of MgB2 with cop-
per stabilization based dump switches when they are used in magnet circuits that have
dierent stored energies but the same current and dump resistance requirement. VM is
the voltage obtained with the mechanical switch and dump resistor, VS is the voltage
obtained with the HTS switch, and VH is the heater voltage.
As the magnet energy is increased the nal temperature of the switch increases (Fig-
ure 5.80) due to more magnet energy being deposited in the switch. The increase in
temperature necessitates a slight reduction in the switch length due to the increase in
resistivity with temperature. This shorter length results in a correspondingly small de-
crease in the heater energy required to trigger the switch. The maximum magnet discharge
voltage increases as the inductance of the magnet increases with energy.
5.4.2 Higher Energy Circuits with a Higher Current and Lower Dump
Resistance
Switches that require dierent dump resistances or have higher magnet currents necessi-
tating the use of a greater area of superconductor will require a dierent length to achieve
the correct dump-resistance. In these cases the switch would need to be re-optimised. The
LHC main dipole circuits have a magnet current of 13 kA and an inductance of 15.4 H
that results in a large stored energy (1.3 GJ). These circuits have a lower dump resistance
(150 m
) that gives a lower dI
dt in order to reduce the large discharge voltages that would



































































































































































Figure 5.80: Required length and heater energy and the resulting nal temperature
and magnet discharge voltage when using MgB2 with copper stabilization based dump-
switches in higher energy magnet circuits.
be directly scaled to this circuit as the required length is signicantly dierent due to the
lower dump resistance and greater number of tapes in parallel.
The energy that causes the switch to rise to 300 K (E
300 K
EST ) can be estimated from the








The amount of energy that the switch can accept per unit length () was described at the
start of the previous section and depends upon the operating temperature. The engineering
critical current density (Jce) is divided by some safety factor (ISF) to provide current and
temperature margin. Materials with a high RRR will have an error in the estimation as
resistivity required by the estimation depends strongly on the temperature at which the
dump resistance is developed. Table 5.14 shows the estimated energies that cause MgB2
based switches to warm to 300 K. Due to its low resistivity the copper stabilised MgB2
switch has the most potential for scaling to higher energy circuits. For copper stabilised
MgB2 dump-switches for the above 600 A and 0.7 
 circuits, E
300 K
EST is 200 kJ if the
resistivity is evaluated just above Tc. This is an overestimate compared to the calculated
170 kJ of the reference switch; for this energy the estimation requires the dump resistance
to be evaluated at just under 50 K.
An increase in the magnet current requires a corresponding increase in the number of tapes.
This increase in conductor area lowers the resistance and so the switch length must be
increased from the reference to keep the same dump resistance. If there is a corresponding
decrease in the required dump resistance the length will remain largely unchanged. WhenChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 176





70Cu-30Ni 1.3 6.5 28
90Cu-10Ni 1.3 5.1 35
Cu 1.7 1.2 200
Table 5.14: Estimated energies that cause MgB2 based switches that operate at 20 K
to warm to 300 K. The switches have an Ic of 700 A (Jce (20 K) of 0.35 kA/mm2) The
magnet current is 600 A and the dump resistance is 0.7 
.
IRD = constant; (5.8)
 the switch length remains the same as the reference and hence the heater energy also
remains the same;
 there will be a higher TF if the magnet energy is increased;






{ Higher voltages would require the use of thicker insulation. This would increase
the thermal mass of the switch and lower TF. Thicker insulation that has a slow
diusion time may require the solution with the PDE model (Section 3.6).
If the magnet energy is increased due to an increased inductance then the discharge time
of the magnet will also increase as in this case RD remains constant (Equation 5.8). The
Vmax of the mechanical switch system will remain the same as the current and constant
dump resistance remain unchanged. The dump-switch has a non-linear resistance and so
the Vmax will increase as the increased heating will lead to a more resistive switch and
a higher rate of magnet decay. If the magnet energy is increased due to an increase in
current, the dump resistance will decrease and the time constant will increase. The Vmax
obtained with both the mechanical switch with a constant dump resistance and with the
dump-switch will increase.
If IRD 6= constant, then the required switch length will change from the reference design.
For a new circuit that has a current of
INEW = pIREF; (5.9)
and a required dump resistance of
RNEW = qRREF; (5.10)
then the thermal mass of the new design will be HNEW (Equation 5.11).Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 177
 Increase in thermal mass due to increase in length caused by more tapes being
required to carry an increase magnet current.
 New thermal mass.
HNEW = HREF (p) (pq): (5.11)
 Thermal mass
of the reference design.
 Increase in thermal mass due
to an increase in length to achieve a higher dump resistance.






The reference design was shown for a circuit that had an energy of 5.5 kJ (E
5.5 kJ
REF ); this
resulted in a nal temperature of 68 K. For a nal temperature of 300 K the energy (E
300 K
REF )
that can be dissipated in the reference design is 160 kJ, about 1.7 kJ/m. If the new switch










If the earlier copper stabilized MgB2 dump switch for a 600 A circuit that has an RD of
0.7 
 and EM of 5.5 kJ is scaled to a 13 kA circuit that has an RD of 150 m
, then the
maximum magnet energy that can be dissipated is
E
300 K












so about 80 switches would be required to dissipate the 1.3 GJ of stored energy in the
main dipole circuits. The length of these switches would be required to be increased from
the reference, with each switch requiring a length of LREFp2q. About 35 km of conductor
would be required in total.
For magnets such as the LHC main quadruples that require slow discharges with a dump
resistances of 7.7 m
, the energy that can be dumped in the switch is
E
300 K












The main quadrupole circuits have a stored energy of 24 MJ and so about 30 switches
would be required to dissipate the energy.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 178
Bypass-switches may nd application in high energy circuits that require low dump
resistances as shorter lengths of conductor may be required to develop the required resis-
tance than the length of conductor required in a dump-switch to avoid overheating. For
13 kA bypass-switches, MgB2 in a 70Cu-30Ni matrix operating at 20 K is a potential
combination as it has a higher critical current than YBCO tape so less area is required to
carry the magnet current and it has a higher resistivity than copper stabilised MgB2 so
less length is needed to develop the required resistance. To completely bypass the switch
would require the switch resistance to be much greater than the parallel dump resistor;
this would required long lengths of tape. However, some energy can be dissipated in the
switch itself with the limiting factor being the maximum temperature in the switch. The
amount of energy dissipation is limited by the maximum allowable temperature is 300 K,
the same as for the dump switches. For a required dump resistance of RD and a fraction





For operation at 20 K, 20 tapes of MgB2 are required to be used in parallel giving a switch


























Due to the non-linear resistivity of the superconductor the dump resistance is not constant
and so the required length is estimated at a specied temperature. The heater energy EH
only makes a noticeable contribution to the nal temperature for long lengths where most
of the current bypasses the switch. For short switches the self heating of the switch is
much greater than the heating due to the heater. The nal temperature as a function
of length with this estimation is shown in Figure 5.81. Modelled results that take into
account the non-linear resistivity are also shown.
The switching characteristics of such a bypass-switch are shown in Figure 5.82. If theChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 179
























































Estimation,  (300 K), THI 50 K
Estimation,  (300 K), THI 300 K
Estimation,  (40 K), THI 50 K
Estimation,  (40 K), THI 300 K
Model THI 300 K
Figure 5.81: Final temperature of the bypass-switch as a function of length. The
estimations have a constant dump resistance of 0.15 
.
resistance is developed just above Tc then 19 km of superconductor is required. Increasing
the current margin would require an increase in the number of tapes and therefore the
length. Reducing the self heating of the switch due to the portion of current that is not
shunted into the dump also requires a longer length switch. For these long switches the
heater would have to be segmented in order to reduce the discharge time constant to
the required levels. Each segment of the heater would have a shorter length and thus
a lower heater resistance. Superconducting bypass-switches, that also dissipate some of
the magnet energy, may nd applications in high energy circuits that require a low dump
resistance.
5.5 Summary of Design Parameters and Reference Designs
of HTS Switches
5.5.1 Summary of Design Parameters for Superconducting Switches
The optimization of HTS switches was described in Section 5.3 using the MCD magnet
circuits as an example. The scaling of these switches to higher energy circuits that had
the same current and dump resistance requirements was described in Section 5.4.1. The
applicability of these switches to circuits that have dierent currents and dump resistances
was described in Section 5.4.2. A summary of the design parameters is shown below and
a description of the reference designs is in the following section (Section 5.5.2).
The switch length is not a free parameter as it is set so that the resistance of the switch
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Figure 5.82: Switching characteristics of a 19 km long MgB2 in a 70Cu-30Ni matrix
based bypass-switch for the 13 kA dipole circuits. The top pane shows the thermal
histories of the heater (TH) and superconductor (TS). The middle pane shows the magnet
current (IL) decay and energy dissipated (ED) for the HTS bypass-switch and for a
mechanical switch with a 150 m
 dump resistor. The bottom pane shows the circuit
voltage (V ) and the dump resistance (RD) for the two systems. In the LHC there are two
energy extraction facilities, one of which is grounded at its midpoint, thereby reducing
the discharge voltage to < 500 V.
resistance soon enough after triggering in order that the magnet current is never more
than that achieved with a mechanical switch and external dump resistor.
The operating temperature and choice of superconductor of the switch is depen-
dent upon the cryogenic system of the magnet circuit. Operation above 40 K requires the
use of YBCO based switches, below this MgB2 based switches may also be used. BSCCO
based superconductors can operate above 40 K but due to the use of predominately silver
matrices their resistivity means that they are not suitable for use in switches. Operation
at 4.2 K is less suited for switches due to the cryogenic cost and complexity of depositing
the magnet energy at this temperature and also the high heater energy that is required by
bypass-switches. Operating YBCO switches at 20 K means that there is a large current
sharing regime and so high heater energies are needed to drive the switch fully normal.
Operating MgB2 based dump-switches at 20 K means that the integrated specic heat
capacity is high, so if long low resistivity superconductors are used high energy circuits
can be protected. Higher heater energies are required to trigger the YBCO based switches
that operate at 50 K due to the higher thermal mass at these temperatures. The higher
operating temperature reduces EH so there may be overall cost savings.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 181
The number of tapes must be enough to carry the magnet current with appropriate
current and temperature margins. Increasing the number of tapes will mean that longer
switches are required as the resistance per length of switch decreases. This increase in to-
tal length allows higher energy circuits to be protected as E
300 K
M is also increased. Higher
heater triggering energies are required due to the increase in thermal mass and is is com-
pounded by the increase in temperature margin.
The critical current density of the superconductor determines the minimum number
of tapes that can be used. Increases in the critical current density of the tape are useful for
dump-switches for low energy magnet circuits as it reduces the required number of tapes
and thus the required length of superconductor. Increases are less suitable for dump-
switches that are used with high energy magnet circuits as the thermal mass of the switch
must be high enough to absorb the magnet energy without over heating. Increases in
critical current are useful for high energy circuits that use bypass-switches as the switch is
not required to dump all of the magnet energy and so the reduction in the number of tapes
leads to a reduction in the required total length of superconductor. The dependence of
critical current density on temperature also determines the temperature margin; operating
with a low temperature margin allows low heater triggering energies to be used.
The normal state resistivity of the tape is a key factor in setting the switch length
and therefore the size of magnet circuit that the switch can protect. Dump-switches that
utilise superconductor that have high resistivity matrices are suitable for use in low energy
circuits as short lengths are required to develop the required dump resistance. The short
length means that E
300 K
M is low. The short length and low heater triggering energy means
that the short capacitor discharge times can be achieved with low capacitor charge voltages
Dump-switches that utilise superconductor that have low resistivity matrices are suitable
for use in high energy circuits as long lengths are required to develop the required dump
resistance. The long length means that there is a large enthalpy change in the switch
from Top to 300 K and so the switch can absorb dissipate higher magnet energies. The
higher heater energies that are required to trigger the switch are less signicant when high
magnet energy circuits are to be protected. However, the long heater length means that
high capacitor charge voltages are required in order to achieve fast capacitor discharge
times.
The heater dynamics are optimised to give fast capacitor discharges for low capacitor
charge voltages. For long switches copper heaters are necessary in order to reduce the
resistance of the heater to achieve short capacitor discharge times. For short switches
the use of copper heaters allows a reduction in the capacitor charge voltage whilst still
achieving fast capacitor discharge times. The low resistivity of copper (RRR 100) at 20 K
means that thin heaters, or low VHI, and sometimes both, can be used with MgB2 switches
at 20 K. Reducing the heater thickness reduces the required heater energy if very high
(10 kV ) capacitor charge voltages are used. For realistic capacitor charge voltages (
1 kV) the increase in capacitance means more heater energy is required to compensate forChapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 182
the slower discharge time; this results in a minimum heater energy that varies with the
switch length.
The insulation thickness must be enough to provide good electrical protection between
the heater layer and the superconductor layer. Thin insulation allows fast thermal diusion
times and so low heater energies can be used to trigger the switch. Thick insulation is
necessary where there is a high magnet discharge voltage or a high heater charge voltage.
The heat capacity of polyimide insulation is high at low temperatures so thicker heaters
may contribute to an increase in E
300 K
M even if the required heater energy is also increased.
5.5.2 Reference Designs of HTS Dump-Switches
Super- Stabiliser Top Ltot H EH VHI E
300 K
M
conductor (K) (m) (m) (J) (kV) (kJ)
YBCO SS clad 50 38 5 1.3e3 0.75 17
YBCO Cu (25 m) 50 122 21 9.2e3 1 72
MgB2 70Cu-30Ni 20 4.3 5 9.5 0.1 5.7
MgB2 90Cu-10Ni 20 11 5 22 0.25 14.5
MgB2 Cu 20 100 8 467 1 167
Table 5.15: Reference designs of switches that transport 600 A and develop a dump
resistance of 0.7 
.
Reference designs of dump-switches formed of dierent superconductors are shown in Ta-
ble 5.15. The reference designs are for magnet circuits that have a transport current of
600 A and a dump resistance of 0.7 
. All of the switches meet the magnet discharge
requirements and dissipate the magnet energy faster than the mechanical switch setup.
The maximum discharge voltage (Vmax) of all the switches is about the same as they are
required to develop the same dump resistance. For the MCD magnet circuits this voltage
less than that obtained with the mechanical switch by about 100 V. These reference designs
can be scaled up to higher energy circuits; the magnet energy that causes the switches to
reach a nal temperature of 300 K is E
300 K
M . The application of these switches to circuits
that have dierent transport currents and dump resistances is described in Section 5.4.2.
All of the switches have copper (RRR 100) heaters in order to reduce the discharge time
of the capacitor to allow fast acting heaters. The heater thickness (H) is optimised in
conjunction with the capacitor charge voltage (VHI) for each switch design. Generally
longer switches require thicker heaters and higher discharge voltages in order to deposit
the required energy fast enough. There is 76.2 m of insulation between the heater and
the superconductor and the switches are designed to switch adiabatically. The thermal
proles of the reference switches when used with the 5.5 kJ MCD magnet circuits is shown
in Figure 5.83. Description of the individual designs are given below.
YBCO with stainless steel cladding is a potential superconductor for switches that

































































Figure 5.83: Temperature evolutions of the reference design dump-switches when used
with the 5.5 kJ MCD magnet circuits.
20 kJ. YBCO based switches are necessary for HTS magnet circuits or where cryogenic
savings due to the higher temperature energy dissipation are required. At 50 K, three
tapes are required to carry the magnet current and so the thermal mass of the switch can
be used to absorb more magnet energy. The superconductor is produced by American
Superconductor and has an Ic of 60 A at 77 K giving a switch Ic of 700 A at 50 K. The
switch requires 1.3 kJ of heater energy to be triggered, but due to the low heater resistance
due to the short length and large area the discharge time of the heater is low and so a
capacitor charge voltage of 750 V can be used. The VHI could be lowered to 500 V; this
would require an increase in heater thickness to 10 m, the heater energy to 2 kJ, and
would required a 16.3 mF capacitor. Operating at 20 K would mean that less tapes are
required to carry the magnet current. This may mean that less energy can be absorbed
by the switch. Higher heater energies may be needed to trigger to the normal state due
to the extended current sharing regime where little magnet energy is dumped.
YBCO with 25 m of copper stabilisation is a potential choice of superconductor
for switches that operate at 50 K in conjunction with magnet circuits that have an energy
levels up to 70 kJ. The superconductor is produced by SuperPower and has an Ic of 60 A
at 77 K giving a switch Ic of 700 A at 50 K. The SuperPower tape has a higher critical
current density than the American Superconductor tape but it has a smaller area resulting
in the same Ic. Due to the low resistivity matrix long lengths of conductor are required
to develop the required discharge resistance. This longer length means that the copper
stabilised YBCO switch can be used with higher energy magnet circuits than the more
resistive stainless steel clad YBCO switch. The larger thermal mass means that more
heater energy is required to trigger the copper stabilised switch. Due to the long length
of conductor and high heater energies, the heater has a thickness about four times greater
than the YBCO SS switch in order to reduce the heater resistance. A VHI of 1 kV is needed
to provide suciently fast capacitor discharge times. The copper clad YBCO switch is
more suited to higher energy magnet circuits as it has high E
300 K
M and the high heater
energy is less signicant for larger circuits.Chapter 5 Design and Optimisation of HTS Switches for Magnet Circuits 184
MgB2 in a 70Cu-30Ni matrix is well suited for use in switches to protect low energy
circuits. The superconductor is produced by Columbus and only one tape is required
to give the switch an Ic of 693 A at 20 K. Its high resistivity means that only a short
length is required in order to develop the required dump resistance. The short length and
low specic heat at 20 K means that the required triggering energy is also low. The low
resistivity of the copper heater at 20 K means that thin heaters and a low capacitor charge
voltage (100 V) will give a fast enough heater. The short length means that E
300 K
M is low
and so the switch is only suitable for protecting low energy circuits (<6 kJ). low energy
MgB2 in a 90Cu-10Ni matrix is based on the 70Cu-30Ni matrix MgB2 produced by
Columbus. The less resistive matrix means that a longer switch is required allowing circuits
with energies up to 15 kJ to be protected. The critical current remains unchanged at 693 A
at 20 K. The length is approximately twice that of the more resistive MgB2 switch and
so the required heater energy is also doubled. The increase in length means that the VHI
must be increased to 250 V to have a suciently fast heater capacitor discharge time.
MgB2 with copper stabilisation requires 100 m of conductor in order to develop the
required dump resistance. The large enthalpy change of the switch from operation at 20 K
to 300 K means that it can be used to protect circuits up to 170 kJ The increase in Z 300 K
Top
cpdT is the reason why the switch can dissipate 2.3 times the magnet energy of
the longer copper stabilized YBCO switch. The longer length and means that more heater
energy is required than the resistive MgB2 switches, but the lower specic heat at 20 K
means that less heater energy is required than the YBCO switches that operate at 50 K.
The longer length requires an increase in the heater thickness to 8 m and the higher
heater energy an increase in VHI to 1 kV. The heater is thinner than the long YBCO Cu
switch due to the low resistivity of the copper (RRR 100) heater at 20 K.
The performance metrics of the reference designs are shown in a star plot Figure 5.84
with the 5.5 kJ MCD magnet circuits as an example circuit. The chosen design will depend
upon the cost and availability of the superconductor and upon the available cooling scheme.
The switches which utilise superconductors that have low resistivity matrices and thus
require long lengths to develop the required dump resistance are more suited to higher
energy circuits as they have a higher E
300 K
M . Due to their higher thermal masses these
switches require higher heater energies in order to be triggered. For low energy circuits,
switches that utilise superconductors that have high resistivity matrices are more suited as
they require short lengths to develop the required dump resistance. The correspondingly
lower thermal mass means that less heater energy is needed to trigger the switch. Due
to the shorter lengths, which give lower heater resistances, and the lower heater energy
requirements the charge voltage of the capacitor can be reduced. For switches based on
MgB2 in a 70Cu-30Ni matrix it can be as low as 100 V.Chapter 6
Conclusions
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Superconducting switches, of either the bypass type or the dump type, may nd appli-
cation in superconducting magnet systems that require energy extraction, for example in
certain LHC magnet circuits. Superconducting switches may provide advantages in such
circuits as they do not suer from arcing and erosion that is a problem for mechanical
switches. Furthermore, they may allow cryogenic savings or the removal of the dump
resistor depending upon the type of energy extraction circuit.
Superconducting bypass-switches that are operated in conjunction with a parallel
dump resistor can be used as a replacement for conventional mechanical switches. The
switch must develop a resistance high enough to shunt the magnet current into the external
resistor. Bypass-switches are suited to higher energy circuits as the majority of the energy
is dissipated in the external dump resistor. Together these parallel connected switch and
resistor make up the total dump resistance that must allow the required magnet discharge
characteristics to be met. Superconducting bypass-switches may provide cryogenic savings
in long magnet chains where there are multiple energy extraction facilities as they allow
the replacement of certain full rated current leads that always carry the magnet current
with lower heat leak leads that only carry the current during energy extraction.
Superconducting dump-switches allow all of the magnet energy to be dissipated in
the switch itself removing the need for the parallel resistor. Dump-switches require less
material and triggering energy than bypass-switches as a lower switch resistance is needed
to achieve the required total dump resistance. Dump-switches can have cryogenic savings
over bypass-switches as the extra current leads that allow the switch to be bypassed are not
required. The energy that can be dissipated in a dump-switch is limited by the enthalpy
change from the operating temperature to the the maximum allowable temperature.
Thermally triggering superconducting switches can result in switching times that are
comparable to conventional mechanical switches (15 ms). Thermal triggering allows
simpler powering schemes than over-current triggered switches, a simpler triggering mech-
anism than eld triggered switches, and does not have the erosion problems of mechanical
switches. The heater, which is co-wound with the superconductor and the insulation,
can be powered by a capacitor discharge. Such a system is similar to quench heaters
that are widely used to protect superconducting magnets. For long switches, fast capac-
itor discharges can be achieved by using a heater with a low resistivity. After triggering
and during the magnet discharge the heater can act as a heat sink limiting the overall
temperature rise of the switch.
Operating at HTS temperatures allows cryogenic savings over switches that utilise
LTS materials that operate at 4.2 K. Utilising HTS materials allows a greater range of
operating temperatures to be considered, for example using helium gas at 20 K that is
recovered from the magnet boil o. Extracting the magnet energy and depositing the
heater energy at higher temperatures will also reduce the load on the overall cryogenic
system during switching and energy extraction. For magnet circuits that are based onChapter 6 Conclusions 188
high temperature superconductors the switch must also be formed of HTS material. Due
to the approximately T3 dependence of specic heat capacity, switches that operate at
higher temperatures have slower heat diusion times and require higher triggering energies
than those operating at low temperature. YBCO based dump-switches and YBCO based
bypass-switches were tested in liquid nitrogen to show that the required switching time
could be achieved at these high temperatures.
A variety of superconducting materials are suitable for use in superconducting
switches. Switches based on stainless steel clad YBCO, which operate at HTS tempera-
tures, can be formed into dump-switches for low to medium energy circuits or as bypass-
switches for low current circuits. Their suitability to higher current bypass-switches in-
creases with improvements to the critical current of the superconductor. Copper stabilised
YBCO switches that operate at HTS temperatures can be formed into dump-switches for
medium energy circuits. Magnesium diboride in a cupronickel matrix based switches are
suitable for use as low energy dump-switches or as bypass-switches. Increasing the matrix
resistivity increases the suitability for use as a bypass-switch. Reducing the matrix resis-
tivity increases the magnet energy that can be dissipated when it is used in a dump-switch.
Magnesium diboride with copper stabilisation can be formed into dump-switches that are
suitable for use with high energy circuits.
Reference designs of HTS dump-switches were optimised for magnet circuits that
have a transport current of 600 A and a dump resistance of 0.7 
 that is switched into
the circuit with a conventional mechanical switch with an opening time of 15 ms; these
circuits are similar to certain LHC magnet circuits. Stainless steel clad YBCO, produced
by American Superconductor, can be formed into dump-switches that operates at 50 K.
These switches would require 38 m of superconductor and could absorb 17 kJ of magnet
energy for a nal temperature of 300 K (E
300 K
M ). YBCO with 25 m of copper stabilisation
that is produced by SuperPower can be formed into a dump-switch that operates at 50 K
with an E
300 K
M of 72 kJ when 122 m of conductor is used. MgB2 produced by Columbus
can be formed into dump-switches that operate at 20 K. With a 70Cu-30Ni matrix, the
required length is 4.3 m and E
300 K
M is 5.7 kJ. With a 90Cu-10Ni matrix, the required length
is 11 m and E
300 K
M is 14.5 kJ. For copper stabilised MgB2, the required length is 100 m
and E
300 K
M is 167 kJ. These reference designs can be applied to circuits that have dierent
dump resistances or operating currents. E
300 K
M increases with the square of the relative
increase in transport current and increases linearly with the relative increase in required
dump resistance.
In conclusion, high temperature superconducting materials can be used in power switches.
These switches may nd application in energy extraction schemes where the majority of
the energy is dissipated in a parallel resistor or in schemes where all of the energy is dis-
sipated in the switch itself. Thermal triggering of these switches can provide switching
times comparable to conventional mechanical switches.Bibliography
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